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Introduction

See the manuals of the system to be connected with the Wi-Fi interface
to figure out which model of the Wi-Fi interface is connectable to it.

e The figures hereafter show MAC-57 series as a representative.
o ATW (Air to water) is only compatible with MAC-567IF-E.

MAC-56 series  MAC-57 series
z
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1. Safety precautions

o Read all Safety Instructions before using the Wi-Fi mMeanings of symbols used in this manual

interface.
o This manual contains important safety information. Q Be sure notto do.
Be sure to comply with the instructions. ®) Never touch with wet hand.

l@ Never splash water on the unit.
Be sure to follow the instruction.

@ Be sure to disconnect the power
%’ supply plug from the power outlet.

/A\Warning

(Improper handling may have serious consequences, including serious injury or death.)
® = Do not disassemble, modify, or repair ® m Do not use the Wi-Fi interface nearby

by yourself (user). the medical electrical equipment or
It can cause electric shock, fire, or injury. people who have a medical device

- " P - such as a cardiac pacemaker or an
Ehlseigﬁgir}?:c'ﬁlgm "::tﬁi?g;?l{owri;’hse implantable cardioverter-defibrillator.
rgdﬂced physical se?\sory or mental It can cause an accident due to malfunctions|

5 ! - A
capabilities, or lack of experience of the medical equipment or device.
and knowledge, unless they have Do not install the Wi-Fi interface

been given supervision or instruction nearby the automatic control devices
concerning use of the appliance by a such as automatic doors or fire
person responsible for their safety. alarms.

It can cause accidents due to malfunctions.

Do not touch the Wi-Fi interface with
wet hands.

It can cause damage to the device,
electric shock, or fire.

Children should be supervised to
ensure that they do not play with the
appliances.

This appliance can be used by
children aged from 8 years and above
and persons with reduced physical, Do not splash water on the Wi-Fi
sensory or mental capabilities or interface or use it in a bathroom.
lack of experience and knowledge It can cause damage to the device,

if they have been given supervision electric shock, or fire.

or instruction concerning use of - T

the appliance in a safe way and 3&?2&}"&‘:&;“ Wi-Fiinterface by
understand the hazards involved. Improper installation may result in fire,

@

@

u Children shall not play with the electric shock, or injury due to fall of the
appliance. Cleaning and user Wi-Fi interface. Consult the dealer from
maintenance shall not be made by whom you purchased the Wi-Fi interface
children without supervision. or professional installer.
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/A\Warning

(Improper handling may have serious consequences, including serious injury or death.)

u When the Wi-Fi interface is dropped,
or its body or cable is damaged,
disconnect the power supply plug or
turn the breaker OFF.

It may cause fire or electric shock. In this
case, consult your dealer.

m In case of an abnormal condition (such|
as a burning smell), stop the indoor
unit and disconnect the power supply
plug or turn the breaker OFF.

A continued operation in the abnormal state
may cause a malfunction, fire, or electric
shock. In this case, consult your dealer.

/\Ca

(Improper handling may have consequenc

ution

es, including injury or damage to building.)

u Do not mount the Wi-Fi interface
where children can reach.
It can cause injury.

= Do not step on unstable stepstool to
set up or clean the Wi-Fi interface.
It may cause injury if you fall down.

m Do not use the Wi-Fi interface nearby
other wireless devices, microwaves,
cordless phones, or facsimiles.

It can cause malfunctions.

N

Note

m Ensure that the Router supports the WPA2-
AES encryption setting before starting the Wi-Fi
interface setup.

m The End user should read and accept the terms
and conditions of the Wi-Fi service before using
this Wi-Fi interface.

m To complete connection of this Wi-Fi interface
to the Wi-Fi service the Router may be
required.

m This Wi-Fi interface will not commence
transmission of any operational data from the
system until the End user registers and accepts
the terms and conditions of the Wi-Fi service.

m This Wi-Fi interface should not be installed and
connected to any Mitsubishi Electric system
which is to provide application critical cooling
or heating.

m Please write down the model information and
more in “Setting information” on the last page
of INSTALLATION MANUAL or the instruction
manual of the system to be connected with
the Wi-Fi interface, when you set up this Wi-Fi
interface.

m Before transferring or disposing of the Wi-Fi
interface, it has to be reset to the factory
default.

2. Product Introduction

No. Iltem Description
1 [MODE switch It selects modes. 3
2 |RESET switch It resets the system and ALL settings. g
3 |ERRLED (Orange) [It shows the network error state. 6
4 |NET LED (Green) It shows the network state.
5 |MODE LED (Orange) [It shows the Access Point mode state.
6 [UNIT LED (Green) It shows the indoor unit state.

(1) MODE switch

e The MODE switch is used for selecting modes in configurations.

(2) RESET switch

e Hold down the RESET switch for 2 seconds to reboot the system.

e Hold down the RESET switch for 14 seconds to initialize the Wi-Fi interface to the factory default.

When the Wi-Fi interface is reset to the factory default, ALL the configuration information will
be lost. Take great care in implementing this operation.
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3-1.

Initial state Initial state

Turn on the breaker of the air conditioner or the ATW unit. ERR |OFF

After LED indication enters the initial state shown on right, the Wi-Fi

interface can be paired with the Router. NET OFF

Refer to 4. LED pattern when LED indication does not enter the initial state. |MODE |OFF

Note: It may take a few minutes to enter the initial state. UNIT |Flashing
. Selecting a mode

The Wi-Fi interface has to be paired with the Router in order for communication between the
indoor unit and MELCloud to begin. There are 3 methods of pairing the Wi-Fi interface with the
Router:

o WPS-PUSH mode

o Access Point mode

e WPS-PIN mode (MAC-56 series only)

The mode to be set depends on whether your Router has the WPS button.

Please use the pairing mode most suitable for your system.

Follow the instructions below to set the pairing mode with the MODE switch.

Set up the Wi-Fi interface and the Router again from 3-2. when the Router has been replaced.

u WPS-Push mode <For a router with a WPS button>

[To enter the mode]

Hold down the MODE switch for 2 seconds.

[LED indication]

When WPS-Push is enabled on the Wi-Fi interface, the MODE LED starts flashing orange
(every second).

[To cancel the mode]

Hold down the RESET switch for 2 seconds to return to the initial state described in 3-1.

m Access Point mode <For a router without a WPS button and to set up with a smart phone>
[To enter the mode]

Hold down the MODE switch for 7 seconds.

[LED indication]

When Access Point mode is enabled on the Wi-Fi interface, the MODE LED starts flashing
orange (every 5 seconds).

[To cancel the mode]

Hold down the MODE switch for 7 seconds again and ensure that the MODE LED is no longer
flashing.

u WPS-PIN mode <MAC-56 series only>

[To enter the mode]

Hold down the MODE switch for 14 seconds.

[LED indication]

When WPS-PIN is enabled on the Wi-Fi interface, the MODE LED starts flashing orange
(every 0.5 seconds).

[To cancel the mode]

Hold down the RESET switch for 2 seconds to return to the initial state described in 3-1.

In any mode, the NET LED will flash when the Wi-Fi interface is connected to the Router.
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3-3. Setting up in WPS-PUSH mode

1. Make sure that the LED indication is as shown below.
Push WPS button of the Router within 2 minutes after the mode selection
in 3-2. has completed.
The WPS-PUSH mode will return to initial state in 3-1. if WPS button is
not pressed for 2 minutes.

LED indication

Connecting

) (s,

N3

mooe Flash (every second)

©

Router

Wi-Fi Interface

2. LED indication will be as shown below when connection between the Router
and Wi-Fi interface is completed and connection to MELCloud starts.
Note: LED indication will return to initial state in 3-1. if the connection fails.

LED indication n Connected

[e) ©0
A
i
1

fon

Connecting
NET  ON (5 sec)

1
o S
MELCloud

3. LED indication will be as shown below when the connection is completed.
Note: It may take several minutes to show the indication below.

LED indication n Connected g er
e} ©0

I Connected

% neT  Flash (every 5 sec)
) UNT - Flash (every 5 sec N
A (every )

Main Causes that WPS failed are as follows.

Communication distance (from the Wi-Fi interface to Router), Router settings (encryption,
authentication, limit of connections, etc.)

For more information, refer to Troubleshooting in 4. LED Pattern.
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3-4. Setting up in Access Point mode

Complete the setting up in the Access Point mode within 10 minutes. (MAC-57 series only)
1. Make sure that the LED indication is as shown below.
On the Wi-Fi Setting Screen on your smartphone, select SSID and enter KEY, which are printed
on the label of the Wi-Fi interface.
Notes:
o |t may take time to show the indication below.
(About 30 seconds for air conditioner, 60 seconds for ATW unit)
e Check Wi-Fi setting of your smartphone if SSID does not appear on it.
e Enter KEY again if SSID appears on your smartphone, but it cannot connect to the Wi-Fi interface.

LED indication Connecting
SSID:
ME-XXX ))))) (((((
KEY :
XXXXXX

@ NeT Flash (every 5 sec) )

) U Flash (every 5 sec) Smartphone Wi-Fi Interface
©

N

. Perform one of the following:
e Scan the matrix barcode on the right.
e Scan the matrix barcode on the label
of the Wi-Fi interface.
o Type the URL (http://192.168.11.1/
network) in the web browser.

w

. In the displayed window, select Dynamic in DHCP (*1) and enter the
information of Router, then tap the Submit button.
Notes:
e |f you want to use Static, select Static in DHCP (*1) and enter the
information of Router and network, then tap the Submit button.
e LED indication will return to initial state in 3-1. if the connection fails.

Connecting
SSID:XXXXXXXX
=) («
KEY :XXXXXXXX A
i
: Connecting
|
Router v
- MELCloud

4. LED indication will be as shown below when the connection is completed.
Note:It may take several minutes to show the indication below.
(If the indication does not change, push RESET switch for more than 14 seconds,

to restart the setup from 3-1.)
n Connected Tt
LED indication S 4. w0
"9

I Connected
% NeT  Flash (every 5 sec)
5 JJUNT - Flash (every 5 sec) N
Q)
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3-5. Setting up WPS-PIN mode (MAC-56 series only)
1. Before using WPS-PIN mode, the PIN code of the Wi-Fi interface needs to be set | ' WEKASE
on the Router. Refer to Router's manual to enter the PIN.
2. Push MODE switch for 14 seconds and release to set WPS-PIN mode.
3. NET and UNIT LEDs flash (every 5 sec) when the connection is completed.
Notes:
o Please make sure that the Router supports WPS-PIN mode.
Not all Routers supports WPS-PIN mode.
o Push RESET switch for 2 seconds to reset the Wi-Fi interface if LED indication
does not change after 5 minutes.

4. LED pattern

:ON  ©O:O0FF ::Flashing

o Software initializing

i ERR NET MODE UNIT
Drea|pien (Orange) (Green) (Orange) (Green)
Firmware updating o R 3 E 3 o

: : ko2 ke
Firmware downloading o (every second) | (every second) ©
Reset to the factory default (e} ] E 3 k3
o Wireless setting

S ERR NET MODE UNIT
Description (Orange) (Green) (Orange) (Green)
Access Point mode activated O o (every 5 sec) (every 5 sec)
WPS-PUSH mode activated o o (overy aocond) o
WPS-PIN mode activated o o fo3 o
(MAC-56 series only) (every 0.5 sec)

Pairing process via WPS completed o (5'::;[:) O e}
Pairing process via WPS failed (5'5;6) o ] ]
e Connection to MELCloud in progress

_ ERR NET MODE UNIT
Description (Orange) (Green) (Orange) (Green)
Communicating with MELCloud, and o el o @
starting up indoor unit communication (*1)
Communicating with MELCloud, and o ko3 o kel
communicating with indoor unit (*1) (every 5 sec)

(*1) Details of flash pattern
« Every 0.5 sec: Searching for MELCloud.
« Every second: Registering the information of the Wi-Fi interface to MELCloud.
« Every 5 sec: Communicating with MELCloud.
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Troubleshooting
#::ON 0:OFF %x:Flashing

L ERR NET MODE UNIT
D Fen (Orange) (Green) (Orange) (Green)
Connection to MELCloud established,
and Connection to indoor unit failed °© & © ©
Connection to Router failed, and e
connection to indoor unit established °© © © &
Connectioni to Route[ failed, and o o o '
starting up indoor unit connection '
Connecgion tovRouter fqiledl, and o o o o
connection to indoor unit failed
Connection to MELCloud failed, and ko3 o o oY
Connection to indoor unit established (*2) i K
Connection to MELCloud failed, and kel o) ° o
starting up indoor unit connection (*2)
Connection to MELCloud failed, and fed & o o
connection to indoor unit failed (*2)

Check the following first in the cases listed in the above table.
Check the following, and pair the Wi-Fi interface and the Router according to 3-2. Selecting a mode.
« Make sure that the communication distance is not too far between the Wi-Fi interface and the Router.
» Make sure that the Router uses WPA2-AES encryption.
» Make sure that the number of connected devices to the Router does not exceed the limit.
(*2) Details of flash pattern
« Every 0.5 sec: IP address setting is invalid.
Make sure that DHCP is enabled, or check IP address settings of the
Wi-Fi interface.
If both settings are correct but still the problem persists, push RESET
switch for more than 14 seconds to restart the setup from 3-1.
« Every second: DNS setting is invalid.
Check DNS settings of the Router, or check DNS address settings of the
Wi-Fi interface or improve the radio wave environment.
* Once every 5 sec: Not communicating with MELCloud properly.
Push RESET switch for 2 seconds.
« Twice every 5 sec: Not connected to MELCloud.
Check if the Router is connected to the Internet.
* Three times every 5 sec: Not communicating with MELCloud. (Quick communication error)
Push RESET switch for 2 seconds.

[About trademarks]
« WPS is the connection via Wi-Fi Protected Setup.
« “Wi-Fi®”, “Wi-Fi Protected Setup™”, “WPA2™” are trademarks or registered trademarks of the Wi-Fi Alliance.

For Declaration of Conformity and MELCloud User Manual, please go to the website below.
http://www.melcloud.com/Support

The Wi-Fi Interface (except for MAC-56 series) uses Open Source Software. To view the Open
Source software licence(s), please go to the following website whilst connected to the Wi-Fi
Interface during the Access Point mode. http://192.168.11.1/license
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Name of Importer:

Mitsubishi Electric Europe B.V.
Capronilaan 46, 1119 NS, Schiphol Rijk, The Netherlands

French Branch
25, Boulevard des Bouvets, 92741 Nanterre Cedex, France

German Branch
Mitsubishi-Electric-Platz 1, 40882 Ratingen, Germany

Belgian Branch
Autobaan 2, 8210 Loppem, Belgium

Irish Branch
Westgate Business Park, Ballymount, Dublin 24, Ireland

Italian Branch
Centro Direzionale Colleoni, Palazzo Sirio-Ingresso 1
Viale Colleoni 7, 20864 Agrate Brianza(MB), Italy

Norwegian Branch
Gneisveien 2D, 1914 Ytre Enebakk, Norway

Portuguese Branch
Avda. do Forte, 10, 2799-514, Carnaxide, Lisbon, Portugal

Spanish Branch
Carretera de Rubi 76-80 - Apdo. 420 08173 Sant Cugat del Valles (Barcelona), Spain

Scandinavian Branch
Hammarbacken 14, P.O. Box 750 SE-19127, Sollentuna, Sweden

UK Branch
Travellers Lane, Hatfield, Herts., AL10 8XB, England, U.K.

Polish Branch
Krakowska 50, PL-32-083 Balice, Poland

MITSUBISHI ELECTRIC TURKEY ELEKTRIK URUNLERI AS.
Serifali Mah. Kale Sok. No: 41 34775 Umraniye, istanbul / Turkey

MITSUBISHI ELECTRIC (RUSSIA) LLC
115114, Russia, Moscow, Letnikovskaya street 2, bld. 1, 5th floor



This product is designed and intended for use in the residential,
commercial and light-industrial environment.

MITSUBISHI ELECTRIC CONSUMER PRODUCTS (THAILAND) CO., LTD
AMATA CITY CHONBURI 700/406 MOO 7, TAMBON DON HUA ROH, AMPHUR MUANG, CHONBURI 20000,

THAILAND

MITSUBISHI ELECTRIC AIR CONDITIONING SYSTEMS MANUFACTURING TURKEY JOINT STOCK COMPANY.
MANISA OSB 4 KISIM KECILIKOYOSB MAH.
AHMET NAZIF ZORLU BULVARI NO:19 YUNUSEMRE - MANISA.

MITSUBISHI ELECTRIC CORPORATION
HEAD OFFICE: TOKYO BUILDING, 2-7-3, MARUNOUCHI, CHIYODA-KU, TOKYO 100-8310, JAPAN

JG79Y755H01





