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Lv

levads

Skatiet Wi-Fi saskarnei savienojamas sistémas rokasgramatas, lai
uzzinatu, ar kuriem Wi-Fi saskarnes modeliem attieciga sistéma ir
savienojama.

e Talak redzamajos attélos sérija MAC-57 tiek izmantota ka paraugs.
e ATW (no gaisa uz tdeni) iekartas ir saderigas tikai ar modeli MAC-567IF-E.

Sérija MAC-56  Sérija MAC-57

Saturs
1. Dro$ibas pasakumi.
2. lekartas apraksts

3. lestatiSana .
4. LED darbiba

1. Drosibas pasakumi

e Pirms Wi-Fi saskarnes izmanto$anas pilniba izlasiet w3aja rokasgramata izmantoto simbolu nozime

1
.2
.3

6

dro$ibas norades. ® aizlieats
o Saja rokasgramata ir ieklauta batiska drosibas informacija. gts.
Noteikti ievérojiet visas instrukcijas. ® aizliegts pieskarties ar mitram rokam.

@ nepielaujiet idens nok|t$anu uz iekartas.

0 noteikti ievérojiet instrukcijas.

@ noteikti atvienojiet kontaktdaksu
“”" no elektrotikla rozetes.

A\Bridinajums
(Nepareiza lieto$ana var izraisit nopietnas sekas, ari smagas traumas vai navi.)

m Pasrocigi neizjauciet, neparveidojiet u Neizmantojiet Wi-Fi saskarni elektronisku
vai neremontéjiet iekartu (nespecia- medicinas iekartu tuvuma vai blakus cilvékiem ar

lists). medicinas implantiem, pieméram, kardiostimula-
Tas var izraisit elektrotrieciena, aizdeg$a- toru vai implantéjamu kardioverteru defibrilatoru.
nas vai traumatisma risku. Pastav negadijuma risks medicinas iekar-

80 iekartu nav paredzéts lietot tas vai ierices darbibas trauc&umu dé|.

L
cilvékiem (ari bérniem) ar traucétam fi- n Neuzstadiet Wi-Fi saskarni netalu
ziskam, sensoram vai garigam spéjam no automatiski vadamam iericém,
vai cilvékiem, kuriem nav vajadzigo pieméram, automatiskam durvim vai
zinasanu un iemanu, iznemot gadiju- ugunsdzésibas signalizacij istema
mus, kad persona, kas atbildiga par Pastav negadijuma risks iericu darbibas
$o cilvéku drosibu, ir vinus apmacijusi traucéjumu dé|.

iekartas lietoSana.

m Nepieskarieties Wi-Fi saskarnei ar mitram rokam.
m Raugieties, lai bérni nerotalajas ar Tas var izraist iekartas bojajumus, elek-
iekartam. trotriecienus vai aizdeg$anos.
u So iekartu var lietot bérni, kas sasnie- Nepielaujiet Gidens nok|as uz Wi-Fi sa-

skarnes un neizmantojiet to vannas istaba.
Tas var izraisit iekartas bojajumus, elek-
trotriecienus vai aizdegSanos.

Wi-Fi saskarni nedrikst uzstadit pasro-
cigi (nespecialists).

gusi 8 gadu vecumu, cilvéki ar traucé-
tam fiziskam, sensoram vai garigam
spéjam un cilvéki, kam nav vajadzigo
zinasanu un iemanu, ja vien vini ir
apmaciti drosa iekartas lietosana un

e 9

apzinas iespéjamos riskus. Nepareiza uzstadidana var izraistt aizdeg-

m Bérniem aizliegts spéléties ar So ie- $anos, elektrotriecienus vai traumas Wi-Fi
kartu. Bérni nedrikst bez uzraudzibas saskarnes nokri$anas dé|. Konsultéjieties ar
veikt tiriSanu un standarta apkopi. izplatitaju, no kura iegadajaties Wi-Fi saskarni,

vai ar kvalificétu meistaru.
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A\Bridinajums

(Nepareiza lietoSana var izraisit nopietnas sekas, arf smagas traumas vai navi.)

u Ja Wi-Fi saskarne tiek nomesta vai tiek
bojats tas korpuss vai kabelis, atvienojiet
kontaktdaksu vai IZSLEDZIET jaudas slédzi.
Pretéja gadijuma pastav aizdeg$anas
vai elektrotrieciena risks. Sada situacija

Arkartas apstak|os (pi jatama d
smaka), apturiet iek$&jo iekartu un atvienojiet
kontaktdak$u vai IZSLEDZIET jaudas slédzi.
Turpinot izmantot iekartu arkartas apstak|os, pastav|
k|tdainas darbibas, aizdegSanas vai elektrotriecie-

sazinieties ar izplatitaju. na risks. $ada situacija sazinieties ar izplatitaju.

AUzmanibu

(Nepareiza lietoSana var izraisit dazadas sekas, tostarp traumas un €kas bojajumus.)
m Neuzstadiet Wi-Fi saskarni bérniem ®

m Neizmantojiet Wi-Fi saskarni citu
bezvadu ieri¢u, mikrovilnu krasnu,
bezvadu talrunu vai faksa aparatu
tuvuma.

Tas var izraisit darbibas traucg&jumus.

N

pieejama vieta.
Tas var izraisit traumas.

m Uzstadot vai tirot Wi-Fi saskarni,
nekapiet uz nestabila pakapiena.
Nokritot jis varat gat traumas.

Piezime

Pirms sakat Wi-Fi saskarnes iestati$anu parliecinieties, m So Wi-Fi saskarni nedrikst uzstadrt un pievienot

ka marsrutétajs atbalsta WPA2-AES $ifréSanu.

Pirms Wi-Fi saskarnes lietoSanas gala lietotajam
ir jaizlasa un japiekrit Wi-Fi pakalpojuma
sniegSanas noteikumiem un nosacijumiem.

Lai pabeigtu $Ts Wi-Fi saskarnes savienojuma
izveidi ar Wi-Fi pakalpojumu, iespéjams, bis
nepiecieS$ams marsrutétajs.

Lai ar $o Wi-Fi saskarni varétu no sistémas
parsatit jebkadus darbibas datus, lietotajam vis-
pirms ir jaregistréjas un japiekrit Wi-Fi pakalpo-
juma lietoSanas noteikumiem un nosacijumiem.

tadam ,Mitsubishi Electric” sisttmam, kas nodro-
Sina kritiskus dzeséSanas vai apsildes procesus.
Kad iestatat Wi-Fi saskarni, MONTAZAS
ROKASGRAMATAS pédéja lappusé sadala
,Setting information” (lestati$anas informacija)
vai arT Wi-Fi saskarnei savienojamas sistémas
lietoSanas rokasgramata ierakstiet informéaciju
par modeli un jebkadu papildu informéciju.
Pirms nododat talak Wi-Fi saskarni vai
atbrivojaties no tas, ta ir jaatiestata uz ripnicas
nokluséjuma iestatijumiem.

2. lekartas apraksts

Nr. Elements Apraksts
1 S(’:;“S%SM'\Q)ODE ReZimu atlase.

Slédzis RESET
(ATIESTATIT)
3 ERR (KLUDA) indika-
tors (oranza krasa)
4 |NET (TTKLS) indika-
tors (zala krasa)
5 |MODE (REZIMS) indi-
kators (oranza krasa)
6 UNIT (IEKARTA) indi-
kators (zala krasa)
(1) Sledzis MODE (REZIMS)
e Slédzi MODE (REZIMS) izmanto, lai konfiguraciju skata izvélétos rezimus.
(2) Sledzis RESET (ATIESTATIT) ~
o 2 sekundes turiet nospiestu slédzi RESET (ATIESTATIT), lai parstartétu sistemu.
e 14 sekundes turiet nospiestu slédzi RESET (ATIESTATIT), lai inicializétu Wi-Fi saskarnes darbibu
atbilstoSi ripnicas noklus&juma iestatijumiem.

Atiestatot Wi-Fi saskarnes riipnicas nokluséjuma iestatijumus, tiek zaudéta VISA konfigura-
cijas informacija. Pirms veicat So darbibu, rupigi apsveriet sekas.

Atiestata sistému un VISUS iestati-
jumus.

onhWw

Norada tikla k|adu.

Norada tikla statusu.

Norada piek|uves punkta rezZima
statusu.

Norada iek$éjas iekartas statusu.
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3. lestatiSana

3-1. Sakotnéjais stavoklis Sakotnéjais stavoklis

N

leslédziet gaisa kondicionétaja vai ATW iekartas jaudas slédzi. = =
Péc tam kad LED indikatora radijums atbilst labaja pusé paraditajam ERR (KEUDA) IZSLFGTS
sakotnéjam stavoklim, Wi-Fi saskarni var savienot pari ar marsrutétaju. [NET (TIKLS) [IZSLEGTS

Skatiet 4. nodaju LED darbiba, kad LED indikators nenorada uz MODE (REZIMS) |IZSLEGTS
sakotnéjo stavokli. - -
Piezime. Atgrie$anas sakotnéja stavokii var ilgt dazas mindtes. UNIT (IEKARTA) |Mirgo

. ReZima atlase

Wi-Fi saskarni ir jasavieno part ar marsrutétaju, lai uzsaktu sazinu starp iek$&jo iekartu un ,MEL-
Cloud”. Wi-Fi saskarni var savienot part ar marsrutétaju 3 veidos.

o WPS-PUSH rezims

e Piek|uves punkta rezZims

o WPS-PIN rezims (tikai sérijai MAC-56)

lestatamais reZims ir atkarigs no ta, vai konkrétajam marsrutétajam ir WPS poga.

Izmantojiet savai sistémai vispiemérotako pari savienos$anas rezimu.

levérojiet norades talak, lai ar slédzi MODE (REZIMS) iestatitu parT savieno$anas rezimu.

Ja ir veikta marSrutétaja nomaina, vélreiz iestatiet Wi-Fi saskarni un marsrutétaju atbilstosi

3-2. punktam.

u WPS-Push rezims <Marsrutétajiem ar WPS pogu>

[ReZima aktivizéSana]

2 sekundes turiet nospiestu slédzi MODE (REZIMS).

[LED indikators] .

Kad Wi-Fi saskarné ir aktivizéts WPS-Push rezims, MODE (REZIMA) LED indikators sak mirgot
oranza krasa (reizi sekundgé).

[ReZima atcel$ana] ~

Turiet sledzi RESET (ATIESTATIT) nospiestu 2 sekundes, lai atgrieztos 3-1. punkta aprakstitaja
sakotnéja stavokli.

m Piek|uves punkta reZims <Marsrutétajiem bez WPS pogas un iestati$anai ar viedtalruni>
[ReZima aktivizéSana] .

7 sekundes turiet nospiestu slédzi MODE (REZIMS).

[LED indikators] .

Kad Wi-Fi saskarné ir aktivizéts piek|uves punkta rezims, MODE (REZIMA) LED indikators sak
mirgot oranza krasa (reizi 5 sekundés).

[ReZima atcel$ana] _

Veélreiz 7 sekundes turiet nospiestu slédzi MODE (REZIMS) un parliecinieties, ka MODE (RE-
ZIMS) LED indikators vairs nemirgo.

u WPS-PIN rezims <Tikai sérijai MAC-56>

[ReZima aktivizéSana] .

14 sekundes turiet nospiestu slédzi MODE (REZIMS).

[LED indikators] .

Kad Wi-Fi saskarné ir aktivizéts WPS-PIN rezims, MODE (REZIMA) LED indikators sak mirgot
oranza krasa (reizi 0,5 sekundés).

[ReZima atcel$ana] -

Turiet sledzi RESET (ATIESTATIT) nospiestu 2 sekundes, lai atgrieztos 3-1. punkta aprakstitaja
sakotnéja stavokir.

NET (TIKLA) LED indikators mirgo jebkura reZima, kad Wi-Fi saskarne ir savienota ar marsruté-
taju.
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3-3. lestatiSana WPS-PUSH rezima

1. Parliecinieties, ka LED indikators darbojas, ka noradits talak.
Nospiediet mar§rutétaja WPS pogu 2 minasu laika péc 3-2. punkta minétas
rezima atlases pabeig$anas.
Ja WPS poga netiks turéta nospiesta 2 minates, WPS-PUSH reZims atgrie-
Zisies 3-1. punkta minétaja sakotnéja stavokir.

LED indikators

Savieno$ana

) (s,

vooe  Mirgo (ik sekundi)

©

Marsrutétajs

Wi-Fi saskarne

N

. LED indikators atbildTs talak noraditajam, kad savienojums starp marsrutétaju un
Wi-Fi saskarni bUs izveidots un tiks sékta savienojuma izveide ar ,MELCloud”.
Piezime. Ja savienojumu neizdosies izveidot, LED indikators atgriezisies 3-1. pun-
kta minétaja sakotné&ja stavoklr.

LED indikators n Savienojums izveidots [E
(o) © 0

Savieno$ana

NeT IESLEGTS (5 sek.) ;
Q) N
,MELCloud”

3. Kad savienojums bis izveidots, LED indikatora darbiba atbildis talak noraditajai.
Piezime. Var bat nepiecieSamas vairakas mindtes, lai indikators darbotos, ka
noradits talak.

LED indikators n Savienojums izveidots g er
—0)

I Savienojums izveidots

% NET Mirgo (ik péc 5 sek.) <
)] UNT Mirgo (ik péc 5 sek.) N
Q)

WPS atteices galvenie iemesli:

Sazinas attalums (no Wi-Fi saskarnes lidz marsrutétajam), marsrutétaja iestatijumi (SifréSana,
autentifikacija, savienojumu ierobezojums u. c.)

Vairak informacijas skatiet problému novérsanu 4. nodala ,,LED darbiba”.
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3-4. lestatiSana piek|uves punkta rezima
Pabeidziet iestatiSanu piekluves punkta rezima 10 minasu laika. (tikai sérijai MAC-57)
1. Parliecinieties, ka LED indikators darbojas, ka noradits talak.
Viedtalruna Wi-Fi iestatjumu ekrana atlasiet SSID un ievadiet KEY (ATSLEGA) — & informacija ir
uzdrukata uz Wi-Fi saskarnes marké&juma.
Piezimes.
e Var blt nepiecieSams noteikts laiks, lai indikators saktu darboties, ka noradits talak.
(Aptuveni 30 sekundes gaisa kondicionétajam un 60 sekundes ATW iekartai)
e Ja nav redzams SSID, parbaudiet sava viedtalrunt Wi-Fi iestattjumus.

 Ja viedtalrunT ir redzams SSID, bet tas nespéj savienoties ar Wi-Fi saskarni, vélreiz ievadiet KEY (ATSLEGA).
LED indikators

Savieno$ana

>>))) (((«

KEY :
XXXXXX

% ner Mirgo (ik péc 5 sek.)
i J) UNIT Mirgo (ik péc 5 sek.
= go (ik p )
. Veiciet kadu no talak minétajam darbtbam.
o Noskenéjiet labaja pusé redzamo matricas
svitrkodu.
o Noskengjiet uz Wi-Fi saskarnes etiketes
redzamo matricas svitrkodu.
o Timek|a parldka ievadiet URL
(http://192.168.11.1/network).

Viedtalrunis Wi-Fi saskarne

N

3. Attélotaja loga atlasiet ,Dynamic in DHCP” (Dinamiskais DHCP) (*1), ievadiet marsrutétaja informa-
ciju un noklikskiniet pogu ,Submit” (lesniegt).
Piezimes.
e Ja vélaties izmantot ,Static” (Statiskais), atlasiet ,Static in DHCP” (Statiskais DHCP) (*1), ievadiet
marsrutétaja informaciju un tiklu un noklikskiniet pogu ,Submit” (lesniegt).
e Ja savienojumu neizdosies izveidot, LED indikators atgriezisies 3-1. punkta
minétaja sakotnéja stavoki.
s B I

O >>))) (((<<

!

Savieno$ana

SavienoSana

Marsrutétajs

1
v
— ,MELCloud”

4. Kad savienojums bis izveidots, LED indikatora darbiba atbildis talak noraditajai.
> Piezime. Var bat nepiecieSamas vairakas mindtes, lai indikators saktu darboties, k& noradits talak.
= (Ja indikatora radijums nemainas, turiet slédzi RESET (ATIESTATIT)
nospiestu vairak neka 14 sekundes, lai atsaktu

iestatiS$anu no 3-1. punkta.)
LED indikators

I Savienojums izveidots

% NeT Mirgo (ik péc 5 sek.)
2 JJUNT Mirgo (ik péc 5 sek. ﬂ
& Mirg (ik p )

Savienojums izveidots || & ||neT
Bllowr
-—
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3-5. WPS-PIN rezima iestatiSana (tikai sérijai MAC-56)
. Pirms WPS-PIN reZima izmanto$anas marsrutétajam ir jaiestata Wi-Fi saskarnes
PIN kods. Lai ievaditu PIN, skatiet marSrutétaja rokasgramatu.
Turiet sledzi MODE (REZIMS) nospiestu ilgak neka 14 sekundes un tad atlaidiet,
lai iestatitu WPS-PIN rezimu.
NET (TTKLS) un UNIT (IEKARTA) LED mirgos (ik péc 5 sek.), kad savienojums
bis izveidots.
Piezimes.
e Parliecinieties, vai marsrutétajs atbalsta WPS-PIN rezimu.
Visi marsrutétaji neatbalsta WPS-PIN rezimu.
e Ja LED indikators 5 minG$u laika nemainas, turiet slédzi RESET (ATIESTATIT)
nospiestu 2 sekundes, lai atiestatitu Wi-Fi saskarni.

@ N

:IESLEGTS ©:1ZSLEGTS ¢:: Mirgo

4. LED darbiba

Wi-Fi INTERFACE
HODEL XXXXXKXX

PIN_ 00X

e Programmatiiras inicializé$ana

(oranza krasa) | (zala krasa) (oranza krasa)

T MODE UNIT
ERR (KLUDA)| NET (TIKLS) 5T A
Apraksts Al A (REZIMS) | (IEKARTA)
ez bR | (@l e (oranza krasa)| (zala krasa)
Aparatprogrammatiras atjauninasana o R 3 k3 o
Aparatprogrammatiras lejupieladésana &} L o e}
paratprog Jup (ik sekundi) (ik sekundi)
Atiestatit uz riipnicas nokluséjuma . ..
iestatljumiem o © * *
e Bezvadu iestatijums
] T MODE UNIT
Apraksts ERR (KLUDA) | NET (TIKLS) | pEZfvs) | (IEKARTA)

(zala krasa)

iekséjo iekartu (*1)

Piek|uves punkta rezims aktivizéts o O (ik pég sek) (ik pég sek.)
WPS-PUSH rezims aklivizéts o o i somandi) o
WPS-PIN reZims aktivizéts o o o
(tikai sérijai MAC-56) (ik pac 0,5 sek.)
Parf savieno$anas process, izmantojot o K3 o o
WPS, pabeigts (5 sek.)
Parf savieno$anas process, izmantojot k3 o o o
WPS, nesekmigs (5 sek.)
e Notiek savienojuma veidosana ar ,,MELCloud”
s T MODE UNIT

ERR (KLUDA)| NET (TIKLS) A

ARl (oranza krasa)| (zala krasa) |, (REZIMS) | (IEKARTA)
(oranza krasa)| (zala krasa) | ~

Sazina ar ,MELCloud” un iek$&jas o fo3 o o =
iekartas sazinas uzsaksana (*1)
Sazina ar ,MELCloud” un sazina ar o K o

(ik péc 5 sek.)

(*1) Informécija par mirgo$anas veidu
* |k péc 0,5 sek.: meklé ,MELCloud”.
« Ik sekundi: registré Wi-Fi saskarnes informaciju ,MELCloud”.
« Ik péc 5 sek.: sazinas ar ,MELCloud”.
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Problému novérsana
#:: IESLEGTS ©:1ZSLEGTS <: Mirgo

MODE UNIT
(REZIMS) (IEKARTA)
(oranza krasa)| (zala krasa)

ERR (KLUDA)| NET (TIKLS)

PpiElisis (oranza krasa)| (zala krasa)

Savienojums ar ,MELCloud” ir )
izveidots, bet savienojums ar iek§&jo e} o e} e}
iekartu nav izveidots
Savienojums ar marsrutétaju nav )
izveidots, bet savienojums ar iek§&jo e} e} e} o
iekartu ir izveidots

Savienojums ar marsrutétaju nav .
izveidots, un savienojuma izveido$ana ) o o o
ar iek$&jo iekartu ir uzsakta
Savienojums ar marsrutétaju nav

izveidots, un savienojums ar iek$é&jo o o @) @)
iekartu nav izveidots

Savienojums ar ,MELCloud” nav o

izveidots, bet savienojums ar iek$éjo iy o o ot
iekartu ir izveidots (2)

Savienojums ar ,MELCloud” nav o .

izveidots, un savienojuma izveido$ana N ol o k3
ar iek3gjo iekartu ir uzsakta (2)

Savienojums ar ,MELCloud” nav o

izveidots, un savienojums ar iek$g&jo ol o o

iekartu nav izveidots (2)

Tabula iepriek$ aprakstitajos gadijumos vispirms parbaudiet talak noradito.
Parbaudiet talak minéto un savienojiet part Wi-Fi saskarni un marsrutétaju atbilstosi 3-2. punktam.
ReZima atlase.
« Parliecinieties, ka sazinas attalums starp Wi-Fi saskarni un marsrutétaju nav parak liels.
« Parliecinieties, ka marsrutétajs izmanto WPA2-AES S§ifréSanu.
« Parliecinieties, ka ar marsrutétaju savienoto iekartu skaits neparsniedz ierobezojumu.
(*2) Informacija par mirgo$anas veidu
« Ik péc 0,5 sek.: IP adreses iestatljums nav derigs.
Parbaudiet, vai ir iespéjots DHCP iestatijums, vai arT parbaudiet Wi-Fi saskarnes
IP adreses iestatljumus.
Ja abi Sie iestatijumi ir pareizi, bet probléma saglabajas, turiet slédzi RESET (AT-
IESTATIT) nospiestu ilgak neka 14 sekundes, lai atsaktu iestatiSanu no 3-1. punkta.
« Ik sekundi: DNS iestatijums nav derigs.
Parbaudiet marsrutétaja DNS iestatijumus vai Wi-Fi saskarnes DNS adreses iestati-
jumus vai uzlabojiet radiovilnu parraidiSanas apstak|us.
« Ik péc 5 sek.: sazina ar ,MELCloud” nenotiek pareizi.
Turiet sledzi RESET (ATIESTATIT) nospiestu 2 sekundes.
« Divreiz ik péc 5 sek.: nav savienojuma ar ,MELCloud”.
Parbaudiet marsrutétaja savienojumu ar internetu.
« Trisreiz ik péc 5 sek.: nav sazinas ar ,MELCloud". (Atras sazinas k|ida)
= Turiet sledzi RESET (ATIESTATIT) nospiestu 2 sekundes.
= [Par pre¢zimém]
* WPS apzimé savienojuma veido$anu, izmantojot Wi-Fi aizsargatas iestatiSanas metodi (,Wi-Fi
Protected Setup”).
« ,Wi-Fi®, \Wi-Fi Protected Setup™”, ,WPA2™” ir organizacijas Wi-Fi Alliance pre¢zimes vai registre-
tas pre¢zimes.

Atbilstibas deklaraciju un ,MELCloud” lietotaja rokasgramatu varat skatit talak noraditaja timekla vietné.
http://www.melcloud.com/Support

Wi-Fi saskarne (iznemot sérija MAC-56) izmanto atvérta pirmkoda programmatiru. Lai skatitu
atvérta pirmkoda programmataras licenci(-es), apmeklgjiet talak noradito timekla vietni, kad
piekluves punkta rezima izveidots savienojums ar Wi-Fi saskarni. http://192.168.11.1/license
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Name of Importer:

Mitsubishi Electric Europe B.V.
Capronilaan 46, 1119 NS, Schiphol Rijk, The Netherlands

French Branch
25, Boulevard des Bouvets, 92741 Nanterre Cedex, France

German Branch
Mitsubishi-Electric-Platz 1, 40882 Ratingen, Germany

Belgian Branch
Autobaan 2, 8210 Loppem, Belgium

Irish Branch
Westgate Business Park, Ballymount, Dublin 24, Ireland

Italian Branch
Centro Direzionale Colleoni, Palazzo Sirio-Ingresso 1
Viale Colleoni 7, 20864 Agrate Brianza(MB), Italy

Norwegian Branch
Gneisveien 2D, 1914 Ytre Enebakk, Norway

Portuguese Branch
Avda. do Forte, 10, 2799-514, Carnaxide, Lisbon, Portugal

Spanish Branch
Carretera de Rubi 76-80 - Apdo. 420 08173 Sant Cugat del Valles (Barcelona), Spain

Scandinavian Branch
Hammarbacken 14, P.O. Box 750 SE-19127, Sollentuna, Sweden

UK Branch
Travellers Lane, Hatfield, Herts., AL10 8XB, England, U.K.

Polish Branch
Krakowska 50, PL-32-083 Balice, Poland

MITSUBISHI ELECTRIC TURKEY ELEKTRIK URUNLERI AS.
Serifali Mah. Kale Sok. No: 41 34775 Umraniye, istanbul / Turkey

MITSUBISHI ELECTRIC (RUSSIA) LLC
115114, Russia, Moscow, Letnikovskaya street 2, bld. 1, 5th floor



This product is designed and intended for use in the residential,
commercial and light-industrial environment.

MITSUBISHI ELECTRIC CONSUMER PRODUCTS (THAILAND) CO., LTD
AMATA CITY CHONBURI 700/406 MOO 7, TAMBON DON HUA ROH, AMPHUR MUANG, CHONBURI 20000,

THAILAND

MITSUBISHI ELECTRIC AIR CONDITIONING SYSTEMS MANUFACTURING TURKEY JOINT STOCK COMPANY.
MANISA OSB 4 KISIM KECILIKOYOSB MAH.
AHMET NAZIF ZORLU BULVARI NO:19 YUNUSEMRE - MANISA.

MITSUBISHI ELECTRIC CORPORATION
HEAD OFFICE: TOKYO BUILDING, 2-7-3, MARUNOUCHI, CHIYODA-KU, TOKYO 100-8310, JAPAN

JG79Y755H01





