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Truhengeräte PFFY-P•VLRM/VLEM-E

Gültigkeit

Kühlleistung

Kühlleistung bei Verwendung mit PUHY, PURY-(E)P200/P250YHM (1)

Q0 = Kühlleistung, QSENS = Sensibler Wärmeanteil
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Leistungstabellen

MITSUBISHI ELECTRIC

Ausführung / Bauform Geräte-
bezeichnung

Geräteleistung – Kapazitätscode

15 20 25 32 40 50 63 71 80 100 125 140 200 250

Kompakte Klimatruhen
PFFY-P•VLRM-E
PFFY-P•VLEM-E

� � � � � �

Modell:
Kapazi-

täts-
code

(Nenn-
leistung

[kW])

Außen-
tempe-
ratur
[°CTK]

Innentemperatur

21,5 °CTK

15 °CFK

23 °CTK

16 °CFK

25 °CTK

18 °CFK

27 °CTK

19 °CFK

28 °CTK

20 °CFK

30 °CTK

22 °CFK

32 °CTK

24 °CFK

Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]

20 (2,2)

20,0 2,1 1,9 2,2 2,0 2,3 1,9 2,4 2,0 2,5 2,1 2,6 2,0 2,8 2,0

22,5 2,1 1,9 2,2 2,0 2,3 1,9 2,4 2,0 2,5 2,1 2,6 2,0 2,8 2,0

25,0 2,1 1,9 2,2 2,0 2,3 1,9 2,4 2,0 2,4 2,1 2,6 2,0 2,7 2,0

27,5 2,1 1,9 2,1 1,9 2,3 1,9 2,3 2,0 2,4 2,1 2,5 2,0 2,7 2,0

30,0 2,0 1,9 2,1 1,9 2,2 1,9 2,3 2,0 2,3 2,0 2,5 2,0 2,6 2,0

32,5 2,0 1,8 2,1 1,9 2,2 1,9 2,2 1,9 2,3 2,0 2,4 2,0 2,6 2,0

35,0 2,0 1,8 2,0 1,9 2,1 1,9 2,2 1,9 2,3 2,0 2,4 2,0 2,5 1,9

37,5 1,9 1,8 2,0 1,9 2,1 1,9 2,1 1,9 2,2 2,0 2,3 2,0 2,5 1,9

40,0 1,9 1,8 1,9 1,9 2,1 1,8 2,1 1,9 2,2 2,0 2,3 1,9 2,4 1,9

43,0 1,8 1,8 1,9 1,8 2,0 1,8 2,0 1,9 2,1 1,9 2,2 1,9 2,4 1,9

25 (2,8)

20,0 2,7 2,1 2,8 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,3 2,3 3,5 2,3

22,5 2,7 2,1 2,8 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,3 2,3 3,5 2,3

25,0 2,7 2,1 2,8 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,3 2,3 3,5 2,3

27,5 2,6 2,1 2,7 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,2 2,3 3,4 2,2

30,0 2,6 2,1 2,7 2,2 2,8 2,2 2,9 2,2 3,0 2,3 3,1 2,2 3,3 2,2

32,5 2,5 2,1 2,6 2,2 2,8 2,1 2,8 2,2 2,9 2,3 3,1 2,2 3,3 2,2

35,0 2,5 2,1 2,6 2,1 2,7 2,1 2,8 2,2 2,9 2,2 3,0 2,2 3,2 2,2

37,5 2,5 2,0 2,5 2,1 2,7 2,1 2,7 2,1 2,8 2,2 3,0 2,2 3,1 2,1

40,0 2,4 2,0 2,5 2,1 2,6 2,1 2,7 2,1 2,8 2,2 2,9 2,2 3,1 2,1

43,0 2,4 2,0 2,4 2,1 2,6 2,0 2,6 2,1 2,7 2,2 2,8 2,1 3,0 2,1

32 (3,6)

20,0 3,4 2,5 3,5 2,6 3,8 2,5 3,9 2,6 4,0 2,7 4,2 2,6 4,6 2,6

22,5 3,4 2,5 3,5 2,6 3,8 2,5 3,9 2,6 4,0 2,7 4,2 2,6 4,6 2,6

25,0 3,4 2,5 3,5 2,6 3,8 2,5 3,9 2,6 4,0 2,6 4,2 2,6 4,5 2,6

27,5 3,4 2,5 3,5 2,5 3,7 2,5 3,8 2,5 3,9 2,6 4,1 2,6 4,4 2,5

30,0 3,3 2,4 3,4 2,5 3,6 2,5 3,7 2,5 3,8 2,6 4,0 2,5 4,3 2,5

32,5 3,3 2,4 3,4 2,5 3,6 2,4 3,7 2,5 3,8 2,6 4,0 2,5 4,2 2,5

35,0 3,2 2,4 3,3 2,4 3,5 2,4 3,6 2,4 3,7 2,5 3,9 2,5 4,1 2,4

37,5 3,2 2,3 3,2 2,4 3,4 2,4 3,5 2,4 3,6 2,5 3,8 2,5 4,0 2,4

40,0 3,1 2,3 3,2 2,4 3,4 2,4 3,5 2,4 3,6 2,5 3,7 2,4 4,0 2,4

43,0 3,0 2,3 3,1 2,3 3,3 2,3 3,3 2,3 3,5 2,4 3,6 2,4 3,9 2,3

40 (4,5)

20,0 4,3 3,1 4,4 3,2 4,7 3,2 4,9 3,2 5,0 3,3 5,3 3,3 5,7 3,3

22,5 4,3 3,1 4,4 3,2 4,7 3,2 4,9 3,2 5,0 3,3 5,3 3,3 5,7 3,3

25,0 4,3 3,1 4,4 3,2 4,7 3,2 4,9 3,2 5,0 3,3 5,3 3,3 5,6 3,2

27,5 4,3 3,1 4,4 3,2 4,6 3,1 4,8 3,2 4,9 3,3 5,2 3,2 5,5 3,2

30,0 4,2 3,1 4,3 3,1 4,6 3,1 4,7 3,1 4,8 3,3 5,0 3,2 5,4 3,2

32,5 4,1 3,0 4,2 3,1 4,5 3,1 4,6 3,1 4,7 3,2 5,0 3,2 5,3 3,1

35,0 4,0 3,0 4,1 3,1 4,4 3,0 4,5 3,1 4,6 3,2 4,9 3,1 5,2 3,1

37,5 3,9 2,9 4,1 3,0 4,3 3,0 4,4 3,0 4,5 3,1 4,8 3,1 5,0 3,0

40,0 3,9 2,9 4,0 3,0 4,2 3,0 4,3 3,0 4,5 3,1 4,7 3,0 5,0 3,0

43,0 3,8 2,9 3,9 3,0 4,1 2,9 4,2 2,9 4,3 3,1 4,5 3,0 4,8 3,0



Kühlleistung bei Verwendung mit PUHY, PURY-(E)P200/P250YHM (2)

Q0 = Kühlleistung, QSENS = Sensibler Wärmeanteil
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Leistungstabellen Truhengeräte PFFY-P•VLRM/VLEM-E

Modell:
Kapazi-

täts-
code

(Nenn-
leistung

[kW])

Außen-
tempe-
ratur
[°CTK]

Innentemperatur

21,5 °CTK

15 °CFK

23 °CTK

16 °CFK

25 °CTK

18 °CFK

27 °CTK

19 °CFK

28 °CTK

20 °CFK

30 °CTK

22 °CFK

32 °CTK

24 °CFK

Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]

50 (5,6)

20,0 5,3 3,9 5,5 4,1 5,9 4,0 6,0 4,1 6,2 4,2 6,6 4,2 7,1 4,1

22,5 5,3 3,9 5,5 4,1 5,9 4,0 6,0 4,1 6,2 4,2 6,6 4,2 7,1 4,1

25,0 5,3 3,9 5,5 4,1 5,9 4,0 6,0 4,1 6,2 4,2 6,6 4,2 6,9 4,1

27,5 5,3 3,9 5,5 4,0 5,8 4,0 5,9 4,0 6,1 4,2 6,4 4,1 6,8 4,0

30,0 5,2 3,9 5,3 4,0 5,7 3,9 5,8 4,0 6,0 4,1 6,3 4,0 6,7 4,0

32,5 5,1 3,8 5,3 3,9 5,5 3,9 5,7 3,9 5,9 4,1 6,2 4,0 6,6 3,9

35,0 5,0 3,8 5,2 3,9 5,5 3,8 5,6 3,9 5,7 4,0 6,0 4,0 6,4 3,9

37,5 4,9 3,7 5,0 3,8 5,3 3,8 5,5 3,8 5,6 4,0 5,9 3,9 6,3 3,8

40,0 4,8 3,7 5,0 3,8 5,3 3,8 5,4 3,8 5,5 3,9 5,8 3,9 6,2 3,8

43,0 4,7 3,6 4,8 3,7 5,1 3,7 5,2 3,7 5,4 3,9 5,7 3,8 6,0 3,7

63 (7,1)

20,0 6,7 4,9 7,0 5,0 7,5 5,0 7,7 5,0 7,9 5,2 8,4 5,1 9,0 5,1

22,5 6,7 4,9 7,0 5,0 7,5 5,0 7,7 5,0 7,9 5,2 8,4 5,1 9,0 5,1

25,0 6,7 4,9 7,0 5,0 7,5 5,0 7,7 5,0 7,8 5,2 8,3 5,1 8,8 5,0

27,5 6,7 4,9 6,9 5,0 7,3 4,9 7,5 5,0 7,7 5,1 8,1 5,0 8,7 5,0

30,0 6,6 4,8 6,8 4,9 7,2 4,9 7,4 4,9 7,6 5,1 8,0 5,0 8,5 4,9

32,5 6,5 4,7 6,7 4,9 7,0 4,8 7,2 4,8 7,4 5,0 7,8 4,9 8,3 4,9

35,0 6,4 4,7 6,5 4,8 6,9 4,7 7,1 4,8 7,3 5,0 7,7 4,9 8,1 4,8

37,5 6,2 4,6 6,4 4,7 6,8 4,7 6,9 4,7 7,1 4,9 7,5 4,8 8,0 4,7

40,0 6,1 4,5 6,3 4,7 6,7 4,6 6,8 4,7 7,0 4,8 7,3 4,7 7,8 4,7

43,0 6,0 4,5 6,1 4,6 6,5 4,5 6,6 4,6 6,8 4,8 7,2 4,7 7,6 4,6



Kühlleistung bei Verwendung mit PUHY-P300–P400YHM/PUHY-EP300, EP400Y(S)HM und
PURY-P300–P400YHM/PURY-EP300, EP400Y(S)HM

Q0 = Kühlleistung, QSENS = Sensibler Wärmeanteil
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Leistungstabellen

MITSUBISHI ELECTRIC

Modell:
Kapazi-

täts-
code

(Nenn-
leistung

[kW])

Außen-
tempe-
ratur
[°CTK]

Innentemperatur

21,5 °CTK

15 °CFK

23 °CTK

16 °CFK

25 °CTK

18 °CFK

27 °CTK

19 °CFK

28 °CTK

20 °CFK

30 °CTK

22 °CFK

32 °CTK

24 °CFK

Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]

20 (2,2)

20,0 2,1 1,9 2,2 2,0 2,4 2,0 2,5 2,0 2,5 2,1 2,7 2,1 2,9 2,1

22,5 2,1 1,9 2,2 2,0 2,3 2,0 2,4 2,0 2,5 2,1 2,6 2,1 2,8 2,0

25,0 2,1 1,9 2,2 1,9 2,3 1,9 2,4 2,0 2,4 2,1 2,6 2,0 2,8 2,0

27,5 2,1 1,9 2,1 1,9 2,3 1,9 2,3 2,0 2,4 2,1 2,5 2,0 2,7 2,0

30,0 2,0 1,8 2,1 1,9 2,2 1,9 2,3 2,0 2,4 2,0 2,5 2,0 2,6 2,0

32,5 2,0 1,8 2,0 1,9 2,2 1,9 2,2 1,9 2,3 2,0 2,4 2,0 2,6 2,0

35,0 2,0 1,8 2,0 1,9 2,1 1,9 2,2 1,9 2,3 2,0 2,4 2,0 2,5 2,0

37,5 1,9 1,8 1,9 1,9 2,1 1,8 2,1 1,9 2,2 2,0 2,4 2,0 2,5 1,9

40,0 1,9 1,8 1,9 1,8 2,0 1,8 2,1 1,9 2,4 2,0 2,3 1,9 2,4 1,9

43,0 1,8 1,8 1,8 1,8 2,0 1,8 2,0 1,9 2,1 1,9 2,2 1,9 2,4 1,9

25 (2,8)

20,0 2,7 2,2 2,8 2,2 3,0 2,2 3,1 2,3 3,2 2,4 3,4 2,3 3,6 2,3

22,5 2,7 2,2 2,8 2,2 3,0 2,2 3,1 2,3 3,2 2,4 3,4 2,3 3,6 2,3

25,0 2,7 2,1 2,7 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,3 2,3 3,5 2,3

27,5 2,6 2,1 2,7 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,2 2,3 3,4 2,2

30,0 2,6 2,1 2,6 2,2 2,8 2,1 2,9 2,2 3,0 2,3 3,2 2,3 3,4 2,2

32,5 2,5 2,1 2,6 2,1 2,8 2,1 2,9 2,2 2,9 2,3 3,1 2,2 3,3 2,2

35,0 2,5 2,1 2,5 2,1 2,7 2,1 2,8 2,2 2,9 2,2 3,1 2,2 3,2 2,2

37,5 2,5 2,0 2,5 2,1 2,6 2,1 2,7 2,1 2,8 2,2 3,0 2,2 3,2 2,2

40,0 2,4 2,0 2,4 2,1 2,6 2,1 2,7 2,1 3,0 2,3 2,9 2,2 3,1 2,1

43,0 2,4 2,0 2,4 2,0 2,5 2,0 2,6 2,1 2,7 2,2 2,8 2,1 3,0 2,1

32 (3,6)

20,0 3,5 2,5 3,6 2,6 3,9 2,6 4,0 2,6 4,2 2,7 4,4 2,7 4,7 2,7

22,5 3,5 2,5 3,6 2,6 3,8 2,6 4,0 2,6 4,1 2,7 4,3 2,7 4,6 2,6

25,0 3,4 2,5 3,5 2,5 3,8 2,5 3,9 2,6 4,0 2,7 4,2 2,6 4,5 2,6

27,5 3,4 2,5 3,5 2,5 3,7 2,5 3,8 2,5 3,9 2,6 4,2 2,6 4,4 2,5

30,0 3,3 2,4 3,4 2,5 3,6 2,5 3,7 2,5 3,9 2,6 4,1 2,6 4,3 2,5

32,5 3,3 2,4 3,3 2,5 3,5 2,4 3,7 2,5 3,8 2,6 4,0 2,5 4,2 2,5

35,0 3,2 2,4 3,3 2,4 3,5 2,4 3,6 2,4 3,7 2,5 3,9 2,5 4,2 2,5

37,5 3,2 2,4 3,2 2,4 3,4 2,4 3,5 2,4 3,6 2,5 3,9 2,5 4,1 2,4

40,0 3,1 2,3 3,1 2,3 3,3 2,3 3,4 2,4 3,9 2,6 3,8 2,4 4,0 2,4

43,0 3,0 2,3 3,0 2,3 3,2 2,3 3,3 2,3 3,4 2,4 3,7 2,4 3,9 2,4

40 (4,5)

20,0 4,4 3,2 4,5 3,3 4,9 3,3 5,0 3,3 5,2 3,4 5,5 3,4 5,9 3,3

22,5 4,3 3,1 4,5 3,2 4,8 3,2 5,0 3,3 5,1 3,4 5,4 3,3 5,7 3,3

25,0 4,3 3,1 4,4 3,2 4,7 3,2 4,9 3,2 5,0 3,3 5,3 3,3 5,6 3,2

27,5 4,2 3,1 4,3 3,2 4,6 3,1 4,8 3,2 4,9 3,3 5,2 3,3 5,5 3,2

30,0 4,1 3,0 4,2 3,1 4,5 3,1 4,7 3,1 4,8 3,3 5,1 3,2 5,4 3,2

32,5 4,1 3,0 4,2 3,1 4,4 3,1 4,6 3,1 4,7 3,2 5,0 3,2 5,3 3,1

35,0 4,0 3,0 4,1 3,0 4,3 3,0 4,5 3,1 4,6 3,2 4,9 3,1 5,2 3,1

37,5 4,0 3,0 4,0 3,0 4,3 3,0 4,4 3,0 4,5 3,1 4,8 3,1 5,1 3,1

40,0 3,9 2,9 3,9 3,0 4,2 2,9 4,3 3,0 4,9 3,3 4,7 3,1 5,0 3,0

43,0 3,8 2,9 3,8 2,9 4,1 2,9 4,2 2,9 4,3 3,0 4,6 3,0 4,8 3,0

50 (5,6)

20,0 5,4 4,0 5,6 4,1 6,0 4,1 6,3 4,2 6,5 4,3 6,9 4,3 7,3 4,2

22,5 5,4 4,0 5,6 4,1 6,0 4,1 6,2 4,1 6,4 4,3 6,7 4,2 7,1 4,2

25,0 5,3 3,9 5,5 4,0 5,9 4,0 6,0 4,1 6,2 4,2 6,6 4,2 7,0 4,1

27,5 5,2 3,9 5,4 4,0 5,7 4,0 5,9 4,0 6,1 4,2 6,5 4,1 6,9 4,1

30,0 5,2 3,8 5,3 3,9 5,6 3,9 5,8 4,0 6,0 4,1 6,4 4,1 6,7 4,0

32,5 5,1 3,8 5,2 3,9 5,5 3,9 5,7 3,9 5,9 4,1 6,2 4,0 6,6 4,0

35,0 5,0 3,8 5,1 3,8 5,4 3,8 5,6 3,9 5,8 4,0 6,1 4,0 6,5 3,9

37,5 4,9 3,7 5,0 3,8 5,3 3,8 5,5 3,8 5,7 4,0 6,0 3,9 6,3 3,9

40,0 4,8 3,7 4,8 3,7 5,2 3,7 5,3 3,8 6,1 4,2 5,9 3,9 6,2 3,8

43,0 4,7 3,6 4,7 3,7 5,0 3,7 5,2 3,7 5,3 3,9 5,7 3,8 6,0 3,8

63 (7,1)

20,0 6,9 4,9 7,1 5,1 7,7 5,1 8,0 5,2 8,2 5,4 8,7 5,3 9,2 5,2

22,5 6,9 4,9 7,1 5,1 7,6 5,0 7,8 5,1 8,1 5,3 8,5 5,2 9,1 5,1

25,0 6,8 4,9 7,0 5,0 7,4 5,0 7,7 5,0 7,9 5,2 8,4 5,1 8,9 5,1

27,5 6,6 4,8 6,8 4,9 7,3 4,9 7,5 5,0 7,8 5,2 8,2 5,1 8,7 5,0

30,0 6,5 4,8 6,7 4,9 7,1 4,8 7,4 4,9 7,6 5,1 8,1 5,0 8,5 4,9

32,5 6,4 4,7 6,6 4,8 7,0 4,8 7,2 4,9 7,5 5,0 7,9 4,9 8,4 4,9

35,0 6,3 4,7 6,4 4,7 6,8 4,7 7,1 4,8 7,3 5,0 7,7 4,9 8,2 4,8

37,5 6,2 4,6 6,3 4,7 6,7 4,6 6,9 4,7 7,2 4,9 7,6 4,8 8,0 4,8

40,0 6,1 4,6 6,1 4,6 6,6 4,6 6,8 4,7 7,7 5,1 7,4 4,8 7,8 4,7

43,0 6,0 4,5 6,0 4,5 6,4 4,5 6,6 4,6 6,8 4,7 7,2 4,7 7,6 4,6



Kühlleistung bei Verwendung mit PUHY-P450–P650Y(S)HM/PUHY-EP450–EP650YSHM und
PURY-P450–P650YSHM/PURY-EP450–EP600YSHM

Q0 = Kühlleistung, QSENS = Sensibler Wärmeanteil
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Leistungstabellen Truhengeräte PFFY-P•VLRM/VLEM-E

Modell:
Kapazi-

täts-
code

(Nenn-
leistung

[kW])

Außen-
tempe-
ratur
[°CTK]

Innentemperatur

21,5 °CTK

15 °CFK

23 °CTK

16 °CFK

25 °CTK

18 °CFK

27 °CTK

19 °CFK

28 °CTK

20 °CFK

30 °CTK

22 °CFK

32 °CTK

24 °CFK

Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]

20 (2,2)

20,0 2,1 1,9 2,1 1,9 2,3 1,9 2,4 2,0 2,5 2,1 2,6 2,0 2,8 2,0

22,5 2,1 1,9 2,1 1,9 2,3 1,9 2,3 2,0 2,4 2,1 2,6 2,0 2,7 2,0

25,0 2,0 1,9 2,1 1,9 2,2 1,9 2,3 2,0 2,4 2,1 2,6 2,0 2,7 2,0

27,5 2,0 1,8 2,1 1,9 2,2 1,9 2,3 2,0 2,4 2,0 2,5 2,0 2,6 2,0

30,0 2,0 1,8 2,0 1,9 2,2 1,9 2,3 1,9 2,4 2,0 2,5 2,0 2,7 2,0

32,5 2,0 1,8 2,0 1,9 2,2 1,9 2,2 1,9 2,3 2,0 2,5 2,0 2,6 2,0

35,0 2,0 1,8 2,0 1,9 2,1 1,9 2,2 1,9 2,3 2,0 2,5 2,0 2,6 2,0

37,5 1,9 1,8 2,0 1,9 2,1 1,9 2,2 1,9 2,3 2,0 2,4 2,0 2,6 2,0

40,0 1,9 1,8 1,9 1,9 2,1 1,9 2,1 1,9 2,2 2,0 2,4 2,0 2,6 2,0

43,0 1,9 1,8 1,9 1,8 2,1 1,8 2,1 1,9 2,2 2,0 2,4 2,0 2,6 2,0

25 (2,8)

20,0 2,6 2,1 2,7 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,3 2,3 3,5 2,3

22,5 2,6 2,1 2,7 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,3 2,3 3,5 2,3

25,0 2,6 2,1 2,7 2,2 2,9 2,2 2,9 2,2 3,1 2,3 3,2 2,3 3,5 2,3

27,5 2,6 2,1 2,6 2,2 2,8 2,2 2,9 2,2 3,0 2,3 3,2 2,3 3,4 2,2

30,0 2,5 2,1 2,6 2,1 2,8 2,1 2,9 2,2 3,0 2,3 3,2 2,3 3,4 2,2

32,5 2,5 2,1 2,6 2,1 2,7 2,1 2,8 2,2 3,0 2,3 3,2 2,2 3,4 2,2

35,0 2,5 2,1 2,5 2,1 2,7 2,1 2,8 2,2 2,9 2,3 3,1 2,2 3,3 2,2

37,5 2,5 2,0 2,5 2,1 2,7 2,1 2,8 2,1 2,9 2,2 3,1 2,2 3,3 2,2

40,0 2,4 2,0 2,5 2,1 2,7 2,1 2,7 2,1 2,9 2,2 3,1 2,2 3,3 2,2

43,0 2,4 2,0 2,5 2,1 2,6 2,1 2,7 2,1 2,8 2,2 3,0 2,2 3,2 2,2

32 (3,6)

20,0 3,4 2,5 3,5 2,5 3,7 2,5 3,9 2,6 4,0 2,7 4,2 2,6 4,5 2,6

22,5 3,4 2,5 3,5 2,5 3,7 2,5 3,8 2,5 4,0 2,6 4,2 2,6 4,5 2,6

25,0 3,3 2,4 3,4 2,5 3,7 2,5 3,8 2,5 3,9 2,6 4,2 2,6 4,4 2,6

27,5 3,3 2,4 3,4 2,5 3,6 2,5 3,7 2,5 3,9 2,6 4,1 2,6 4,3 2,5

30,0 3,3 2,4 3,3 2,5 3,6 2,5 3,7 2,5 3,9 2,6 4,1 2,6 4,4 2,5

32,5 3,2 2,4 3,3 2,4 3,5 2,4 3,6 2,5 3,8 2,6 4,1 2,6 4,3 2,5

35,0 3,2 2,4 3,3 2,4 3,5 2,4 3,6 2,4 3,7 2,5 4,0 2,5 4,3 2,5

37,5 3,2 2,4 3,2 2,4 3,5 2,4 3,5 2,4 3,7 2,5 4,0 2,5 4,2 2,5

40,0 3,1 2,3 3,2 2,4 3,4 2,4 3,5 2,4 3,7 2,5 4,0 2,5 4,2 2,5

43,0 3,1 2,3 3,2 2,4 3,4 2,4 3,5 2,4 3,6 2,5 3,9 2,5 4,2 2,5

40 (4,5)

20,0 4,3 3,1 4,4 3,2 4,7 3,2 4,8 3,2 5,0 3,3 5,3 3,3 5,7 3,3

22,5 4,2 3,1 4,3 3,2 4,6 3,1 4,8 3,2 5,0 3,3 5,3 3,3 5,6 3,2

25,0 4,2 3,1 4,3 3,1 4,6 3,1 4,7 3,2 4,9 3,3 5,2 3,3 5,6 3,2

27,5 4,1 3,0 4,2 3,1 4,5 3,1 4,7 3,1 4,9 3,3 5,2 3,2 5,4 3,2

30,0 4,1 3,0 4,2 3,1 4,5 3,1 4,6 3,1 4,8 3,3 5,1 3,2 5,4 3,2

32,5 4,1 3,0 4,1 3,1 4,4 3,0 4,5 3,1 4,8 3,2 5,1 3,2 5,4 3,2

35,0 4,0 3,0 4,1 3,0 4,4 3,0 4,5 3,1 4,7 3,2 5,0 3,2 5,4 3,1

37,5 4,0 3,0 4,0 3,0 4,3 3,0 4,4 3,0 4,7 3,2 5,0 3,2 5,3 3,1

40,0 3,9 2,9 4,0 3,0 4,3 3,0 4,4 3,0 4,6 3,2 5,0 3,2 5,3 3,1

43,0 3,9 2,9 3,9 3,0 4,2 3,0 4,3 3,0 4,5 3,1 4,9 3,1 5,2 3,1

50 (5,6)

20,0 5,3 3,9 5,5 4,0 5,8 4,0 6,0 4,1 6,2 4,2 6,6 4,2 7,1 4,1

22,5 5,3 3,9 5,4 4,0 5,8 4,0 5,9 4,0 6,2 4,2 6,6 4,2 7,0 4,1

25,0 5,2 3,9 5,3 4,0 5,7 4,0 5,9 4,0 6,1 4,2 6,5 4,1 6,9 4,1

27,5 5,2 3,8 5,3 3,9 5,7 3,9 5,8 4,0 6,0 4,2 6,4 4,1 6,7 4,0

30,0 5,1 3,8 5,2 3,9 5,6 3,9 5,8 4,0 6,0 4,1 6,4 4,1 6,8 4,0

32,5 5,0 3,8 5,2 3,9 5,5 3,9 5,7 3,9 5,9 4,1 6,3 4,1 6,7 4,0

35,0 5,0 3,8 5,1 3,8 5,5 3,8 5,6 3,9 5,8 4,1 6,3 4,0 6,7 4,0

37,5 4,9 3,7 5,0 3,8 5,4 3,8 5,5 3,9 5,8 4,0 6,2 4,0 6,6 4,0

40,0 4,8 3,7 5,0 3,8 5,3 3,8 5,4 3,8 5,7 4,0 6,2 4,0 6,6 3,9

43,0 4,8 3,7 4,9 3,8 5,3 3,8 5,4 3,8 5,7 4,0 6,0 4,0 6,5 3,9

63 (7,1)

20,0 6,7 4,9 6,9 5,0 7,4 5,0 7,6 5,0 7,9 5,2 8,4 5,1 8,9 5,1

22,5 6,7 4,8 6,9 4,9 7,3 4,9 7,5 5,0 7,8 5,2 8,3 5,1 8,8 5,1

25,0 6,6 4,8 6,8 4,9 7,2 4,9 7,5 4,9 7,7 5,1 8,2 5,1 8,8 5,0

27,5 6,5 4,8 6,7 4,9 7,2 4,9 7,4 4,9 7,7 5,1 8,2 5,1 8,5 4,9

30,0 6,5 4,7 6,6 4,8 7,1 4,8 7,3 4,9 7,6 5,1 8,1 5,0 8,6 5,0

32,5 6,4 4,7 6,5 4,8 7,0 4,8 7,2 4,8 7,5 5,1 8,0 5,0 8,5 4,9

35,0 6,3 4,7 6,4 4,7 6,9 4,7 7,1 4,8 7,4 5,0 8,0 5,0 8,4 4,9

37,5 6,2 4,6 6,4 4,7 6,8 4,7 7,0 4,7 7,3 5,0 7,8 4,9 8,4 4,9

40,0 6,1 4,6 6,3 4,7 6,8 4,7 6,9 4,7 7,2 4,9 7,8 4,9 8,3 4,9

43,0 6,1 4,5 6,2 4,6 6,7 4,6 6,8 4,7 7,2 4,9 7,7 4,9 8,2 4,8



Kühlleistung bei Verwendung mit PUHY-P700–P1250YSHM/PUHY-EP700–EP900YSHM und
PURY-P700–P800YSHM

Q0 = Kühlleistung, QSENS = Sensibler Wärmeanteil
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Leistungstabellen

MITSUBISHI ELECTRIC

Modell:
Kapazi-

täts-
code

(Nenn-
leistung

[kW])

Außen-
tempe-
ratur
[°CTK]

Innentemperatur

21,5 °CTK

15 °CFK

23 °CTK

16 °CFK

25 °CTK

18 °CFK

27 °CTK

19 °CFK

28 °CTK

20 °CFK

30 °CTK

22 °CFK

32 °CTK

24 °CFK

Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]
Q0

[kW]
QSENS

[kW]

20 (2,2)

20,0 2,1 1,9 2,2 2,0 2,4 2,0 2,4 2,0 2,5 2,1 2,7 2,1 2,9 2,1

22,5 2,1 1,9 2,2 2,0 2,3 1,9 2,4 2,0 2,5 2,1 2,7 2,1 2,8 2,0

25,0 2,1 1,9 2,1 1,9 2,3 1,9 2,4 2,0 2,4 2,1 2,6 2,0 2,8 2,0

27,5 2,0 1,8 2,1 1,9 2,2 1,9 2,3 2,0 2,4 2,1 2,6 2,0 2,7 2,0

30,0 2,0 1,8 2,1 1,9 2,2 1,9 2,3 1,9 2,4 2,0 2,5 2,0 2,7 2,0

32,5 1,9 1,8 2,0 1,9 2,2 1,9 2,2 1,9 2,3 2,0 2,5 2,0 2,6 2,0

35,0 1,9 1,8 2,0 1,9 2,1 1,9 2,2 1,9 2,3 2,0 2,4 2,0 2,6 2,0

37,5 1,9 1,8 2,0 1,9 2,1 1,8 2,2 1,9 2,2 2,0 2,4 2,0 2,5 1,9

40,0 1,8 1,8 1,9 1,8 2,0 1,8 2,1 1,9 2,2 2,0 2,3 2,0 2,5 1,9

43,0 1,8 1,8 1,8 1,8 2,0 1,8 2,1 1,9 2,1 2,0 2,3 1,9 2,4 1,9

25 (2,8)

20,0 2,7 2,2 2,8 2,2 3,0 2,2 3,1 2,3 3,2 2,4 3,4 2,4 3,7 2,3

22,5 2,7 2,1 2,8 2,2 3,0 2,2 3,1 2,3 3,2 2,4 3,4 2,3 3,6 2,3

25,0 2,6 2,1 2,7 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,3 2,3 3,5 2,3

27,5 2,6 2,1 2,7 2,2 2,9 2,2 3,0 2,2 3,1 2,3 3,3 2,3 3,5 2,3

30,0 2,5 2,1 2,6 2,2 2,8 2,1 2,9 2,2 3,0 2,3 3,2 2,3 3,4 2,2

32,5 2,5 2,1 2,6 2,1 2,7 2,1 2,8 2,2 2,9 2,3 3,1 2,2 3,3 2,2

35,0 2,4 2,0 2,5 2,1 2,7 2,1 2,8 2,2 2,9 2,2 3,1 2,2 3,3 2,2

37,5 2,4 2,0 2,5 2,1 2,6 2,1 2,7 2,1 2,8 2,2 3,0 2,2 3,2 2,2

40,0 2,4 2,0 2,4 2,1 2,6 2,1 2,7 2,1 2,8 2,2 3,0 2,2 3,2 2,1

43,0 2,3 2,0 2,4 2,0 2,5 2,0 2,6 2,1 2,7 2,2 2,9 2,2 3,1 2,1

32 (3,6)

20,0 3,5 2,5 3,6 2,6 3,9 2,6 4,0 2,6 4,1 2,7 4,4 2,7 4,7 2,7

22,5 3,4 2,5 3,5 2,6 3,8 2,5 3,9 2,6 4,1 2,7 4,4 2,7 4,6 2,6

25,0 3,4 2,5 3,5 2,5 3,7 2,5 3,9 2,6 4,0 2,7 4,2 2,6 4,5 2,6

27,5 3,3 2,4 3,4 2,5 3,7 2,5 3,8 2,5 3,9 2,6 4,2 2,6 4,5 2,6

30,0 3,2 2,4 3,4 2,5 3,6 2,5 3,7 2,5 3,9 2,6 4,1 2,6 4,4 2,5

32,5 3,2 2,4 3,3 2,4 3,5 2,4 3,7 2,5 3,8 2,6 4,0 2,5 4,3 2,5

35,0 3,1 2,3 3,2 2,4 3,5 2,4 3,6 2,4 3,7 2,5 4,0 2,5 4,2 2,5

37,5 3,1 2,3 3,2 2,4 3,4 2,4 3,5 2,4 3,7 2,5 3,9 2,5 4,1 2,5

40,0 3,0 2,3 3,1 2,3 3,3 2,3 3,5 2,4 3,6 2,5 3,8 2,5 4,1 2,4

43,0 3,0 2,2 3,0 2,3 3,2 2,3 3,4 2,3 3,5 2,4 3,7 2,4 4,0 2,4

40 (4,5)

20,0 4,3 3,1 4,5 3,2 4,8 3,2 5,0 3,3 5,2 3,4 5,5 3,4 5,9 3,3

22,5 4,3 3,1 4,4 3,2 4,7 3,2 4,9 3,2 5,1 3,4 5,4 3,4 5,8 3,3

25,0 4,2 3,1 4,4 3,2 4,7 3,2 4,8 3,2 5,0 3,3 5,3 3,3 5,7 3,3

27,5 4,1 3,0 4,3 3,1 4,6 3,1 4,7 3,2 4,9 3,3 5,2 3,3 5,6 3,2

30,0 4,1 3,0 4,2 3,1 4,5 3,1 4,7 3,1 4,8 3,3 5,1 3,2 5,5 3,2

32,5 4,0 3,0 4,1 3,1 4,4 3,0 4,6 3,1 4,7 3,2 5,0 3,2 5,4 3,2

35,0 3,9 2,9 4,1 3,0 4,3 3,0 4,5 3,1 4,6 3,2 5,0 3,2 5,3 3,1

37,5 3,8 2,9 4,0 3,0 4,3 3,0 4,4 3,0 4,6 3,2 4,9 3,1 5,2 3,1

40,0 3,8 2,9 3,9 2,9 4,2 2,9 4,3 3,0 4,5 3,1 4,8 3,1 5,1 3,0

43,0 3,7 2,8 3,8 2,9 4,1 2,9 4,2 2,9 4,4 3,1 4,7 3,0 5,0 3,0

50 (5,6)

20,0 5,4 4,0 5,6 4,1 6,0 4,1 6,2 4,2 6,4 4,3 6,9 4,3 7,3 4,2

22,5 5,3 3,9 5,5 4,1 5,9 4,0 6,1 4,1 6,3 4,3 6,8 4,2 7,2 4,2

25,0 5,3 3,9 5,4 4,0 5,8 4,0 6,0 4,1 6,2 4,2 6,6 4,2 7,1 4,1

27,5 5,2 3,8 5,3 4,0 5,7 4,0 5,9 4,0 6,1 4,2 6,5 4,1 6,9 4,1

30,0 5,0 3,8 5,2 3,9 5,6 3,9 5,8 4,0 6,0 4,1 6,4 4,1 6,8 4,0

32,5 5,0 3,8 5,1 3,9 5,5 3,9 5,7 3,9 5,9 4,1 6,3 4,0 6,7 4,0

35,0 4,9 3,7 5,0 3,8 5,4 3,8 5,6 3,9 5,8 4,0 6,2 4,0 6,6 3,9

37,5 4,8 3,7 5,0 3,8 5,3 3,8 5,5 3,8 5,7 4,0 6,0 4,0 6,4 3,9

40,0 4,7 3,6 4,8 3,7 5,2 3,7 5,4 3,8 5,6 4,0 5,9 3,9 6,3 3,9

43,0 4,6 3,6 4,7 3,7 5,0 3,7 5,2 3,7 5,4 3,9 5,8 3,9 6,2 3,8

63 (7,1)

20,0 6,9 4,9 7,1 5,1 7,6 5,1 7,9 5,1 8,2 5,3 8,7 5,3 9,3 5,2

22,5 6,7 4,9 7,0 5,0 7,5 5,0 7,8 5,1 8,0 5,3 8,6 5,2 9,1 5,1

25,0 6,7 4,8 6,9 5,0 7,4 5,0 7,6 5,0 7,9 5,2 8,4 5,1 8,9 5,1

27,5 6,5 4,8 6,7 4,9 7,2 4,9 7,5 5,0 7,7 5,1 8,3 5,1 8,8 5,0

30,0 6,4 4,7 6,6 4,8 7,1 4,8 7,3 4,9 7,6 5,1 8,1 5,0 8,7 5,0

32,5 6,3 4,6 6,5 4,8 7,0 4,8 7,2 4,8 7,5 5,0 8,0 5,0 8,5 4,9

35,0 6,2 4,6 6,4 4,7 6,8 4,7 7,1 4,8 7,3 5,0 7,8 4,9 8,3 4,9

37,5 6,1 4,5 6,3 4,7 6,7 4,6 7,0 4,7 7,2 4,9 7,7 4,9 8,2 4,8

40,0 6,0 4,5 6,1 4,6 6,6 4,6 6,8 4,7 7,1 4,9 7,5 4,8 8,0 4,7

43,0 5,8 4,4 6,0 4,5 6,4 4,5 6,6 4,6 6,9 4,8 7,3 4,7 7,8 4,7



Heizleistung

Heizleistung bei Verwendung mit PUHY, PURY-(E)P200/P250YHM

QSENS = Sensibler Wärmeanteil
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Leistungstabellen Truhengeräte PFFY-P•VLRM/VLEM-E

Modell:
Kapazi-
tätscode
(Nennlei-

stung [kW])

Außentem-
peratur
[°CFK]

Innentemperatur

15 °CTK 20 °CTK 25 °CTK 27 °CTK

QSENS

[kW]
QSENS

[kW]
QSENS

[kW]
QSENS

[kW]

20 (2,5)

-20,0 1,3 1,3 1,3 1,3

-15,0 1,6 1,5 1,5 1,5

-10,0 1,8 1,8 1,8 1,7

-5,0 2,1 2,1 2,0 1,8

0,0 2,4 2,4 2,0 1,8

2,5 2,5 2,5 2,0 1,8

6,0 2,6 2,5 2,0 1,8

7,5 2,7 2,5 2,0 1,8

10,0 2,9 2,5 2,0 1,8

12,5 3,0 2,5 2,0 1,8

15,5 3,2 2,5 2,0 1,8

25 (3,2)

-20,0 1,6 1,6 1,6 1,6

-15,0 2,0 2,0 1,9 1,9

-10,0 2,3 2,3 2,2 2,2

-5,0 2,7 2,7 2,6 2,2

0,0 3,0 3,0 2,6 2,2

2,5 3,2 3,2 2,6 2,2

6,0 3,3 3,2 2,6 2,2

7,5 3,4 3,2 2,6 2,2

10,0 3,6 3,2 2,6 2,2

12,5 3,9 3,2 2,6 2,2

15,5 4,1 3,2 2,6 2,2

32 (4,0)

-20,0 2,1 2,0 2,0 2,0

-15,0 2,5 2,4 2,4 2,4

-10,0 2,9 2,9 2,8 2,7

-5,0 3,4 3,3 3,2 2,8

0,0 3,8 3,8 3,2 2,8

2,5 4,0 4,0 3,2 2,8

6,0 4,2 4,0 3,2 2,8

7,5 4,3 4,0 3,2 2,8

10,0 4,6 4,0 3,2 2,8

12,5 4,8 4,0 3,2 2,8

15,5 5,1 4,0 3,2 2,8

Modell:
Kapazi-
tätscode
(Nennlei-

stung [kW])

Außentem-
peratur
[°CFK]

Innentemperatur

15 °CTK 20 °CTK 25 °CTK 27 °CTK

QSENS

[kW]
QSENS

[kW]
QSENS

[kW]
QSENS

[kW]

40 (5,0)

-20,0 2,6 2,5 2,5 2,5

-15,0 3,1 3,1 3,0 3,0

-10,0 3,7 3,6 3,5 3,4

-5,0 4,2 4,2 4,0 3,5

0,0 4,7 4,7 4,0 3,5

2,5 5,0 5,0 4,0 3,5

6,0 5,2 5,0 4,0 3,5

7,5 5,4 5,0 4,0 3,5

10,0 5,7 5,0 4,0 3,5

12,5 6,0 5,0 4,0 3,5

15,5 6,4 5,0 4,0 3,5

50 (6,3)

-20,0 3,2 3,2 3,2 3,2

-15,0 3,9 3,8 3,8 3,7

-10,0 4,6 4,5 4,4 4,3

-5,0 5,3 5,2 5,0 4,4

0,0 6,0 5,9 5,0 4,4

2,5 6,3 6,2 5,0 4,4

6,0 6,6 6,3 5,0 4,4

7,5 6,8 6,3 5,0 4,4

10,0 7,2 6,3 5,0 4,4

12,5 7,6 6,3 5,0 4,4

15,5 8,1 6,3 5,0 4,4

63 (8,0)

-20,0 4,1 4,0 4,0 4,0

-15,0 5,0 4,9 4,8 4,7

-10,0 5,8 5,8 5,6 5,5

-5,0 6,7 6,6 6,4 5,6

0,0 7,6 7,5 6,4 5,6

2,5 8,0 7,9 6,4 5,6

6,0 8,3 8,0 6,4 5,6

7,5 8,6 8,0 6,4 5,6

10,0 9,1 8,0 6,4 5,6

12,5 9,6 8,0 6,4 5,6

15,5 10,2 8,0 6,4 5,6



Heizleistung bei Verwendung mit PUHY-P300–P400YHM/PUHY-EP300–EP400Y(S)HM und
PURY-P300–P400YHM/PURY-EP300–EP400Y(S)HM

QSENS = Sensibler Wärmeanteil
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Leistungstabellen

MITSUBISHI ELECTRIC

Modell:
Kapazi-
tätscode
(Nennlei-

stung [kW])

Außentem-
peratur
[°CFK]

Innentemperatur

15 °CTK 20 °CTK 25 °CTK 27 °CTK

QSENS

[kW]
QSENS

[kW]
QSENS

[kW]
QSENS

[kW]

20 (2,5)

-20,0 1,0 1,0 1,0 0,9

-15,0 1,1 1,1 1,1 1,1

-10,0 1,4 1,4 1,3 1,3

-5,0 1,5 1,5 1,4 1,4

0,0 1,7 1,7 1,5 1,4

2,5 1,8 1,8 1,5 1,4

6,0 2,0 1,9 1,5 1,4

7,5 2,1 1,9 1,5 1,4

10,0 2,1 1,9 1,5 1,4

12,5 2,2 1,9 1,5 1,4

15,5 2,2 1,9 1,5 1,4

25 (3,2)

-20,0 1,3 1,3 1,3 1,2

-15,0 1,5 1,5 1,5 1,5

-10,0 1,8 1,8 1,7 1,6

-5,0 2,0 2,0 1,9 1,6

0,0 2,3 2,3 1,9 1,6

2,5 2,4 2,4 1,9 1,6

6,0 2,6 2,5 1,9 1,6

7,5 2,7 2,5 1,9 1,6

10,0 2,8 2,5 1,9 1,6

12,5 2,9 2,5 1,9 1,6

15,5 2,9 2,5 1,9 1,6

32 (4,0)

-20,0 1,7 1,6 1,6 1,5

-15,0 1,9 1,9 1,9 1,9

-10,0 2,2 2,2 2,2 2,0

-5,0 2,6 2,6 2,4 2,0

0,0 2,9 2,9 2,4 2,0

2,5 3,1 3,0 2,4 2,0

6,0 3,3 3,2 2,4 2,0

7,5 3,4 3,2 2,4 2,0

10,0 3,5 3,2 2,4 2,0

12,5 3,7 3,2 2,4 2,0

15,5 3,7 3,2 2,4 2,0

Modell:
Kapazi-
tätscode
(Nennlei-

stung [kW])

Außentem-
peratur
[°CFK]

Innentemperatur

15 °CTK 20 °CTK 25 °CTK 27 °CTK

QSENS

[kW]
QSENS

[kW]
QSENS

[kW]
QSENS

[kW]

40 (5,0)

-20,0 2,1 2,0 2,0 1,9

-15,0 2,4 2,4 2,4 2,3

-10,0 2,8 2,8 2,7 2,6

-5,0 3,2 3,2 3,0 2,6

0,0 3,6 3,6 3,0 2,6

2,5 3,8 3,8 3,0 2,6

6,0 4,1 4,0 3,0 2,6

7,5 4,2 4,0 3,0 2,6

10,0 4,4 4,0 3,0 2,6

12,5 4,6 4,0 3,0 2,6

15,5 4,6 4,0 3,0 2,6

50 (6,3)

-20,0 2,6 2,5 2,5 2,4

-15,0 3,0 3,0 3,0 2,9

-10,0 3,5 3,5 3,4 3,2

-5,0 4,0 4,0 3,8 3,2

0,0 4,5 4,5 3,8 3,2

2,5 4,8 4,7 3,8 3,2

6,0 5,1 5,0 3,8 3,2

7,5 5,3 5,0 3,8 3,2

10,0 5,5 5,0 3,8 3,2

12,5 5,8 5,0 3,8 3,2

15,5 5,8 5,0 3,8 3,2

63 (8,0)

-20,0 3,3 3,2 3,2 3,0

-15,0 3,8 3,8 3,8 3,7

-10,0 4,4 4,4 4,3 4,0

-5,0 5,0 5,0 4,7 4,0

0,0 5,7 5,7 4,7 4,0

2,5 6,0 6,0 4,7 4,0

6,0 6,5 6,3 4,7 4,0

7,5 6,7 6,3 4,7 4,0

10,0 7,0 6,3 4,7 4,0

12,5 7,2 6,3 4,7 4,0

15,5 7,2 6,3 4,7 4,0
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Leistungstabellen Truhengeräte PFFY-P•VLRM/VLEM-E

Modell:
Kapazi-
tätscode
(Nennlei-

stung [kW])

Außentem-
peratur
[°CFK]

Innentemperatur

15 °CTK 20 °CTK 25 °CTK 27 °CTK

QSENS

[kW]
QSENS

[kW]
QSENS

[kW]
QSENS

[kW]

20 (2,5)

-20,0 1.3 1.3 1.3 1.3

-15,0 1.6 1.5 1.5 1.5

-10,0 1.8 1.8 1.7 1.7

-5,0 2.1 2.0 1.9 1.8

0,0 2.3 2.3 2.0 1.8

2,5 2.4 2.4 2.0 1.8

6,0 2.6 2.5 2.0 1.8

7,5 2.7 2.5 2.0 1.8

10,0 2.8 2.5 2.0 1.8

12,5 2.9 2.5 2.0 1.8

15,5 2.9 2.5 2.0 1.8

25 (3,2)

-20,0 1.7 1.6 1.6 1.6

-15,0 2.0 1.9 1.9 1.9

-10,0 2.3 2.2 2.2 2.1

-5,0 2.6 2.6 2.5 2.3

0,0 2.9 2.9 2.5 2.3

2,5 3.1 3.0 2.5 2.3

6,0 3.3 3.2 2.5 2.3

7,5 3.4 3.2 2.5 2.3

10,0 3.6 3.2 2.5 2.3

12,5 3.7 3.2 2.5 2.3

15,5 3.7 3.2 2.5 2.3

32 (4,0)

-20,0 2.1 2.0 2.0 2.0

-15,0 2.5 2.4 2.4 2.3

-10,0 2.9 2.8 2.7 2.6

-5,0 3.3 3.2 3.1 2.8

0,0 3.7 3.6 3.2 2.8

2,5 3.8 3.8 3.2 2.8

6,0 4.1 4.0 3.2 2.8

7,5 4.2 4.0 3.2 2.8

10,0 4.4 4.0 3.2 2.8

12,5 4.6 4.0 3.2 2.8

15,5 4.6 4.0 3.2 2.8

Modell:
Kapazi-
tätscode
(Nennlei-

stung [kW])

Außentem-
peratur
[°CFK]

Innentemperatur

15 °CTK 20 °CTK 25 °CTK 27 °CTK

QSENS

[kW]
QSENS

[kW]
QSENS

[kW]
QSENS

[kW]

40 (5,0)

-20,0 2.7 2.6 2.6 2.5

-15,0 3.1 3.0 3.0 2.9

-10,0 3.6 3.5 3.4 3.3

-5,0 4.1 4.0 3.9 3.5

0,0 4.6 4.5 4.0 3.5

2,5 4.8 4.8 4.0 3.5

6,0 5.2 5.0 4.0 3.5

7,5 5.3 5.0 4.0 3.5

10,0 5.6 5.0 4.0 3.5

12,5 5.8 5.0 4.0 3.5

15,5 5.8 5.0 4.0 3.5

50 (6,3)

-20,0 3.3 3.2 3.2 3.2

-15,0 3.9 3.8 3.8 3.7

-10,0 4.5 4.4 4.3 4.2

-5,0 5.2 5.0 4.9 4.4

0,0 5.8 5.7 5.0 4.4

2,5 6.0 6.0 5.0 4.4

6,0 6.5 6.3 5.0 4.4

7,5 6.7 6.3 5.0 4.4

10,0 7.0 6.3 5.0 4.4

12,5 7.3 6.3 5.0 4.4

15,5 7.3 6.3 5.0 4.4

63 (8,0)

-20,0 4.2 4.1 4.1 4.0

-15,0 5.0 4.8 4.8 4.6

-10,0 5.8 5.6 5.4 5.3

-5,0 6.6 6.4 6.2 5.6

0,0 7.4 7.2 6.4 5.6

2,5 7.7 7.6 6.4 5.6

6,0 8.2 8.0 6.4 5.6

7,5 8.5 8.0 6.4 5.6

10,0 8.9 8.0 6.4 5.6

12,5 9.3 8.0 6.4 5.6

15,5 9.3 8.0 6.4 5.6



Heizleistung bei Verwendung mit PUHY-P700–P1250YSHM/PUHY-EP700–EP900YSHM und
PURY-P700–P800YSHM
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MITSUBISHI ELECTRIC EUROPE B.V.
AIR CONDITIONING DIVISION, GOTHAER STR. 8, D-40880 RATINGEN

Modell:
Kapazi-
tätscode
(Nennlei-

stung [kW])

Außentem-
peratur
[°CFK]

Innentemperatur

15 °CTK 20 °CTK 25 °CTK 27 °CTK

QSENS

[kW]
QSENS

[kW]
QSENS

[kW]
QSENS

[kW]

20 (2,5)

-20,0 1,3 1,3 1,3 1,2

-15,0 1,5 1,5 1,5 1,5

-10,0 1,8 1,8 1,7 1,7

-5,0 2,0 2,0 1,9 1,8

0,0 2,3 2,2 2,0 1,8

2,5 2,4 2,4 2,0 1,8

6,0 2,6 2,5 2,0 1,8

7,5 2,7 2,5 2,0 1,8

10,0 2,8 2,5 2,0 1,8

12,5 2,9 2,5 2,0 1,8

15,5 2,9 2,5 2,0 1,8

25 (3,2)

-20,0 1,6 1,6 1,6 1,6

-15,0 2,0 1,9 1,9 1,9

-10,0 2,3 2,2 2,2 2,1

-5,0 2,6 2,6 2,5 2,4

0,0 2,9 2,9 2,5 2,4

2,5 3,1 3,0 2,5 2,4

6,0 3,3 3,2 2,5 2,4

7,5 3,4 3,2 2,5 2,4

10,0 3,6 3,2 2,5 2,4

12,5 3,7 3,2 2,5 2,4

15,5 3,7 3,2 2,5 2,4

32 (4,0)

-20,0 2,0 2,0 2,0 2,0

-15,0 2,4 2,4 2,4 2,3

-10,0 2,8 2,8 2,7 2,7

-5,0 3,2 3,2 3,1 2,9

0,0 3,6 3,6 3,2 2,9

2,5 3,8 3,8 3,2 2,9

6,0 4,1 4,0 3,2 2,9

7,5 4,2 4,0 3,2 2,9

10,0 4,4 4,0 3,2 2,9

12,5 4,6 4,0 3,2 2,9

15,5 4,6 4,0 3,2 2,9

Modell:
Kapazi-
tätscode
(Nennlei-

stung [kW])

Außentem-
peratur
[°CFK]

Innentemperatur

15 °CTK 20 °CTK 25 °CTK 27 °CTK

QSENS

[kW]
QSENS

[kW]
QSENS

[kW]
QSENS

[kW]

40 (5,0)

-20,0 2,5 2,5 2,5 2,5

-15,0 3,1 3,0 3,0 2,9

-10,0 3,6 3,5 3,4 3,4

-5,0 4,1 4,0 3,9 3,7

0,0 4,6 4,5 4,0 3,7

2,5 4,8 4,7 4,0 3,7

6,0 5,2 5,0 4,0 3,7

7,5 5,3 5,0 4,0 3,7

10,0 5,6 5,0 4,0 3,7

12,5 5,8 5,0 4,0 3,7

15,5 5,8 5,0 4,0 3,7

50 (6,3)

-20,0 3,2 3,2 3,2 3,1

-15,0 3,8 3,8 3,7 3,7

-10,0 4,5 4,4 4,3 4,2

-5,0 5,1 5,0 4,9 4,6

0,0 5,7 5,6 5,0 4,6

2,5 6,0 5,9 5,0 4,6

6,0 6,5 6,3 5,0 4,6

7,5 6,7 6,3 5,0 4,6

10,0 7,0 6,3 5,0 4,6

12,5 7,3 6,3 5,0 4,6

15,5 7,3 6,3 5,0 4,6

63 (8,0)

-20,0 4,0 4,0 4,0 3,9

-15,0 4,9 4,8 4,8 4,6

-10,0 5,7 5,6 5,4 5,4

-5,0 6,5 6,4 6,2 5,9

0,0 7,3 7,2 6,4 5,9

2,5 7,7 7,5 6,4 5,9

6,0 8,2 8,0 6,4 5,9

7,5 8,5 8,0 6,4 5,9

10,0 8,9 8,0 6,4 5,9

12,5 9,3 8,0 6,4 5,9

15,5 9,3 8,0 6,4 5,9


	Inhalt
	Gültigkeit 2
	Kühlleistung 2
	Heizleistung 7



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /DEU <>
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.276 841.890]
>> setpagedevice


