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Auto Air Swing Vane
Disperses airflow up and
down and adjusts the angle
of airflow direction.

Grille

Filter
Removes dust and pollutants
from intake air

Horizontal Air Outlet
Sets airflow of horizontal automatically
during cooling or dehumidifying.

 Air Intake
Intakes air from room.

A.1.1 FEATURES
● Indoor Unit

Smooth running, attractive, and feature-rich units offer the versatility and power necessary for a variety of

applications.

1.72 Airflow Patterns

Rooms differ in many ways, from size, layout, purpose of use to the objects they contain.

or this reason, PL ceiling cassettes can be adjusted to produce 72 variations of airflow to perfectly match the requirements of a

wide range of applications.

Selecting two-, or four-way airflow, and then adjusting each vane either manually or by remote control produse the 72 patterns.

This makes possible highly customized, flexible patterns of flow.

2.High Ceiling Compatible

PL ceiling cassettes are equipped eith wide-flow air outlets that make precision air conditioning of spaces with high ceilings of to

4.2 meters possible. The height and width rations of the air outlets have been optimised to provide a smoother flow of air that

encounters less resistance.

3.Attractive, Slim Units

With heights of only 258mm for the less that 3HP unit and 298mm for the 4/5/6HP units, the smooth,

aesthetic installation of the PL series is as attractive as it is inconspicuous.

PLA-RP1.6/2/2.5AA:258mm PLA-RP4/5/6AA:298mm
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Service Ref.
Item
Function

Capacity
Btu/h

W
Total input

Service Ref.

Power supply (phase, cycle,voltage)
Input
Running current  A
Starting current  A

External finish (Panel)
Heat exchanger

Fan

Fan (drive) o No.
Fan motor output kW

kW

kW

Airflow (Lo-Mi2-Mi1-Hi) K / min (CFM)
External static pressure Pa (mmAq)

Booster heater kW
Operation control & Thermostat
Sound level (Lo-Mi2-Mi1-Hi) dB
Unit drain pipe I.D. mm (in.)

Dimensions

In
do

or
 u

ni
t

W mm (in.)
D mm (in.)
H mm (in.)

Weight kg (lbs.)

PLA-RP2AA

Cooling  Heating
17,100  20,500 

5,000(2,300~5,600) 6,000(2,500~7,300) 
1.55  1.62 

PLA-RP2AA

Single phase, 50Hz, 220-230-240V
0.16 0.16
0.79 0.79
1.0 1.0

Munsell 0.70Y 8.59/0.97
Plate fin coil

Turbo fan (direct) o1 
0.070

14-15-16-18(495-530-565-635)
0 (direct blow)

—
Remote controller & built-in

28-29-31-33
32 (1-1/4)

UNIT : 840 (33-1/16)  PANEL : 950 (37-3/8)
UNIT : 840 (33-1/16)  PANEL : 950 (37-3/8)
 UNIT : 258 (10-3/16)  PANEL : 30 (1-3/16) 

UNIT : 24(53) PANEL : 5 (11)

PUHZ-RP2VHAOutdoor unir   Service Ref.

Service Ref.
Item
Function

Capacity
Btu/h

W
Total input

Service Ref.

Power supply (phase, cycle,voltage)
Input
Running current  A
Starting current  A

External finish (Panel)
Heat exchanger

Fan

Fan (drive) o No.
Fan motor output kW

kW

kW

Airflow (Lo-Mi2-Mi1-Hi) K / min (CFM)
External static pressure Pa (mmAq)

Booster heater kW
Operation control & Thermostat
Sound level (Lo-Mi2-Mi1-Hi) dB
Unit drain pipe I.D. mm (in.)

Dimensions

In
do

or
 u

ni
t

W mm (in.)
D mm (in.)
H mm (in.)

Weight kg (lbs.)

Outdoor unir   Service Ref.

PLA-RP1.6AA

Cooling Heating
12,300 14,000 

3,600(1,600~4,500) 4,100(1,600~5,200)
1.07 1.12 

PLA-RP1.6AA

Single phase, 50Hz, 220-230-240V
0.16  0.16 
0.79  0.79 
1.0  1.0 

Munsell 0.70Y 8.59/0.97
Plate fin coil

Turbo fan (direct) o1 
0.070

11-12-13-14(390-425-460-495)
0 (direct blow)

—
Remote controller & built-in

27-28-29-31
32 (1-1/4)

UNIT : 840 (33-1/16)    PANEL : 950 (37-3/8)
UNIT : 840 (33-1/16)    PANEL : 950 (37-3/8)
UNIT : 258 (10-3/16)    PANEL : 30 (1-3/16)

UNIT : 24 (53)       

PUHZ-RP1.6VHA

PANEL: 5 (11)

NOTE: 1. Rating conditions (ISO T1)
Cooling      Indoor : D.B. 27: (80˚F)  W.B. 19: (66˚F)    Outdoor : D.B. 35: (95˚F)  W.B. 24: (75˚F)
Heating      Indoor : D.B. 20: (68˚F)    Outdoor : D.B. 7: (45˚F) W.B. 6: (43˚F)
Refrigerant piping length (one way) : 5m (16ft.)

2. Guaranteed operating range

Indoor  Outdoor

Cooling
Upper limit  D.B. 35˚C,  W.B. 22.5˚C  D.B. 46˚C
Lower limit  D.B. 19˚C,  W.B. 15˚C  D.B. -5˚C

Heating
Upper limit  D.B. 28˚C  D.B. 21˚C,  W.B. 15˚C
Lower limit  D.B. 17˚C  D.B. -11˚C, W.B. -12˚C

4. Above data based on indicated voltage
Indoor unit Single phase 230V 50Hz

Single phase 230V 50HzOutdoor unit

3.   Guaranteed voltage
  198~264V, 50Hz

5.   Refer to the data book of outdoor unit for tha outdoor 
  unit's specifications.

A.1.2 SPECIFICATIONS
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Service Ref.
Item
Function

Capacity
Btu/h

W
Total input

Service Ref.

Power supply (phase, cycle,voltage)
Input
Running current  A
Starting current  A

External finish (Panel)
Heat exchanger

Fan

Fan (drive) o No.
Fan motor output kW

kW

kW

Airflow (Lo-Mi2-Mi1-Hi) K / min (CFM)
External static pressure Pa (mmAq)

Booster heater kW
Operation control & Thermostat
Sound level (Lo-Mi2-Mi1-Hi) dB
Unit drain pipe I.D. mm (in.)

Dimensions

In
do

or
 u

ni
t

W mm (in.)
D mm (in.)
H mm (in.)

Weight kg (lbs.)

Outdoor unir   Service Ref.

PLA-RP3AA

Cooling Heating
24,200  27,300 

7,100 (3,300~8,100) 8,000 (3,500~10,200)
1.97 2.34 

PLA-RP3AA.UK
PLA-RP3AA1.UK

Single phase, 50Hz, 220-230-240V
0.16  0.16 
0.79  0.79 
1.0  1.0 

Munsell 0.70Y 8.59/0.97
Plate fin coil

Turbo fan (direct) o1 
0.070

15-16-18-20 (530-565-635-705)
0 (direct blow)

—
Remote controller & built-in

28-30-32-34
32 (1-1/4)

UNIT : 840 (33-1/16)    PANEL : 950 (37-3/8)
UNIT : 840 (33-1/16)    PANEL : 950 (37-3/8)
UNIT : 258 (10-3/16)    PANEL : 30 (1-3/16)

UNIT : 24 (53)       

PUHZ-RP3VHA

PANEL: 5 (11)

NOTE: 1. Rating conditions (ISO T1)
Cooling      Indoor : D.B. 27: (80˚F)  W.B. 19: (66˚F)    Outdoor : D.B. 35: (95˚F)  W.B. 24: (75˚F)
Heating      Indoor : D.B. 20: (68˚F)    Outdoor : D.B. 7: (45˚F) W.B. 6: (43˚F)
Refrigerant piping length (one way) : 5m (16ft.)

2. Guaranteed operating range

Indoor  Outdoor

Cooling
Upper limit  D.B. 35˚C,  W.B. 22.5˚C  D.B. 46˚C
Lower limit  D.B. 19˚C,  W.B. 15˚C  D.B. -5˚C

Heating
Upper limit  D.B. 28˚C  D.B. 21˚C,  W.B. 15˚C
Lower limit  D.B. 17˚C  D.B. -11˚C, W.B. -12˚C

4. Above data based on indicated voltage
Indoor unit Single phase 230V 50Hz

Single phase 230V 50HzOutdoor unit

3.   Guaranteed voltage
  198~264V, 50Hz

5.   Refer to the data book of outdoor unit for tha outdoor 
  unit's specifications.

Service Ref.
Item
Function

Capacity
Btu/h

W
Total input

Service Ref.

Power supply (phase, cycle,voltage)
Input
Running current  A
Starting current  A

External finish (Panel)
Heat exchanger

Fan

Fan (drive) o No.
Fan motor output kW

kW

kW

Airflow (Lo-Mi2-Mi1-Hi) K / min (CFM)
External static pressure Pa (mmAq)

Booster heater kW
Operation control & Thermostat
Sound level (Lo-Mi2-Mi1-Hi) dB
Unit drain pipe I.D. mm (in.)

Dimensions

In
do

or
 u

ni
t

W mm (in.)
D mm (in.)
H mm (in.)

Weight kg (lbs.)

Outdoor unir   Service Ref.

PLA-RP2.5AA

Cooling Heating
20,500  23,900 

6,000 (2,700~6,700) 7,000 (2,800~8,200)
1.65 1.85

PLA-RP2.5AA

Single phase, 50Hz, 220-230-240V
0.16  0.16 
0.79  0.79 
1.0  1.0 

Munsell 0.70Y 8.59/0.97
Plate fin coil

Turbo fan (direct) o1 
0.070

14-15-16-18(495-530-565-635)
0 (direct blow)

—
Remote controller & built-in

28-29-31-33
32 (1-1/4)

UNIT : 840 (33-1/16)    PANEL : 950 (37-3/8)
UNIT : 840 (33-1/16)    PANEL : 950 (37-3/8)
UNIT : 258 (10-3/16)    PANEL : 30 (1-3/16)

UNIT : 24 (53)       

PUHZ-RP2.5VHA

PANEL: 5 (11)
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Service Ref.
Item
Function

Capacity
Btu/h

WPUHZ-RP4VHA
Total input

Service Ref.
Power supply (phase, cycle,voltage)

Input
Running current  A
Starting current  A

External finish (Panel)
Heat exchanger

Fan

Fan (drive) o No.
Fan motor output kW

kW

kW

Airflow (Lo-Mi2-Mi1-Hi) K / min (CFM)
External static pressure Pa (mmAq)

Booster heater kW
Operation control & Thermostat
Sound level (Lo-Mi2-Mi1-Hi) dB
Unit drain pipe I.D. mm (in.)

Dimensions

In
do

or
 u

ni
t

W mm (in.)
D mm (in.)
H mm (in.)

Weight kg (lbs.)

PLA-RP4AA

Cooling  Heating
34,100  38,200 

10,000 (4,900~11,400) 11,200 (4,500~14,000)
3.03  3.39 

PLA-RP4AA
Single phase, 50Hz, 220-230-240V

0.25 0.25
1.25 1.25
2.0 2.0

Munsell 0.70Y 8.59/0.97
Plate fin coil

Turbo fan (direct) o1 
0.120

20-23-26-28 (705-810-920-990)
0 (direct blow)

—
Remote controller & built-in

33-36-39-41
32 (1-1/4)

UNIT : 840 (33-1/16)  PANEL : 950 (37-3/8)
UNIT : 840 (33-1/16)  PANEL : 950 (37-3/8)
 UNIT : 298 (11-3/4)    PANEL : 30 (1-3/16) 

UNIT : 30 (66) PANEL : 5 (11)

PUHZ-RP4VHAOutdoor unir   Service Ref.

NOTE: 1. Rating conditions (ISO T1)
Cooling      Indoor : D.B. 27: (80˚F)  W.B. 19: (66˚F)    Outdoor : D.B. 35: (95˚F)  W.B. 24: (75˚F)
Heating      Indoor : D.B. 20: (68˚F)    Outdoor : D.B. 7: (45˚F) W.B. 6: (43˚F)
Refrigerant piping length (one way) : 5m (16ft.)

2. Guaranteed operating range

Indoor  Outdoor

Cooling
Upper limit  D.B. 35˚C,  W.B. 22.5˚C  D.B. 46˚C
Lower limit  D.B. 19˚C,  W.B. 15˚C  D.B. -5˚C

Heating
Upper limit  D.B. 28˚C  D.B. 21˚C,  W.B. 15˚C
Lower limit  D.B. 17˚C  D.B. -11˚C, W.B. -12˚C

4. Above data based on indicated voltage
Indoor unit Single phase 230V 50Hz

Single phase 230V 50HzOutdoor unit

3.   Guaranteed voltage
  198~264V, 50Hz

5.   Refer to the data book of outdoor unit for tha outdoor 
  unit's specifications.

Cooling  Heating
42,700  47,800 

12,500 (5,500~14,000) 14,000 (5,000~16,000)
3.89  4.27

PLA-RP5AA
Single phase, 50Hz, 220-230-240V

0.33 0.33
1.64 1.64
2.0 2.0

Munsell 0.70Y 8.59/0.97
Plate fin coil

Turbo fan (direct) o1 
0.120

22-25-28-30 (775-880-990-1,060)
0 (direct blow)

Remote controller & built-in
37-40-43-45

32 (1-1/4)
UNIT : 840 (33-1/16) PANEL : 950 (37-3/8)
UNIT : 840 (33-1/16) PANEL : 950 (37-3/8)
UNIT : 298 (11-3/4) PANEL : 30 (1-3/16)
UNIT : 32 (71) PANEL : 5 (11)

—

Service Ref.
Item
Function

Capacity
Btu/h

WPUHZ-RP5VHA
Total input

Service Ref.
Power supply (phase, cycle,voltage)

Input
Running current  A
Starting current  A

External finish (Panel)
Heat exchanger

Fan

Fan (drive) o No.
Fan motor output kW

kW

kW

Airflow (Lo-Mi2-Mi1-Hi) K / min (CFM)
External static pressure Pa (mmAq)

Booster heater kW
Operation control & Thermostat
Sound level (Lo-Mi2-Mi1-Hi) dB
Unit drain pipe I.D. mm (in.)

Dimensions

In
do

or
 u

ni
t

W mm (in.)
D mm (in.)
H mm (in.)

Weight kg (lbs.)

PLA-RP5AA.UK

PUHZ-RP5VHAOutdoor unir   Service Ref.
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Cooling  Heating
47,800  54,600

14,000 (6,200~15,300) 16,000 (5,000~18,000)
4.99 4.91

PLA-RP6AA
Single phase, 50Hz, 220-230-240V

0.33 0.33
1.64 1.64
2.0 2.0

Munsell 0.70Y 8.59/0.97
Plate fin coil

Turbo fan (direct) o1 
0.120

22-25-28-30 (775-880-990-1,060)
0 (direct blow)

Remote controller & built-in
37-40-43-45

32 (1-1/4)
UNIT : 840 (33-1/16) PANEL : 950 (37-3/8)
UNIT : 840 (33-1/16) PANEL : 950 (37-3/8)
UNIT : 298 (11-3/4) PANEL : 30 (1-3/16)
UNIT : 32 (71) PANEL : 5 (11)

—

Service Ref.
Item
Function

Capacity
Btu/h

WPUHZ-RP6VHA
Total input

Service Ref.
Power supply (phase, cycle,voltage)

Input
Running current  A
Starting current  A

External finish (Panel)
Heat exchanger

Fan

Fan (drive) o No.
Fan motor output kW

kW

kW

Airflow (Lo-Mi2-Mi1-Hi) K / min (CFM)
External static pressure Pa (mmAq)

Booster heater kW
Operation control & Thermostat
Sound level (Lo-Mi2-Mi1-Hi) dB
Unit drain pipe I.D. mm (in.)

Dimensions

In
do

or
 u

ni
t

W mm (in.)
D mm (in.)
H mm (in.)

Weight kg (lbs.)

PLA-RP6AA

PUHZ-RP6VHAOutdoor unir   Service Ref.

NOTE: 1. Rating conditions (ISO T1)
Cooling :     Indoor: D.B. 27: (80-F) W.B. 19: (66-F)     Outdoor: D.B. 35: (95-F) W.B. 24: (75-F)
Heating :     Indoor: D.B. 20: (68-F)     Outdoor: D.B. 7: (45-F) W.B. 6: (43-F)
Refrigerant piping length (one way) : 5m (16ft.)

2. Guaranteed operating range

Indoor  Outdoor

Cooling
Upper limit  D.B. 35:,  W.B. 22.5:  D.B. 46:
Lower limit  D.B. 19 :,  W.B. 15:  D.B. -5:

Heating
Upper limit  D.B. 28:  D.B. 21:, W.B. 15:
Lower limit  D.B. 17:  D.B. -11:, W.B. -12: 

4. Above data based on indicated voltage
Indoor unit Single phase 230V 50Hz
Outdoor unit Single phase 230V 50Hz

3.   Guaranteed voltage
  198~264V, 50Hz

5.   Refer to the data book of outdoor unit for tha outdoor 
  unit's specifications.
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PLA-RP2.5,3AA

PLA-RP1.6,2AA

Models

PLA-RP4,5,6AA

Refrigerant pipe(9.52mm dia.)
flared connection 3/8F

FOR PUHZ-RP type
Refrigerant pipe(6.35mm dia.)
flared connection 1/4F

FOR PU(H)-P type
Refrigerant pipe(9.52mm dia.)
flared connection 3/8F

Refrigerant pipe(9.52mm dia.)
flared connection 3/8F

Refrigerant pipe(15.88mm dia.)
flared connection 5/8F

FOR PUHZ-RP type
Refrigerant pipe(12.7mm dia.)
flared connection 1/2F

FOR PU(H)-P type
Refrigerant pipe(15.88mm dia.)
flared connection 5/8F

241

281

A

258

298

B

80

84

C

FOR PUHZ-RP type
Refrigerant pipe(15.88mm dia.)
flared connection 5/8F

21

FOR PU(H)-P type
Refrigerant pipe(19.05mm dia.)
flared connection 3/4F

Receiver
Operation lamp

DEFROST/STAND BY lamp

Emergency operation switch (cooling)

A   (WIRELESS PANEL)

Emergency operation switch (heating)

Branch duct hole
(Cut out hole)

{175

{150

14 - {2.8
Burring hole

350

90

70
_

100 100 90

10
0

13
0

15
5

16
7

S
us

pe
ns

io
n 

bo
lt 

pi
tc

h

C
ei

lin
g 

ho
le

Branch
duct hole

Suspension bolt pitch

Ceiling hole

840

197 159

15
9

60
5

15
9

19
2

98 89 C

84
0

86
0 

- 
91

0
20

 -
 4

5
20

 -
 4

5

20 - 4520 - 45

Fresh air intake

Branch duct hole

860 - 910

810

159

16

Terminal block

Drain pipe
VP-25connection
(O.D.{32)

Ceiling surfacePower line entry
Suspension bolt lower edge

Suspension bolt M10
or W3/8

Control wire entry

Feeding hole
(Drain pump)

37428660

17
+

5 0 30

19
0

17
0

14
0

50
 -

 7
0

10
5

A
B

1

2

High efficiency filter
& Fresh air intake casement (option)

17
+

5 0
13

5

Air outlet hole

Vane motor

Auto vane

Drain hole

Grille

A
ir 

ou
tle

t h
ol

e

A
ir 

in
ta

ke
 h

ol
e

411

Air intake hole
Air intake grille 577

77 51

M

M

M

A

M

950

51
77

95
0

57
7

41
1

Unit : mm

PLA-RP1.6AA PLA-RP2AA PLA-RP2.5AA
PLA-RP3AA PLA-RP4AA PLA-RP5AA PLA-RP6AA

A.1.3  OUTLINES AND DIMENSIONS
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[Servicing]

Fasten terminal of the terminal board "TB4" equips lock system.
To remove the fastened terminal, pull it while pressing the protruding portion (locking lever) of
the terminal. The fastened terminal protruding portion should face upward.

NOTES:

1.Since the outdoor side electric wiring may change be sure to 
   check the outdoor unit electric wiring for servicing.
2.Indoor and outdoor connecting wires are made with polarities, make
   wiring matching terminal numbers (S1,S2,S3).
3.Symbols used in wiring diagram above are,             :Connector,      :Terminal (block).

Please set the voltage using
the remote controller.
For the setting method, please
refer to the indoor unit Installation
Manual.

TO OUTDOOR UNIT

C

TB4

H25

GRILLE

MVMVMV MV

5
555

PLA-RP4AA.UK
PLA-RP4AA1.UK

TRANSMISSION
WIRES DC12V

MODELS Manufacture Service board MODELS Manufacture Service board

SW1

B
LKBL

K

B
LK

B
LK

B
LK

B
LK

B
LU

B
LU

TH5

1 2

PIPE
CN29
(BLK)

REMOCON
CN22
(BLU) WIRELESS

CN90
(WHT)

SW1SW2SWE

VANE
CN6V
(WHT)POWER

CN03
(RED)

POWER
CN2D
(WHT)

LIQUID
 CN21
(WHT)

INTAKE
 CN20
(RED)

D.SENSOR
  CN31
  (WHT)

D.HEATER
CNC (RED)

D.U.M
 CNP
(BLU)

 FAN
(WHT)

BRN
ORN
YLW

CONTROLLER BOARD
   CN02 (WHT)

OUTDOOR UNIT
 CN01 (BLU)

CN2S(WHT)

B
LK

W
H

T

Y
LW

O
R

N
B

R
N

Y
LW

Y
LW

Y
LW

Y
LW

B
LK

R
E

D
W

H
T

CNB

W.B

LED1LED2
BZ

RU
SW1 SW2

X4

X4
J15

J22J21 J24J23

J22J21 J24J23

J22J21 J24J23

J22J21 J24J23

OFF
ON

OFF
ON

4321

OFF
ON

4321

OFF
ON

4321

OFF
ON

4321

4321

J21J22J23J24

PLA-RP3AA.UK
PLA-RP3AA1.UK

R.B

9

X1 X1

5

31

CN32

CN2LCN41

1 2 3

1 231 5

TH1
2
TB5

1

1 2
TB6

CN2

TH2

DS

3
2
1

DC14V

1
2
3

1 2

J11
J12
J13
J14

2121

LED1LED2LED3

ZNR

DP

3

FC

531 1

1
2

ON
OFF

J21
J22
J23
J24

C

MF

I.B

321

P.B
F1

TB4
S1
S2
S3

PLA-RP1.6,2,2.5AA.UK
PLA-RP3,4,5,6AA.UK
PLA-RP3,4,5,6AA1.UK

1

J11J12J13J14

2

J15

3 4 5
ON
OFF

SW2

PLA-RP5AA1.UK
PLA-RP6AA.UK
PLA-RP6AA1.UK

MODELS Manufacture Service board

J22J21 J24J23 OFF
ON

OFF
ON

4321

4321

J21J22J23J24

PLA-RP5AA.UK

PLA-RP1.6AA.UK

PLA-RP2AA.UK

PLA-RP2.5AA.UK

10598476321
1 2 3

CONNECTOR (PROGRAM TIMER)

TRANSMISSION LINE)
TERMINAL BLOCK (REMOTE CONTROLLER

REMOTE CONTROLLER BOARD
(0:/15kΩ, 25:/5.4kΩ DETECT)
COND./EVA. TEMPERATURE THERMISTOR
(0:/15kΩ, 25:/5.4kΩ DETECT)
PIPE TEMPERATURE THERMISTOR/LIQUID
(0:/15kΩ, 25:/5.4kΩ DETECT)
ROOM TEMPERATURE THERMISTOR
TRANSMISSION LINE)
TERMINAL BLOCK (REMOTE CONTROLLER
TERMINAL BLOCK (INDOOR/OUTDOOR CONNECTING LINE)

CN2
TB6

R.B

TH5

TH2

TH1

TB5
TB4

DEW PREVENTION HEATERH2

W.B
SYMBOL NAME

WIRELESS REMOTE CONTROLLER BOARD
RECEIVING UNIT
BUZZER

LED (HOT ADJUST)
SWITCH (HEATING ON/OFF)

LED (RUN INDICATOR)
BZ
LED1

RU

LED2
SW1
SW2 SWITCH (COOLING ON/OFF)

SYMBOL SYMBOLNAME NAME

I.B

INDOOR POWER BOARD
FUSE (4A)
VARISTOR
INDOOR CONTROLLER BOARD

CN2L
CN32
CN41
SW1
SW2
SWE
X1
X4
FC

CONNECTOR (LOSSNAY)
CONNECTOR (REMOTE SWITCH)
CONNECTOR (HA TERMINAL-A)
JUMPER WIRE (MODEL SELECTION)
JUMPER WIRE (CAPACITY CORD)
SWITCH (EMERGENCY OPERATION)
RELAY (DRAIN PUMP)
RELAY (FAN MOTOR)
FAN PHASE CONTROL

C CAPACITOR (FAN MOTOR)
MF FAN MOTOR

DP
DS DRAIN SENSOR

P.B

ZNR
F1 DRAIN-UP MACHINE

LED1
LED2

POWER SUPPLY (I.B)
POWER SUPPLY (I.B)

MV VANE MOTOR

LED3 TRANSMISSION (INDOOR-OUTDOOR)

[LEGEND]

PLA-RP1.6AA PLA-RP2AA PLA-RP2.5AA
PLA-RP3AA PLA-RP4AA PLA-RP5AA PLA-RP6AA

A.1.4  WIRING DIAGRAM
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A-11

Thermistor TH2
Pipe temperature (Liquid)

Distributor
with strainer(#50)

Thermistor TH5
(Cond./Eva. temperature)

Thermistor TH1
(Room temperature)

Refrigerant flow in cooling

Refrigerant flow in heating

Strainer(#50)

Strainer(#50)

Heat exchanger
Refrigerant GAS pipe connection
(Flare)

Refrigerant LIQUID pipe connection
(Flare)

Unit : mm(inch)

PLA-RP1.6AA PLA-RP2AA PLA-RP2.5AA
PLA-RP3AA PLA-RP4AA PLA-RP5AA PLA-RP6AA

A.1.5  REFRIGERANT SYSTEM DIAGRAM
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A-12

COOLING CAPACITY 
PLA-RP1.6AA / PUHZ-RP1.6VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

3564
3816
4104
3564
3816
4104
3564
3816
4104
4374
3564
3816
4104
4374
3564
3816
4104
4374
3564
3816
4104
4374
3564
3816
4104
4374
3564
3816
4104
4374
3564
3816
4104
4374

2816
2557
2257
3101
2862
2586
3386
3167
2914
2581
3564
3473
3242
2931
3564
3625
3406
3106
3564
3778
3570
3281
3564
3816
3899
3630
3564
3816
4104
3980
3564
3816
4104
4330

0.79
0.67
0.55
0.87
0.75
0.63
0.95
0.83
0.71
0.59
1.00
0.91
0.79
0.67
1.00
0.95
0.83
0.71
1.00
0.99
0.87
0.75
1.00
1.00
0.95
0.83
1.00
1.00
1.00
0.91
1.00
1.00
1.00
0.99

0.86
0.87
0.90
0.86
0.87
0.90
0.86
0.87
0.90
0.92
0.86
0.87
0.90
0.92
0.86
0.87
0.90
0.92
0.86
0.87
0.90
0.92
0.86
0.87
0.90
0.92
0.86
0.87
0.90
0.92
0.86
0.87
0.90
0.92

3456
3708
4014
3456
3708
4014
3456
3708
4014
4284
3456
3708
4014
4284
3456
3708
4014
4284
3456
3708
4014
4284
3456
3708
4014
4284
3456
3708
4014
4284
3456
3708
4014
4284

2730
2484
2208
3007
2781
2529
3283
3078
2850
2528
3456
3374
3171
2870
3456
3523
3332
3042
3456
3671
3492
3213
3456
3708
3813
3556
3456
3708
4014
3898
3456
3708
4014
4241

0.79
0.67
0.55
0.87
0.75
0.63
0.95
0.83
0.71
0.59
1.00
0.91
0.79
0.67
1.00
0.95
0.83
0.71
1.00
0.99
0.87
0.75
1.00
1.00
0.95
0.83
1.00
1.00
1.00
0.91
1.00
1.00
1.00
0.99

0.90
0.92
0.94
0.90
0.92
0.94
0.90
0.92
0.94
0.97
0.90
0.92
0.94
0.97
0.90
0.92
0.94
0.97
0.90
0.92
0.94
0.97
0.90
0.92
0.94
0.97
0.90
0.92
0.94
0.97
0.90
0.92
0.94
0.97

3348
3582
3906
3348
3582
3906
3348
3582
3906
4176
3348
3582
3906
4176
3348
3582
3906
4176
3348
3582
3906
4176
3348
3582
3906
4176
3348
3582
3906
4176
3348
3582
3906
4176

2645
2400
2148
2913
2687
2461
3181
2973
2773
2464
3348
3260
3086
2798
3348
3403
3242
2965
3348
3546
3398
3132
3348
3582
3711
3466
3348
3582
3906
3800
3348
3582
3906
4134

0.79
0.67
0.55
0.87
0.75
0.63
0.95
0.83
0.71
0.59
1.00
0.91
0.79
0.67
1.00
0.95
0.83
0.71
1.00
0.99
0.87
0.75
1.00
1.00
0.95
0.83
1.00
1.00
1.00
0.91
1.00
1.00
1.00
0.99

0.96
0.98
1.01
0.96
0.98
1.01
0.96
0.98
1.01
1.04
0.96
0.98
1.01
1.04
0.96
0.98
1.01
1.04
0.96
0.98
1.01
1.04
0.96
0.98
1.01
1.04
0.96
0.98
1.01
1.04
0.96
0.98
1.01
1.04

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

20 25 30
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.

A.1.6  PERFORMANCE DATA
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A-13

COOLING CAPACITY
PLA-RP1.6AA / PUHZ-RP1.6VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

3204
3456
3744
3204
3456
3744
3204
3456
3744
4032
3204
3456
3744
4032
3204
3456
3744
4032
3204
3456
3744
4032
3204
3456
3744
4032
3204
3456
3744
4032
3204
3456
3744
4032

2531
2316
2059
2787
2592
2359
3044
2868
2658
2379
3204
3145
2958
2701
3204
3283
3108
2863
3204
3421
3257
3024
3204
3456
3557
3347
3204
3456
3744
3669
3204
3456
3744
3992

0.79
0.67
0.55
0.87
0.75
0.63
0.95
0.83
0.71
0.59
1.00
0.91
0.79
0.67
1.00
0.95
0.83
0.71
1.00
0.99
0.87
0.75
1.00
1.00
0.95
0.83
1.00
1.00
1.00
0.91
1.00
1.00
1.00
0.99

1.03
1.05
1.08
1.03
1.05
1.08
1.03
1.05
1.08
1.10
1.03
1.05
1.08
1.10
1.03
1.05
1.08
1.10
1.03
1.05
1.08
1.10
1.03
1.05
1.08
1.10
1.03
1.05
1.08
1.10
1.03
1.05
1.08
1.10

3060
3348
3600
3060
3348
3600
3060
3348
3600
3888
3060
3348
3600
3888
3060
3348
3600
3888
3060
3348
3600
3888
3060
3348
3600
3888
3060
3348
3600
3888
3060
3348
3600
3888

2417
2243
1980
2662
2511
2268
2907
2779
2556
2294
3060
3047
2844
2605
3060
3181
2988
2760
3060
3315
3132
2916
3060
3348
3420
3227
3060
3348
3600
3538
3060
3348
3600
3849

0.79
0.67
0.55
0.87
0.75
0.63
0.95
0.83
0.71
0.59
1.00
0.91
0.79
0.67
1.00
0.95
0.83
0.71
1.00
0.99
0.87
0.75
1.00
1.00
0.95
0.83
1.00
1.00
1.00
0.91
1.00
1.00
1.00
0.99

1.10
1.13
1.16
1.10
1.13
1.16
1.10
1.13
1.16
1.19
1.10
1.13
1.16
1.19
1.10
1.13
1.16
1.19
1.10
1.13
1.16
1.19
1.10
1.13
1.16
1.19
1.10
1.13
1.16
1.19
1.10
1.13
1.16
1.19

2916
3132
3384
2916
3132
3384
2916
3132
3384
3672
2916
3132
3384
3672
2916
3132
3384
3672
2916
3132
3384
3672
2916
3132
3384
3672
2916
3132
3384
3672
2916
3132
3384
3672

2304
2098
1861
2537
2349
2132
2770
2600
2403
2166
2916
2850
2673
2460
2916
2975
2809
2607
2916
3101
2944
2754
2916
3132
3215
3048
2916
3132
3384
3342
2916
3132
3384
3635

0.79
0.67
0.55
0.87
0.75
0.63
0.95
0.83
0.71
0.59
1.00
0.91
0.79
0.67
1.00
0.95
0.83
0.71
1.00
0.99
0.87
0.75
1.00
1.00
0.95
0.83
1.00
1.00
1.00
0.91
1.00
1.00
1.00
0.99

1.19
1.22
1.24
1.19
1.22
1.24
1.19
1.22
1.24
1.26
1.19
1.22
1.24
1.26
1.19
1.22
1.24
1.26
1.19
1.22
1.24
1.26
1.19
1.22
1.24
1.26
1.19
1.22
1.24
1.26
1.19
1.22
1.24
1.26

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

35 40 45
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A-14

COOLING CAPACITY
PLA-RP2AA / PUHZ-RP2VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

4950
5300
5700
4950
5300
5700
4950
5300
5700
6075
4950
5300
5700
6075
4950
5300
5700
6075
4950
5300
5700
6075
4950
5300
5700
6075
4950
5300
5700
6075
4950
5300
5700
6075

3762
3392
2964
4158
3816
3420
4554
4240
3876
3402
4950
4664
4332
3888
4950
4876
4560
4131
4950
5088
4788
4374
4950
5300
5244
4860
4950
5300
5700
5346
4950
5300
5700
5832

0.76
0.64
0.52
0.84
0.72
0.60
0.92
0.80
0.68
0.56
1.00
0.88
0.76
0.64
1.00
0.92
0.80
0.68
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88
1.00
1.00
1.00
0.96

1.24
1.26
1.30
1.24
1.26
1.30
1.24
1.26
1.30
1.33
1.24
1.26
1.30
1.33
1.24
1.26
1.30
1.33
1.24
1.26
1.30
1.33
1.24
1.26
1.30
1.33
1.24
1.26
1.30
1.33
1.24
1.26
1.30
1.33

4800
5150
5575
4800
5150
5575
4800
5150
5575
5950
4800
5150
5575
5950
4800
5150
5575
5950
4800
5150
5575
5950
4800
5150
5575
5950
4800
5150
5575
5950
4800
5150
5575
5950

3648
3296
2899
4032
3708
3345
4416
4120
3791
3332
4800
4532
4237
3808
4800
4738
4460
4046
4800
4944
4683
4284
4800
5150
5129
4760
4800
5150
5575
5236
4800
5150
5575
5712

0.76
0.64
0.52
0.84
0.72
0.60
0.92
0.80
0.68
0.56
1.00
0.88
0.76
0.64
1.00
0.92
0.80
0.68
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88
1.00
1.00
1.00
0.96

1.31
1.33
1.36
1.31
1.33
1.36
1.31
1.33
1.36
1.41
1.31
1.33
1.36
1.41
1.31
1.33
1.36
1.41
1.31
1.33
1.36
1.41
1.31
1.33
1.36
1.41
1.31
1.33
1.36
1.41
1.31
1.33
1.36
1.41

4650
4975
5425
4650
4975
5425
4650
4975
5425
5800
4650
4975
5425
5800
4650
4975
5425
5800
4650
4975
5425
5800
4650
4975
5425
5800
4650
4975
5425
5800
4650
4975
5425
5800

3534
3184
2821
3906
3582
3255
4278
3980
3689
3248
4650
4378
4123
3712
4650
4577
4340
3944
4650
4776
4557
4176
4650
4975
4991
4640
4650
4975
5425
5104
4650
4975
5425
5568

0.76
0.64
0.52
0.84
0.72
0.60
0.92
0.80
0.68
0.56
1.00
0.88
0.76
0.64
1.00
0.92
0.80
0.68
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88
1.00
1.00
1.00
0.96

1.39
1.43
1.46
1.39
1.43
1.46
1.39
1.43
1.46
1.50
1.39
1.43
1.46
1.50
1.39
1.43
1.46
1.50
1.39
1.43
1.46
1.50
1.39
1.43
1.46
1.50
1.39
1.43
1.46
1.50
1.39
1.43
1.46
1.50

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

20 25 30
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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COOLING CAPACITY 
PLA-RP2AA / PUHZ-RP2VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

4450
4800
5200
4450
4800
5200
4450
4800
5200
5600
4450
4800
5200
5600
4450
4800
5200
5600
4450
4800
5200
5600
4450
4800
5200
5600
4450
4800
5200
5600
4450
4800
5200
5600

3382
3072
2704
3738
3456
3120
4094
3840
3536
3136
4450
4224
3952
3584
4450
4416
4160
3808
4450
4608
4368
4032
4450
4800
4784
4480
4450
4800
5200
4928
4450
4800
5200
5376

0.76
0.64
0.52
0.84
0.72
0.60
0.92
0.80
0.68
0.56
1.00
0.88
0.76
0.64
1.00
0.92
0.80
0.68
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88
1.00
1.00
1.00
0.96

1.49
1.53
1.57
1.49
1.53
1.57
1.49
1.53
1.57
1.60
1.49
1.53
1.57
1.60
1.49
1.53
1.57
1.60
1.49
1.53
1.57
1.60
1.49
1.53
1.57
1.60
1.49
1.53
1.57
1.60
1.49
1.53
1.57
1.60

4250
4650
5000
4250
4650
5000
4250
4650
5000
5400
4250
4650
5000
5400
4250
4650
5000
5400
4250
4650
5000
5400
4250
4650
5000
5400
4250
4650
5000
5400
4250
4650
5000
5400

3230
2976
2600
3570
3348
3000
3910
3720
3400
3024
4250
4092
3800
3456
4250
4278
4000
3672
4250
4464
4200
3888
4250
4650
4600
4320
4250
4650
5000
4752
4250
4650
5000
5184

0.76
0.64
0.52
0.84
0.72
0.60
0.92
0.80
0.68
0.56
1.00
0.88
0.76
0.64
1.00
0.92
0.80
0.68
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88
1.00
1.00
1.00
0.96

1.60
1.64
1.67
1.60
1.64
1.67
1.60
1.64
1.67
1.72
1.60
1.64
1.67
1.72
1.60
1.64
1.67
1.72
1.60
1.64
1.67
1.72
1.60
1.64
1.67
1.72
1.60
1.64
1.67
1.72
1.60
1.64
1.67
1.72

4050
4350
4700
4050
4350
4700
4050
4350
4700
5100
4050
4350
4700
5100
4050
4350
4700
5100
4050
4350
4700
5100
4050
4350
4700
5100
4050
4350
4700
5100
4050
4350
4700
5100

3078
2784
2444
3402
3132
2820
3726
3480
3196
2856
4050
3828
3572
3264
4050
4002
3760
3468
4050
4176
3948
3672
4050
4350
4324
4080
4050
4350
4700
4488
4050
4350
4700
4896

0.76
0.64
0.52
0.84
0.72
0.60
0.92
0.80
0.68
0.56
1.00
0.88
0.76
0.64
1.00
0.92
0.80
0.68
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88
1.00
1.00
1.00
0.96

1.73
1.77
1.80
1.73
1.77
1.80
1.73
1.77
1.80
1.83
1.73
1.77
1.80
1.83
1.73
1.77
1.80
1.83
1.73
1.77
1.80
1.83
1.73
1.77
1.80
1.83
1.73
1.77
1.80
1.83
1.73
1.77
1.80
1.83

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

35 40 45
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A-16

COOLING CAPACITY
PLA-RP2.5AA / PUHZ-RP2.5VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

5940
6360
6840
5940
6360
6840
5940
6360
6840
7290
5940
6360
6840
7290
5940
6360
6840
7290
5940
6360
6840
7290
5940
6360
6840
7290
5940
6360
6840
7290
5940
6360
6840
7290

4039
3562
3010
4514
4070
3557
4990
4579
4104
3499
5465
5088
4651
4082
5702
5342
4925
4374
5940
5597
5198
4666
5940
6106
5746
5249
5940
6360
6293
5832
5940
6360
6840
6415

0.68
0.56
0.44
0.76
0.64
0.52
0.84
0.72
0.60
0.48
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.88
0.76
0.64
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88

1.32
1.34
1.39
1.32
1.34
1.39
1.32
1.34
1.39
1.42
1.32
1.34
1.39
1.42
1.32
1.34
1.39
1.42
1.32
1.34
1.39
1.42
1.32
1.34
1.39
1.42
1.32
1.34
1.39
1.42
1.32
1.34
1.39
1.42

5760
6180
6690
5760
6180
6690
5760
6180
6690
7140
5760
6180
6690
7140
5760
6180
6690
7140
5760
6180
6690
7140
5760
6180
6690
7140
5760
6180
6690
7140
5760
6180
6690
7140

3917
3461
2944
4378
3955
3479
4838
4450
4014
3427
5299
4944
4549
3998
5530
5191
4817
4284
5760
5438
5084
4570
5760
5933
5620
5141
5760
6180
6155
5712
5760
6180
6690
6283

0.68
0.56
0.44
0.76
0.64
0.52
0.84
0.72
0.60
0.48
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.88
0.76
0.64
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88

1.39
1.42
1.45
1.39
1.42
1.45
1.39
1.42
1.45
1.50
1.39
1.42
1.45
1.50
1.39
1.42
1.45
1.50
1.39
1.42
1.45
1.50
1.39
1.42
1.45
1.50
1.39
1.42
1.45
1.50
1.39
1.42
1.45
1.50

5580
5970
6510
5580
5970
6510
5580
5970
6510
6960
5580
5970
6510
6960
5580
5970
6510
6960
5580
5970
6510
6960
5580
5970
6510
6960
5580
5970
6510
6960
5580
5970
6510
6960

3794
3343
2864
4241
3821
3385
4687
4298
3906
3341
5134
4776
4427
3898
5357
5015
4687
4176
5580
5254
4948
4454
5580
5731
5468
5011
5580
5970
5989
5568
5580
5970
6510
6125

0.68
0.56
0.44
0.76
0.64
0.52
0.84
0.72
0.60
0.48
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.88
0.76
0.64
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88

1.48
1.52
1.55
1.48
1.52
1.55
1.48
1.52
1.55
1.60
1.48
1.52
1.55
1.60
1.48
1.52
1.55
1.60
1.48
1.52
1.55
1.60
1.48
1.52
1.55
1.60
1.48
1.52
1.55
1.60
1.48
1.52
1.55
1.60

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

20 25 30
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A-17

COOLING CAPACITY
PLA-RP2.5AA / PUHZ-RP2.5VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

5340
5760
6240
5340
5760
6240
5340
5760
6240
6720
5340
5760
6240
6720
5340
5760
6240
6720
5340
5760
6240
6720
5340
5760
6240
6720
5340
5760
6240
6720
5340
5760
6240
6720

3631
3226
2746
4058
3686
3245
4486
4147
3744
3226
4913
4608
4243
3763
5126
4838
4493
4032
5340
5069
4742
4301
5340
5530
5242
4838
5340
5760
5741
5376
5340
5760
6240
5914

0.68
0.56
0.44
0.76
0.64
0.52
0.84
0.72
0.60
0.48
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.88
0.76
0.64
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88

1.58
1.63
1.67
1.58
1.63
1.67
1.58
1.63
1.67
1.70
1.58
1.63
1.67
1.70
1.58
1.63
1.67
1.70
1.58
1.63
1.67
1.70
1.58
1.63
1.67
1.70
1.58
1.63
1.67
1.70
1.58
1.63
1.67
1.70

5100
5580
6000
5100
5580
6000
5100
5580
6000
6480
5100
5580
6000
6480
5100
5580
6000
6480
5100
5580
6000
6480
5100
5580
6000
6480
5100
5580
6000
6480
5100
5580
6000
6480

3468
3125
2640
3876
3571
3120
4284
4018
3600
3110
4692
4464
4080
3629
4896
4687
4320
3888
5100
4910
4560
4147
5100
5357
5040
4666
5100
5580
5520
5184
5100
5580
6000
5702

0.68
0.56
0.44
0.76
0.64
0.52
0.84
0.72
0.60
0.48
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.88
0.76
0.64
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88

1.70
1.75
1.78
1.70
1.75
1.78
1.70
1.75
1.78
1.83
1.70
1.75
1.78
1.83
1.70
1.75
1.78
1.83
1.70
1.75
1.78
1.83
1.70
1.75
1.78
1.83
1.70
1.75
1.78
1.83
1.70
1.75
1.78
1.83

4860
5220
5640
4860
5220
5640
4860
5220
5640
6120
4860
5220
5640
6120
4860
5220
5640
6120
4860
5220
5640
6120
4860
5220
5640
6120
4860
5220
5640
6120
4860
5220
5640
6120

3305
2923
2482
3694
3341
2933
4082
3758
3384
2938
4471
4176
3835
3427
4666
4385
4061
3672
4860
4594
4286
3917
4860
5011
4738
4406
4860
5220
5189
4896
4860
5220
5640
5386

0.68
0.56
0.44
0.76
0.64
0.52
0.84
0.72
0.60
0.48
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.88
0.76
0.64
1.00
0.96
0.84
0.72
1.00
1.00
0.92
0.80
1.00
1.00
1.00
0.88

1.84
1.88
1.91
1.84
1.88
1.91
1.84
1.88
1.91
1.95
1.84
1.88
1.91
1.95
1.84
1.88
1.91
1.95
1.84
1.88
1.91
1.95
1.84
1.88
1.91
1.95
1.84
1.88
1.91
1.95
1.84
1.88
1.91
1.95

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

35 40 45
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A-18

COOLING CAPACITY
PLA-RP3AA / PUHZ-RP3VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

7,029
7,526
8,094
7,029
7,526
8,094
7,029
7,526
8,094
8,627
7,029
7,526
8,094
8,627
7,029
7,526
8,094
8,627
7,029
7,526
8,094
8,627
7,029
7,526
8,094
8,627
7,029
7,526
8,094
8,627
7,029
7,526
8,094
8,627

4,499
3,914
3,238
5,061
4,516
3,885
5,623
5,118
4,533
3,796
6,186
5,720
5,180
4,486
6,467
6,021
5,504
4,831
6,748
6,322
5,828
5,176
7,029
6,924
6,475
5,866
7,029
7,526
7,123
6,556
7,029
7,526
7,770
7,246

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

1.58
1.61
1.65
1.58
1.61
1.65
1.58
1.61
1.65
1.69
1.58
1.61
1.65
1.69
1.58
1.61
1.65
1.69
1.58
1.61
1.65
1.69
1.58
1.61
1.65
1.69
1.58
1.61
1.65
1.69
1.58
1.61
1.65
1.69

6,816
7,313
7,917
6,816
7,313
7,917
6,816
7,313
7,917
8,449
6,816
7,313
7,917
8,449
6,816
7,313
7,917
8,449
6,816
7,313
7,917
8,449
6,816
7,313
7,917
8,449
6,816
7,313
7,917
8,449
6,816
7,313
7,917
8,449

4,362
3,803
3,167
4,908
4,388
3,800
5,453
4,973
4,433
3,718
5,998
5,558
5,067
4,393
6,271
5,850
5,383
4,731
6,543
6,143
5,700
5,069
6,816
6,728
6,333
5,745
6,816
7,313
6,967
6,421
6,816
7,313
7,600
7,097

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

1.66
1.69
1.73
1.66
1.69
1.73
1.66
1.69
1.73
1.79
1.66
1.69
1.73
1.79
1.66
1.69
1.73
1.79
1.66
1.69
1.73
1.79
1.66
1.69
1.73
1.79
1.66
1.69
1.73
1.79
1.66
1.69
1.73
1.79

6,603
7,065
7,704
6,603
7,065
7,704
6,603
7,065
7,704
8,236
6,603
7,065
7,704
8,236
6,603
7,065
7,704
8,236
6,603
7,065
7,704
8,236
6,603
7,065
7,704
8,236
6,603
7,065
7,704
8,236
6,603
7,065
7,704
8,236

4,226
3,674
3,081
4,754
4,239
3,698
5,282
4,804
4,314
3,624
5,811
5,369
4,930
4,283
6,075
5,652
5,238
4,612
6,339
5,934
5,547
4,942
6,603
6,499
6,163
5,600
6,603
7,065
6,779
6,259
6,603
7,065
7,395
6,918

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

1.76
1.81
1.85
1.76
1.81
1.85
1.76
1.81
1.85
1.91
1.76
1.81
1.85
1.91
1.76
1.81
1.85
1.91
1.76
1.81
1.85
1.91
1.76
1.81
1.85
1.91
1.76
1.81
1.85
1.91
1.76
1.81
1.85
1.91

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

20 25 30
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A

COOLING CAPACITY
PLA-RP3AA / PUHZ-RP3VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

6,319
6,816
7,384
6,319
6,816
7,384
6,319
6,816
7,384
7,952
6,319
6,816
7,384
7,952
6,319
6,816
7,384
7,952
6,319
6,816
7,384
7,952
6,319
6,816
7,384
7,952
6,319
6,816
7,384
7,952
6,319
6,816
7,384
7,952

4,044
3,544
2,954
4,550
4,090
3,544
5,055
4,635
4,135
3,499
5,561
5,180
4,726
4,135
5,813
5,453
5,021
4,453
6,066
5,725
5,316
4,771
6,319
6,271
5,907
5,407
6,319
6,816
6,498
6,044
6,319
6,816
7,089
6,680

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

1.89
1.94
1.99
1.89
1.94
1.99
1.89
1.94
1.99
2.03
1.89
1.94
1.99
2.03
1.89
1.94
1.99
2.03
1.89
1.94
1.99
2.03
1.89
1.94
1.99
2.03
1.89
1.94
1.99
2.03
1.89
1.94
1.99
2.03

6,035
6,603
7,100
6,035
6,603
7,100
6,035
6,603
7,100
7,668
6,035
6,603
7,100
7,668
6,035
6,603
7,100
7,668
6,035
6,603
7,100
7,668
6,035
6,603
7,100
7,668
6,035
6,603
7,100
7,668
6,035
6,603
7,100
7,668

3,862
3,434
2,840
4,345
3,962
3,408
4,828
4,490
3,976
3,374
5,311
5,018
4,544
3,987
5,552
5,282
4,828
4,294
5,794
5,547
5,112
4,601
6,035
6,075
5,680
5,214
6,035
6,603
6,248
5,828
6,035
6,603
6,816
6,441

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

2.03
2.09
2.13
2.03
2.09
2.13
2.03
2.09
2.13
2.19
2.03
2.09
2.13
2.19
2.03
2.09
2.13
2.19
2.03
2.09
2.13
2.19
2.03
2.09
2.13
2.19
2.03
2.09
2.13
2.19
2.03
2.09
2.13
2.19

5,751
6,177
6,674
5,751
6,177
6,674
5,751
6,177
6,674
7,242
5,751
6,177
6,674
7,242
5,751
6,177
6,674
7,242
5,751
6,177
6,674
7,242
5,751
6,177
6,674
7,242
5,751
6,177
6,674
7,242
5,751
6,177
6,674
7,242

3,681
3,212
2,670
4,141
3,706
3,204
4,601
4,200
3,737
3,186
5,061
4,695
4,271
3,766
5,291
4,942
4,538
4,056
5,521
5,189
4,805
4,345
5,751
5,683
5,339
4,925
5,751
6,177
5,873
5,504
5,751
6,177
6,407
6,083

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

2.20
2.25
2.29
2.20
2.25
2.29
2.20
2.25
2.29
2.32
2.20
2.25
2.29
2.32
2.20
2.25
2.29
2.32
2.20
2.25
2.29
2.32
2.20
2.25
2.29
2.32
2.20
2.25
2.29
2.32
2.20
2.25
2.29
2.32

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

35 40 45
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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COOLING CAPACITY
PLA-RP4AA / PUHZ-RP4VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

9,900
10,600
11,400
9,900
10,600
11,400
9,900
10,600
11,400
12,150
9,900
10,600
11,400
12,150
9,900
10,600
11,400
12,150
9,900
10,600
11,400
12,150
9,900
10,600
11,400
12,150
9,900
10,600
11,400
12,150
9,900
10,600
11,400
12,150

6,435
5,618
4,674
7,227
6,466
5,586
8,019
7,314
6,498
5,468
8,811
8,162
7,410
6,440
9,207
8,586
7,866
6,926
9,603
9,010
8,322
7,412
9,900
9,858
9,234
8,384
9,900
10,600
10,146
9,356
9,900
10,600
11,058
10,328

0.65
0.53
0.41
0.73
0.61
0.49
0.81
0.69
0.57
0.45
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
0.97
0.85
0.73
0.61
1.00
0.93
0.81
0.69
1.00
1.00
0.89
0.77
1.00
1.00
0.97
0.85

2.42
2.47
2.55
2.42
2.47
2.55
2.42
2.47
2.55
2.61
2.42
2.47
2.55
2.61
2.42
2.47
2.55
2.61
2.42
2.47
2.55
2.61
2.42
2.47
2.55
2.61
2.42
2.47
2.55
2.61
2.42
2.47
2.55
2.61

9,600
10,300
11,150
9,600

10,300
11,150
9,600

10,300
11,150
11,900
9,600

10,300
11,150
11,900
9,600

10,300
11,150
11,900
9,600

10,300
11,150
11,900
9,600

10,300
11,150
11,900
9,600

10,300
11,150
11,900
9,600

10,300
11,150
11,900

6,240
5,459
4,572
7,008
6,283
5,464
7,776
7,107
6,356
5,355
8,544
7,931
7,248
6,307
8,928
8,343
7,694
6,783
9,312
8,755
8,140
7,259
9,600
9,579
9,032
8,211
9,600

10,300
9,924
9,163
9,600

10,300
10,816
10,115

0.65
0.53
0.41
0.73
0.61
0.49
0.81
0.69
0.57
0.45
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
0.97
0.85
0.73
0.61
1.00
0.93
0.81
0.69
1.00
1.00
0.89
0.77
1.00
1.00
0.97
0.85

2.56
2.61
2.67
2.56
2.61
2.67
2.56
2.61
2.67
2.76
2.56
2.61
2.67
2.76
2.56
2.61
2.67
2.76
2.56
2.61
2.67
2.76
2.56
2.61
2.67
2.76
2.56
2.61
2.67
2.76
2.56
2.61
2.67
2.76

9,300
9,950

10,850
9,300
9,950

10,850
9,300
9,950

10,850
11,600
9,300
9,950

10,850
11,600
9,300
9,950

10,850
11,600
9,300
9,950

10,850
11,600
9,300
9,950

10,850
11,600
9,300
9,950

10,850
11,600
9,300
9,950

10,850
11,600

6,045
5,274
4,449
6,789
6,070
5,317
7,533
6,866
6,185
5,220
8,277
7,662
7,053
6,148
8,649
8,060
7,487
6,612
9,021
8,458
7,921
7,076
9,300
9,254
8,789
8,004
9,300
9,950
9,657
8,932
9,300
9,950

10,525
9,860

0.65
0.53
0.41
0.73
0.61
0.49
0.81
0.69
0.57
0.45
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
0.97
0.85
0.73
0.61
1.00
0.93
0.81
0.69
1.00
1.00
0.89
0.77
1.00
1.00
0.97
0.85

2.71
2.79
2.85
2.71
2.79
2.85
2.71
2.79
2.85
2.94
2.71
2.79
2.85
2.94
2.71
2.79
2.85
2.94
2.71
2.79
2.85
2.94
2.71
2.79
2.85
2.94
2.71
2.79
2.85
2.94
2.71
2.79
2.85
2.94

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

20 25 30
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A-21

COOLING CAPACITY 
PLA-RP4AA / PUHZ-RP4VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

8,900
9,600
10,400
8,900
9,600
10,400
8,900
9,600
10,400
11,200
8,900
9,600
10,400
11,200
8,900
9,600
10,400
11,200
8,900
9,600
10,400
11,200
8,900
9,600
10,400
11,200
8,900
9,600
10,400
11,200
8,900
9,600
10,400
11,200

5,785
5,088
4,264
6,497
5,856
5,096
7,209
6,624
5,928
5,040
7,921
7,392
6,760
5,936
8,277
7,776
7,176
6,384
8,633
8,160
7,592
6,832
8,900
8,928
8,424
7,728
8,900
9,600
9,256
8,624
8,900
9,600
10,088
9,520

0.65
0.53
0.41
0.73
0.61
0.49
0.81
0.69
0.57
0.45
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
0.97
0.85
0.73
0.61
1.00
0.93
0.81
0.69
1.00
1.00
0.89
0.77
1.00
1.00
0.97
0.85

2.91
2.98
3.06
2.91
2.98
3.06
2.91
2.98
3.06
3.12
2.91
2.98
3.06
3.12
2.91
2.98
3.06
3.12
2.91
2.98
3.06
3.12
2.91
2.98
3.06
3.12
2.91
2.98
3.06
3.12
2.91
2.98
3.06
3.12

8,500
9,300

10,000
8,500
9,300

10,000
8,500
9,300

10,000
10,800
8,500
9,300

10,000
10,800
8,500
9,300

10,000
10,800
8,500
9,300

10,000
10,800
8,500
9,300

10,000
10,800
8,500
9,300

10,000
10,800
8,500
9,300

10,000
10,800

5,525
4,929
4,100
6,205
5,673
4,900
6,885
6,417
5,700
4,860
7,565
7,161
6,500
5,724
7,905
7,533
6,900
6,156
8,245
7,905
7,300
6,588
8,500
8,649
8,100
7,452
8,500
9,300
8,900
8,316
8,500
9,300
9,700
9,180

0.65
0.53
0.41
0.73
0.61
0.49
0.81
0.69
0.57
0.45
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
0.97
0.85
0.73
0.61
1.00
0.93
0.81
0.69
1.00
1.00
0.89
0.77
1.00
1.00
0.97
0.85

3.12
3.21
3.27
3.12
3.21
3.27
3.12
3.21
3.27
3.36
3.12
3.21
3.27
3.36
3.12
3.21
3.27
3.36
3.12
3.21
3.27
3.36
3.12
3.21
3.27
3.36
3.12
3.21
3.27
3.36
3.12
3.21
3.27
3.36

8,100
8,700
9,400
8,100
8,700
9,400
8,100
8,700
9,400

10,200
8,100
8,700
9,400

10,200
8,100
8,700
9,400

10,200
8,100
8,700
9,400

10,200
8,100
8,700
9,400

10,200
8,100
8,700
9,400

10,200
8,100
8,700
9,400

10,200

5,265
4,611
3,854
5,913
5,307
4,606
6,561
6,003
5,358
4,590
7,209
6,699
6,110
5,406
7,533
7,047
6,486
5,814
7,857
7,395
6,862
6,222
8,100
8,091
7,614
7,038
8,100
8,700
8,366
7,854
8,100
8,700
9,118
8,670

0.65
0.53
0.41
0.73
0.61
0.49
0.81
0.69
0.57
0.45
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
0.97
0.85
0.73
0.61
1.00
0.93
0.81
0.69
1.00
1.00
0.89
0.77
1.00
1.00
0.97
0.85

3.38
3.45
3.51
3.38
3.45
3.51
3.38
3.45
3.51
3.58
3.38
3.45
3.51
3.58
3.38
3.45
3.51
3.58
3.38
3.45
3.51
3.58
3.38
3.45
3.51
3.58
3.38
3.45
3.51
3.58
3.38
3.45
3.51
3.58

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

35 40 45
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A-22

COOLING CAPACITY
PLA-RP5AA / PUHZ-RP5VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

12,375
13,250
14,250
12,375
13,250
14,250
12,375
13,250
14,250
15,188
12,375
13,250
14,250
15,188
12,375
13,250
14,250
15,188
12,375
13,250
14,250
15,188
12,375
13,250
14,250
15,188
12,375
13,250
14,250
15,188
12,375
13,250
14,250
15,188

7,920
6,890
5,700
8,910
7,950
6,840
9,900
9,010
7,980
6,683
10,890
10,070
9,120
7,898
11,385
10,600
9,690
8,505
11,880
11,130
10,260
9,113
12,375
12,190
11,400
10,328
12,375
13,250
12,540
11,543
12,375
13,250
13,680
12,758

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

3.11
3.17
3.27
3.11
3.17
3.27
3.11
3.17
3.27
3.35
3.11
3.17
3.27
3.35
3.11
3.17
3.27
3.35
3.11
3.17
3.27
3.35
3.11
3.17
3.27
3.35
3.11
3.17
3.27
3.35
3.11
3.17
3.27
3.35

12,000
12,875
13,938
12,000
12,875
13,938
12,000
12,875
13,938
14,875
12,000
12,875
13,938
14,875
12,000
12,875
13,938
14,875
12,000
12,875
13,938
14,875
12,000
12,875
13,938
14,875
12,000
12,875
13,938
14,875
12,000
12,875
13,938
14,875

7,680
6,695
5,575
8,640
7,725
6,690
9,600
8,755
7,805
6,545

10,560
9,785
8,920
7,735

11,040
10,300
9,478
8,330

11,520
10,815
10,035
8,925

12,000
11,845
11,150
10,115
12,000
12,875
12,265
11,305
12,000
12,875
13,380
12,495

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

3.29
3.35
3.42
3.29
3.35
3.42
3.29
3.35
3.42
3.54
3.29
3.35
3.42
3.54
3.29
3.35
3.42
3.54
3.29
3.35
3.42
3.54
3.29
3.35
3.42
3.54
3.29
3.35
3.42
3.54
3.29
3.35
3.42
3.54

11,625
12,438
13,563
11,625
12,438
13,563
11,625
12,438
13,563
14,500
11,625
12,438
13,563
14,500
11,625
12,438
13,563
14,500
11,625
12,438
13,563
14,500
11,625
12,438
13,563
14,500
11,625
12,438
13,563
14,500
11,625
12,438
13,563
14,500

7,440
6,468
5,425
8,370
7,463
6,510
9,300
8,458
7,595
6,380

10,230
9,453
8,680
7,540

10,695
9,950
9,223
8,120

11,160
10,448
9,765
8,700

11,625
11,443
10,850
9,860

11,625
12,438
11,935
11,020
11,625
12,438
13,020
12,180

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

3.48
3.58
3.66
3.48
3.58
3.66
3.48
3.58
3.66
3.77
3.48
3.58
3.66
3.77
3.48
3.58
3.66
3.77
3.48
3.58
3.66
3.77
3.48
3.58
3.66
3.77
3.48
3.58
3.66
3.77
3.48
3.58
3.66
3.77

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

20 25 30
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A-23

COOLING CAPACITY
PLA-RP5AA / PUHZ-RP5VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

11,125
12,000
13,000
11,125
12,000
13,000
11,125
12,000
13,000
14,000
11,125
12,000
13,000
14,000
11,125
12,000
13,000
14,000
11,125
12,000
13,000
14,000
11,125
12,000
13,000
14,000
11,125
12,000
13,000
14,000
11,125
12,000
13,000
14,000

7,120
6,240
5,200
8,010
7,200
6,240
8,900
8,160
7,280
6,160
9,790
9,120
8,320
7,280
10,235
9,600
8,840
7,840
10,680
10,080
9,360
8,400
11,125
11,040
10,400
9,520
11,125
12,000
11,440
10,640
11,125
12,000
12,480
11,760

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

3.73
3.83
3.93
3.73
3.83
3.93
3.73
3.83
3.93
4.01
3.73
3.83
3.93
4.01
3.73
3.83
3.93
4.01
3.73
3.83
3.93
4.01
3.73
3.83
3.93
4.01
3.73
3.83
3.93
4.01
3.73
3.83
3.93
4.01

10,625
11,625
12,500
10,625
11,625
12,500
10,625
11,625
12,500
13,500
10,625
11,625
12,500
13,500
10,625
11,625
12,500
13,500
10,625
11,625
12,500
13,500
10,625
11,625
12,500
13,500
10,625
11,625
12,500
13,500
10,625
11,625
12,500
13,500

6,800
6,045
5,000
7,650
6,975
6,000
8,500
7,905
7,000
5,940
9,350
8,835
8,000
7,020
9,775
9,300
8,500
7,560

10,200
9,765
9,000
8,100

10,625
10,695
10,000
9,180

10,625
11,625
11,000
10,260
10,625
11,625
12,000
11,340

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

4.01
4.12
4.20
4.01
4.12
4.20
4.01
4.12
4.20
4.32
4.01
4.12
4.20
4.32
4.01
4.12
4.20
4.32
4.01
4.12
4.20
4.32
4.01
4.12
4.20
4.32
4.01
4.12
4.20
4.32
4.01
4.12
4.20
4.32

10,125
10,875
11,750
10,125
10,875
11,750
10,125
10,875
11,750
12,750
10,125
10,875
11,750
12,750
10,125
10,875
11,750
12,750
10,125
10,875
11,750
12,750
10,125
10,875
11,750
12,750
10,125
10,875
11,750
12,750
10,125
10,875
11,750
12,750

6,480
5,655
4,700
7,290
6,525
5,640
8,100
7,395
6,580
5,610
8,910
8,265
7,520
6,630
9,315
8,700
7,990
7,140
9,720
9,135
8,460
7,650

10,125
10,005
9,400
8,670

10,125
10,875
10,340
9,690

10,125
10,875
11,280
10,710

0.64
0.52
0.40
0.72
0.60
0.48
0.80
0.68
0.56
0.44
0.88
0.76
0.64
0.52
0.92
0.80
0.68
0.56
0.96
0.84
0.72
0.60
1.00
0.92
0.80
0.68
1.00
1.00
0.88
0.76
1.00
1.00
0.96
0.84

4.34
4.43
4.51
4.34
4.43
4.51
4.34
4.43
4.51
4.59
4.34
4.43
4.51
4.59
4.34
4.43
4.51
4.59
4.34
4.43
4.51
4.59
4.34
4.43
4.51
4.59
4.34
4.43
4.51
4.59
4.34
4.43
4.51
4.59

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

35 40 45
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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COOLING CAPACITY
PLA-RP6AA / PUHZ-RP6VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

13,860
14,840
15,960
13,860
14,840
15,960
13,860
14,840
15,960
17,010
13,860
14,840
15,960
17,010
13,860
14,840
15,960
17,010
13,860
14,840
15,960
17,010
13,860
14,840
15,960
17,010
13,860
14,840
15,960
17,010
13,860
14,840
15,960
17,010

8,455
7,272
5,905
9,563
8,459
7,182
10,672
9,646
8,459
6,974
11,781
10,833
9,736
8,335
12,335
11,427
10,374
9,015
12,890
12,020
11,012
9,696
13,860
13,208
12,289
11,057
13,860
14,395
13,566
12,417
13,860
14,840
14,843
13,778

0.61
0.49
0.37
0.69
0.57
0.45
0.77
0.65
0.53
0.41
0.85
0.73
0.61
0.49
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
1.00
0.89
0.77
0.65
1.00
0.97
0.85
0.73
1.00
1.00
0.93
0.81

3.99
4.07
4.19
3.99
4.07
4.19
3.99
4.07
4.19
4.29
3.99
4.07
4.19
4.29
3.99
4.07
4.19
4.29
3.99
4.07
4.19
4.29
3.99
4.07
4.19
4.29
3.99
4.07
4.19
4.29
3.99
4.07
4.19
4.29

13,440
14,420
15,610
13,440
14,420
15,610
13,440
14,420
15,610
16,660
13,440
14,420
15,610
16,660
13,440
14,420
15,610
16,660
13,440
14,420
15,610
16,660
13,440
14,420
15,610
16,660
13,440
14,420
15,610
16,660
13,440
14,420
15,610
16,660

8,198
7,066
5,776
9,274
8,219
7,025

10,349
9,373
8,273
6,831

11,424
10,527
9,522
8,163

11,962
11,103
10,147
8,830

12,499
11,680
10,771
9,496

13,440
12,834
12,020
10,829
13,440
13,987
13,269
12,162
13,440
14,420
14,517
13,495

0.61
0.49
0.37
0.69
0.57
0.45
0.77
0.65
0.53
0.41
0.85
0.73
0.61
0.49
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
1.00
0.89
0.77
0.65
1.00
0.97
0.85
0.73
1.00
1.00
0.93
0.81

4.22
4.29
4.39
4.22
4.29
4.39
4.22
4.29
4.39
4.54
4.22
4.29
4.39
4.54
4.22
4.29
4.39
4.54
4.22
4.29
4.39
4.54
4.22
4.29
4.39
4.54
4.22
4.29
4.39
4.54
4.22
4.29
4.39
4.54

13,020
13,930
15,190
13,020
13,930
15,190
13,020
13,930
15,190
16,240
13,020
13,930
15,190
16,240
13,020
13,930
15,190
16,240
13,020
13,930
15,190
16,240
13,020
13,930
15,190
16,240
13,020
13,930
15,190
16,240
13,020
13,930
15,190
16,240

7,942
6,826
5,620
8,984
7,940
6,836

10,025
9,055
8,051
6,658

11,067
10,169
9,266
7,958

11,588
10,726
9,874
8,607

12,109
11,283
10,481
9,257

13,020
12,398
11,696
10,556
13,020
13,512
12,912
11,855
13,020
13,930
14,127
13,154

0.61
0.49
0.37
0.69
0.57
0.45
0.77
0.65
0.53
0.41
0.85
0.73
0.61
0.49
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
1.00
0.89
0.77
0.65
1.00
0.97
0.85
0.73
1.00
1.00
0.93
0.81

4.47
4.59
4.69
4.47
4.59
4.69
4.47
4.59
4.69
4.84
4.47
4.59
4.69
4.84
4.47
4.59
4.69
4.84
4.47
4.59
4.69
4.84
4.47
4.59
4.69
4.84
4.47
4.59
4.69
4.84
4.47
4.59
4.69
4.84

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

20 25 30
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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COOLING CAPACITY
PLA-RP6AA / PUHZ-RP6VHA

(230V)

NOTE: CA  : Capacity (W) SHC: Sensible heat capacity (W)
P.C.: Power consumption (kW) SHF: Sensible heat factor

20
20
20
22
22
22
24
24
24
24
26
26
26
26
27
27
27
27
28
28
28
28
30
30
30
30
32
32
32
32
34
34
34
34

16
18
20
16
18
20
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22
16
18
20
22

12,460
13,440
14,560
12,460
13,440
14,560
12,460
13,440
14,560
15,680
12,460
13,440
14,560
15,680
12,460
13,440
14,560
15,680
12,460
13,440
14,560
15,680
12,460
13,440
14,560
15,680
12,460
13,440
14,560
15,680
12,460
13,440
14,560
15,680

7,601
6,586
5,387
8,597
7,661
6,552
9,594
8,736
7,717
6,429
10,591
9,811
8,882
7,683
11,089
10,349
9,464
8,310
11,588
10,886
10,046
8,938
12,460
11,962
11,211
10,192
12,460
13,037
12,376
11,446
12,460
13,440
13,541
12,701

0.61
0.49
0.37
0.69
0.57
0.45
0.77
0.65
0.53
0.41
0.85
0.73
0.61
0.49
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
1.00
0.89
0.77
0.65
1.00
0.97
0.85
0.73
1.00
1.00
0.93
0.81

4.79
4.92
5.04
4.79
4.92
5.04
4.79
4.92
5.04
5.14
4.79
4.92
5.04
5.14
4.79
4.92
5.04
5.14
4.79
4.92
5.04
5.14
4.79
4.92
5.04
5.14
4.79
4.92
5.04
5.14
4.79
4.92
5.04
5.14

11,900
13,020
14,000
11,900
13,020
14,000
11,900
13,020
14,000
15,120
11,900
13,020
14,000
15,120
11,900
13,020
14,000
15,120
11,900
13,020
14,000
15,120
11,900
13,020
14,000
15,120
11,900
13,020
14,000
15,120
11,900
13,020
14,000
15,120

7,259
6,380
5,180
8,211
7,421
6,300
9,163
8,463
7,420
6,199

10,115
9,505
8,540
7,409

10,591
10,025
9,100
8,014

11,067
10,546
9,660
8,618

11,900
11,588
10,780
9,828

11,900
12,629
11,900
11,038
11,900
13,020
13,020
12,247

0.61
0.49
0.37
0.69
0.57
0.45
0.77
0.65
0.53
0.41
0.85
0.73
0.61
0.49
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
1.00
0.89
0.77
0.65
1.00
0.97
0.85
0.73
1.00
1.00
0.93
0.81

5.14
5.29
5.39
5.14
5.29
5.39
5.14
5.29
5.39
5.54
5.14
5.29
5.39
5.54
5.14
5.29
5.39
5.54
5.14
5.29
5.39
5.54
5.14
5.29
5.39
5.54
5.14
5.29
5.39
5.54
5.14
5.29
5.39
5.54

11,340
12,180
13,160
11,340
12,180
13,160
11,340
12,180
13,160
14,280
11,340
12,180
13,160
14,280
11,340
12,180
13,160
14,280
11,340
12,180
13,160
14,280
11,340
12,180
13,160
14,280
11,340
12,180
13,160
14,280
11,340
12,180
13,160
14,280

6,917
5,968
4,869
7,825
6,943
5,922
8,732
7,917
6,975
5,855
9,639
8,891
8,028
6,997

10,093
9,379
8,554
7,568

10,546
9,866
9,080
8,140

11,340
10,840
10,133
9,282

11,340
11,815
11,186
10,424
11,340
12,180
12,239
11,567

0.61
0.49
0.37
0.69
0.57
0.45
0.77
0.65
0.53
0.41
0.85
0.73
0.61
0.49
0.89
0.77
0.65
0.53
0.93
0.81
0.69
0.57
1.00
0.89
0.77
0.65
1.00
0.97
0.85
0.73
1.00
1.00
0.93
0.81

5.56
5.69
5.79
5.56
5.69
5.79
5.56
5.69
5.79
5.89
5.56
5.69
5.79
5.89
5.56
5.69
5.79
5.89
5.56
5.69
5.79
5.89
5.56
5.69
5.79
5.89
5.56
5.69
5.79
5.89
5.56
5.69
5.79
5.89

CA

Indoor
intake air 
D.B.(˚C)

Indoor
intake air 
W.B.(˚C)

35 40 45
Outdoor intale air D.B.(˚C)

SHC SHF P.C. CA SHC SHF P.C. CA SHC SHF P.C.
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A-26

HEATING CAPACITY

NOTE: CA: Capacity (W) P.C.: Power consumption (kW)

Outdoor intake air W.B. (:)

-10 -5 0 5 10 15

CA

Indoor

intake are

D.B. (˚C) P.C. CA P.C. CA P.C. CA P.C. CA P.C. CA P.C.

PLA-RP3AA

PLA-RP2.5AA

PLA-RP2AA

PLA-RP1.6AA

Service Ref.

PLA-RP4AA

PLA-RP5AA

PLA-RP6AA

15

20

25

15

20

25

15

20

25

15

20

25

15

20

25

15

20

25

15

20

25

2,604

2,501

2,419

3,810

3,660

3,540

4,445

4,270

4,130

5,080

4,880

4,720

7,112

6,832

6,608

8,890

8,540

8,260

10,160

9,760

9,440

0.66

0.72

0.76

0.96

1.04

1.10

1.09

1.18

1.26

1.38

1.50

1.59

2.00

2.17

2.31

2.52

2.73

2.90

2.90

3.14

3.34

2,829

2,706

2,624

4,140

3,960

3,840

4,830

4,620

4,480

5,520

5,280

5,120

7,728

7,392

7,168

9,660

9,240

8,960

11,040

10,560

10,240

0.73

0.78

0.85

1.05

1.13

1.23

1.20

1.30

1.23

1.52

1.64

1.78

2.20

2.37

2.58

2.78

2.99

3.25

3.19

3.44

3.73

3,157

2,993

2,870

4,620

4,380

4,200

5,390

5,110

4,900

6,160

5,840

5,600

8,624

8,176

7,840

10,780

10,220

9,800

12,320

11,680

11,200

0.84

0.91

0.99

1.22

1.31

1.43

1.39

1.50

1.63

1.76

1.90

2.06

2.54

2.75

2.98

3.20

3.46

3.76

3.68

3.98

4.32

4,141

3,998

3,772

6,060

5,850

5,520

7,070

6,825

6,440

8,080

7,800

7,360

11,312

10,920

10,304

14,140

13,650

12,880

16,160

15,600

14,720

1.01

1.09

1.15

1.46

1.57

1.67

1.67

1.79

1.91

2.11

2.27

2.41

3.05

3.29

3.49

3.84

4.14

4.40

4.42

4.76

5.06

4,674

4,510

4,346

6,840

6,600

6,360

7,980

7,700

7,420

9,120

8,800

8,480

12,768

12,320

11,872

15,960

15,400

14,840

18,240

17,600

16,960

1.12

1.21

1.29

1.62

1.75

1.87

1.85

2.00

2.14

2.34

2.53

2.70

3.39

3.66

3.92

4.27

4.61

4.93

4.91

5.30

5.67

5,207

5,023

4,838

7,620

7,350

7,080

8,890

8,575

8,260

10,160

9,800

9,440

14,224

13,720

13,216

17,780

17,150

16,520

20,320

19,600

18,880

1.21

1.30

1.39

1.75

1.88

2.02

2.00

2.15

2.30

2.53

2.71

2.91

3.66

3.93

4.22

4.61

4.95

5.32

5.30

5.70

6.11

PLA-RP•AA / PUHZ-RP•VHA
(230V)

Heating performance curve(50Hz)

1.4

1.2

1.0

15
20
25

25
20

15

0.8

0.6

0.4

1.4

1.2

1.0

0.8
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0.4
-12 -10 -5 0 5 10 15

INDOOR
D.B.(°C)
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OUTDOOR W.B.(°C)
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Correcting the capacity line influenced by frosting
Not correcting the capacity line influenced by frosting

In some cases, heating operation 
cannot be conducted with the maximum 
frequency in the area below the slanting line.

In some cases, heating operation 
cannot be conducted with the maximum 
frequency in the area above the slanting line.

Cooling performance curve(50Hz)
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A.1.7 FRESH AIR INTAKE AMOUNT
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A-29

CEILING CASSETTE 

A.1.8 BRANCH DUCT(Installation at site)
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(Installation
atsite)

A-30

4-way air flow(horizontal vane)Round duct

3-way air flow(horizontal vane)Round duct3-way air flow(horizontal vane)Rectangular duct

2-way air flow(horizontal vane)Round duct2-way air flow(horizontal vane)Rectangular duct

4-wey air flow(horizontal vane)Rectangular duct

Branch duct air flow rate/static pressure charcteristics

PLA-RP1.6AA
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A-31

4-way air flow(horizontal vane)Round duct

3-way air flow(horizontal vane)Round duct3-way air flow(horizontal vane)Rectangular duct
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A.1.9  NOISE CRITERIA CURVES
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A.1.10  TEMPERATURE AND AIR FLOW DISTRIBUTIONS
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Air speed
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m
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PLA-RP1.6AA PLA-RP2AA PLA-RP2.5AA

w The air coverage range is the value up to the position where the air speed is 0.25m/sec.
When air is blown out horizontally from the unit at the Hi notch position.
The coverage range should be used only as a general guideline since it varies according to the size of the room and the 
furniture inside the room.

A.1.11  OUTLET AIR SPEED AND COVERAGE RANGE 
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● Operation buttons

PAR-20MAA

ON/OFF 

CENTRALLY CONTROLLED

ERROR CODE

CLOCK

ON OFF

˚C

CHECK

CHECK MODE
FILTER

TEST RUN
FUNCTION

˚C
1Hr.

NOT AVAILABLE
STAND BY 
DEFROST

FILTER

CHECK TEST

TEMP.

TIMER SET

This sets the ventilation fan speed.

VENTILATION button

Press this button to switch the cooling,
electronic dry (dehumidify), automatic
and heating modes.

OPERATION SWITCH button

This sets the room temperature. The
temperature setting can be performed
in 1: units 
   Setting range
            Cooling 19: to 30:
            Heating 17: to 28:

   TEMP. ADJUSTMENT button

This switches between continuous
operation and the timer operation.

TIMER button

This switches between the operation
and stop modes each time it is pressed.
The lamp on this button lights during
operation.

ON/OFF button

Only press this button to perform an
inspection check or test operation.
Do not use it for normal operation.

CHECK-TEST RUN button

This switch the horizontal fan motion
ON and OFF.

(Not available for this model.)

LOUVER button

This adjusts the vertical angle of the
ventilation.

AIR DIRECTION button

This resets the filter service indication
display

FILTER button

This sets the current time, start time 
and stop time.

TIME SETTING button

This sets the ventilation fan speed.

FAN SPEED button

On the controls are set, the same operation mode can be repeated by simply pressing the ON/OFF button.

A.1.12  REMOTE CONTROLLER
A.1.12.1  Wired remote controller
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PAR-20MAA

ON/OFF 

CENTRALLY CONTROLLED

ERROR CODE

CLOCK

ON OFF

˚C

CHECK

CHECK MODE
FILTER

TEST RUN
FUNCTION

˚C
1Hr.

NOT AVAILABLE
STAND BY 
DEFROST

FILTER

CHECK TEST

TEMP.

TIMER SET

Caution
● Only the Power display lights when the unit is stopped and power supplied to the unit.
● When the central control remote control unit, which is sold separately, is used the ON-OFF button, operation switch button

and TEMP. adjustment button do not operate.
● “NOT AVAILABLE” is displayed when the Air speed button are pressed.This indicates that this room unit is not equipped with

the fan direction adjustment function and the louver function.
● When power is turned ON for the first time, it is normal that “H0” is displayed on the room temperature indication (For max.

2minutes). Please wait until this “H0” indication disappear then start the operation.

CENTRALLY
CONTROLLED display

This indicates when the unit is con-
trolled by optional features such as
central control type remote controller.

TIMER display

This indicates when the continuous
operation and time operation modes
are set.
It also display the time for the timer
operation at the same time as when it
is set.

OPERATION MODE display

This indicates the operation mode.

STANDBY display

The [STANDBY] symbol is only
displayed from the time the heating
operation starts unit the heated air
begins to blow.

DEFROST display

This indicates when the defrost
operation is performed.

CHECK display

This indicates when a malfunction
has occurred in the unit which should
be checked.

CLOCK display

The current time , start time and stop
time can be displayed in ten second
intervals by pressing the time switch
button. The start time or stop time is
always displayed during the timer
operation.

● Display

In this display example on the
bottom left, a condition where all
display lamps light is shown for
explanation purposes although this
differs from actual operation.

Operation lamp

This lamp lights during operation,
goes off when the unit stops and
flashes when a malfunction occurs.

POWER display

This lamp lights when electricity is
supplied to the unit.

SET TEMPERATURE display

This displays the selected setting
temperature.

AIR DIRECTION display

This displays the air direction.

ROOM TEMPERATURE display

The temperature of the suction air 
is displayed during operation. The
display range is 8°C to 39°C. The
display flashes 8°C when the actual
temperature is less than 8°C and
flashes 39°C when the actual
temperature is greater than 39°C.

display

This display lights in the check mode
or when a test operation is
performed.

CHECK MODE

TEST RUN

This lamp lights when the filter need
to be cleaned.

AIR SPEED display

The selected fan speed is displayed.

FILTER display
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R
E
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ON/OFF   TEMP

FAN

VANE

TEST RUN

AUTO STOP

AUTO START

h

min

LOUVER

MODE

CHECK

RESETSET CLOCK

MODEL SELECT

NOT AVAILABLE

CHECK TEST RUN
C̊

AMPM

AMPM

VANE CONTROL button
Used to change the air flow direction.

CLOCK button

RESET button

SET button

ON/OFF button
The unit is turned ON and OFF alternately 
each time the button is pressed.

LOUVER button
This switch the horizontal fan motion ON 
and OFF.

(Not available for this model.)

MODE SELECT button
Used to switch the operation mode between 
cooling, drying, blowing, heating and auto 
mode.

CHECK-TEST RUN button
Only press this button to perform an inspec-
tion  check or test operation.
Do not use it for normal operation.

FAN SPEED SELECT button
Used to change the fan speed.

TIMER display
Displays when in timer operation or when 
setting timer.

    button
SET TEMPERATURE button sets any desired 
room temperature.

CLOCK display
Displays the current time.

“    ” “    ” display
Displays the order of timer operation.

“      ” “        ” display
Displays whether timer is on or off.

w In case the outdoor unit is cool only type, 
the heating mode is not available.

Buttons used to set the “hour and minute” of 
the current time and timer settings.

h and min buttons

    display
SET TEMP. display indicates desired temper-
ature set.

         display
FAN SPEED display indicates which fan 
speed has been selected.

       display
The vertical direction of air flow is indicated.

display
Blinks when model is selected.

     display
Lights up while transmission to the indoor 
unit is mode using switches.

display
CHECK&TEST RUN display indicates that 
the unit is being checked or test-run.

                       display
OPERATION MODE display
Operation mode display indicates which op-
eration mode is in effect.

TIMER CONTROL buttons
AUTO STOP (OFF timer):  when this switch 
is set, the air conditioner will be auto-
matically stopped at the preset time.
AUTO START (ON timer): when this switch 
is set, the air conditioner will be automatical-
ly started at the preset time.

MODEL SELECT

CHECK TEST RUN

A.1.12.2  Wireless remote controller

When cover is open
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A.1.14  INSTALLATION PROCEDURE
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A.1.15  SAFETY DEVICE SETTING

PLA-RP1.6AA PLA-RP2AA PLA-RP2.5AA PLA-RP3AA PLA-RP4AA PLA-RP5AA PLA-RP6AA

ON    80I20:
OFF  130:

Fan motor
themal protector

Safety device
Model

PLA-RP1.6AA / PLA-RP2AA / PLA-RP2.5AA
PLA-RP3AA / PLA-RP4AA / PLA-RP5AA / PLA-RP6AA
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