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B.2.1  FEATURES

Nice fit  for lowered ceilings: 
Superbly economical operation thanks to inverter control.

The low 270mm height of the SEZ-AR Series (225mm for
the SEZ-A09CR) guarantees less installation hassle with
optimum air conditioning efficiency and comfort. The
outdoor unit, indoor unit and remote controller work
together efficiently to make these units ideal for use at
homes, offices, and hotels.

Indoor unit

● SEZ-A12AR
SEZ-A18AR
SEZ-A24AR

Air outlet

Air outlet duct flange

Air inlet

Air outlet duct flange

Air outlet

Air inlet
(Selecting the either back side or bottom side)

● SEZ-A09CR
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CEILING-CONCEALED

B.2.2  SPECIFICATIONS

SEZ-A12AR SEZ-A18ARIndoor model

Function

Power supply
Single phase
230V, 50Hz

780/600
10

0.22
48
—

0.22 
PK6V19-EF

1100o270o700
33.5

1
35/30 

770/630
3
10
10
10

PAR-20MAA

Cooling

11,600
3.4

1.09

94

Heating

13,300
3.9

1.10

95

Single phase
230V, 50Hz

1020/720
20 

0.27
61
—

 0.27 
PK6V32-EF

1100o270o700
33.5

1
39/31

840/640
3
10
10
10

PAR-20MAA

Cooling

16,000
4.7

1.67

97

Heating

19,400
5.7
1.78

98 

Capacity

Total input
Air flow (High/Low)
Power outlet
Running current  ✽1
Power input  Rated frequency
Auxiliary heater
Power factor  ✽1
Fan motor current  ✽1
Model

Winding 
resistance (at20:)

Dimensions WoHoD
Weight
Air direction
Sound level (High/Low)
Fan speed (High/Low)
Fan speed  regulator
Thermistor RT11 (at 25:)
Thermistor RT12 (at 25:)
Thermistor RT13 (at 25:)

Remote controller model

Btu/h
kW
kW
K /h

A
A
W

A(kW)
%
A



"

mm
kg

dB(A)
rpm

k"
k"
k"
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WHT-BLK : 251.4     BLK-BLU  : 19.9
BLU-YLW : 26.5       YLW-BRN : 13.2
                BRN-RED : 50.0

WHT-BLK : 161.9     BLK-BLU  : 50.3
BLU-YLW : 18.7       YLW-BRN : 8.0
                BRN-RED : 39.2

NOTE : Test conditions are based on ISO 5151
Cooling : Indoor D.B. 27: W.B. 19:

Outdoor D.B. 35: W.B. 24:
Heating : Indoor D.B. 20: W.B. 5:

Outdoor D.B. 7: W.B. 6:
Refrigerant piping length (one way): 5m
✽1 Measured under rated operating frequency.
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Single phase
230V, 50Hz

474/288
10

0.28
60
—

 0.28 
CRC4417BB

990o225o550
19
1

36/25
—
2
10
10
10

PAR-20MAA

Cooling

8,100
2.4

0.74

97

Heating

10,200
3.0

0.88

97

WHT-BLK  : 261      WHT-BRN  : 294
WHT-YLW : 389      WHT-BLU   : 475

SEZ-A09CRIndoor model

Function

Power supply

Capacity

Total input
Air flow (High/Low)
Power outlet
Running current  ✽1
Power input  Rated frequency
Auxiliary heater
Power factor  ✽1
Fan motor current  ✽1
Model

Winding 
resistance (at20:)

Dimensions WoHoD
Weight
Air direction
Sound level (High/Low)
Fan speed (High/Low)
Fan speed  regulator
Thermistor RT11 (at 25:)
Thermistor RT12 (at 25:)
Thermistor RT13 (at 25:)

Remote controller model

Btu/h
kW
kW
K /h

A
A
W

A(kW)
%
A

"

mm
kg

dB(A)
rpm

k"
k"
k"
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SEZ-A24AR

Single phase
230V, 50Hz

1200/720
20

0.39
87
—

0.39 
PK6V50-EF

1100o270o700
33.5

1
43/32 

890/660
3
10
10
10

PAR-20MAA

Cooling

18,400
5.5

1.92

98

Heating

22,100
6.5

2.02

98

WHT-BLK : 101.1     BLK-BLU  : 56.1
BLU-YLW : 14.7       YLW-BRN : 6.7
                BRN-RED : 28.2

NOTE : Test conditions are based on ISO 5151
Cooling : Indoor D.B. 27: W.B. 19:

Outdoor D.B. 35: W.B. 24:
Heating : Indoor D.B. 20: W.B. 15:

Outdoor D.B. 7: W.B. 6:
Refrigerant piping length (one way): 5m
✽1 Measured under rated operating frequency.
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42 930

Terminal 
block

3/8F
flared connection
[9.52mm

[6.35mm
flared connection
1/4F

SEZ-A24AR

SEZ-A18AR

Air outlet 
duct flange

Air outlet duct flange

51

25

930
(Inlet size)

PLATE (B) o2

 After installation, remove the 
transportation support PLATE (B).

PLATE (A)

 In case of bottom side suction,
mount the PLATE (A) on the rear side.

39

955

7o100=70010077.5

(In
le

t s
iz

e)
21

5

Air inlet (bottom side) dimensions

w Select the either
back side or bottom side.

Air inlet (rear side) dimensions

w Select the either back side or bottom side.

29 955
7o100=70010077.5

24
0

12
0

12
.5

25

(I
nl

et
 s

iz
e)

(Inlet size)

Air inlet
(bottom side)

24-[2.9 holes

24-[2.9 holes

21
5

12
0

12
.5

24
0

450

1/4F
flared connection
[6.35mm

(It is necessary to 
 maintain a working 
 service area from 
 the ceiling.)

15
0

(1
0)

50

Electrical parts box2o2-[2.9
holes

50 880

7o100=70010040

9o2-[2.9 holes

10
0

32
.5

75
17

0
25

(10) 50

flared connection
[15.88mm

5/8F

flared connection
1/2F

[12.7mm

Refrigerent pipe
(gas)

Refrigerent pipe
(liquid)

1/4F
flared connection
[6.35mmSEZ-A12AR

Models

10
00

50

5027 1016

77

150

60
0

Air inlet
(rear side)

Electrical parts box

70
0 Access door

Service space

Air outlet

38
60

68
0

35
0

Su
sp

en
si

on
 b

ol
t p

itc
h

Suspension bolt pitch
1070

Suspension bolt
 M10 or 3/8
(procure locally)

(Suspension bolt pitch)

Electrical parts box

(1070)

1100

20
 o

r 
m

or
e

27
0

30

Access door

Wiring entry

Refrigerent pipe (liquid)

Refrigerent pipe (gas)

Drain plug R1 male

10
8

20

94 80

25

350

Unit : mm

SEZ-A12AR
SEZ-A18AR
SEZ-A24AR

B.2.3  OUTLINES AND DIMENSIONS
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SEZ-A12AR
SEZ-A18AR
SEZ-A24AR

B.2.4  WIRING DIAGRAM

FOR A18/24 (1:1 SYSTEM)
OR MULTI SYSTEM

FOR A12
(1:1 SYSTEM)

X5

X4

X2

REMOTE CONTROLLER 
BOARD

R.B

RT12

RT11

I.B

RT13
FUSE

X4

X2

ZNR1

52C
4

3
w

TRANS
DC13.1V

BLK

C1

MF X5

N

w BLU

CIRCUIT BREAKER TB

GRN/YLW

N

w WHT

GRN/YLW

w BLU

TO OUTDOOR
UNIT
CONNECTING

w RED

L

12VDC

220-240V~ 2

N

3

w WHT

TB

POWER SUPPLY
~/N
220-240V  220V
 50Hz        60Hz

2TO OUTDOOR
UNIT
CONNECTING

12V DC 3

[LEGEND]

INDOOR CONTROLLER 
BOARD 

I.B

52C COMPRESSOR CONTACTOR

RELAY(FAN MOTOR)X2,X4,X5

NAMESYMBOL NAMESYMBOL

VARISTORZNR1

FUSE(3.15A)FUSE

MF FAN MOTOR

ROOM TEMPERATURE 
THERMISTOR

RT11

RT12 PIPE TEMPERATURE 
THERMISTOR / LIQUID

C1 FAN MOTOR CAPACITOR

TERMINAL BLOCKTB

RT13 CONDENSER / EVAPORATOR 
TEMPERATURE THERMISTOR

1.Since the indoor fan motor(MF) is connected with 50Hz power,if 60Hz power is used, change the wiring 
connection showing fig: *1 
Indoor Fan Motor(MF) for 60Hz

2.About the outdoor side electric wiring  refer to the outdoor unit electlic wiring diagram for servicing. 
3.Use copper conductors only. (For field wiring) 
4.Symbols below indicate.

: Terminal block          : Connector

How to remove the terminals shown at " w " mark.

sleeve 1Slide the sleeve.
2Pull the wire while pushing the locking lever.

locking lever

" w " shows the terminals with a lock mechanism, so they cannot be removed when you pull the lead wire. 
Be sure to pull the wire by pushing the locking lever (projected part) of the terminal with a finger.

NOTES:

60 BLUE

YELLOW50fig: *1

BLUE

BLU

TRANSMISSION WIRE
            DC12V

21
TB

CN2

R.B

1 BLU
BLU2TB

(REMOCON)
 BLU

CN22

21

2

2
1

1

(LIQUID)

(INTAKE)

CN21

CN20

 RED

 WHT

CN29

 BLK

2
1

(2 PHASE)

FAN1

FAN2(FAN)

 RED
CND(POWER)

(FAN)

5
3
1

7
5
3
1

 WHTWHT

BLU
YLW

1
3
5  WHTBRN

RED
ORN

★

★

★ The 12V DC is NOT always against the ground.  
Terminal 3 has 12V DC against terminal N. 
However, between 3 and 2, these terminals are 
NOT electrically insulated by the transformer or 
other device.
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Pipe temperature 
thermistor/liquid 
(RT12)

Distributor
with strainer
#50

Condenser/evaporator 
temperature thermistor
(RT13)

Room temperature 
thermistor (RT11)

Refrigerant flow in cooling
Refrigerant flow in heating

Strainer
#50

Strainer 
#50

Heat exchanger
Refrigerant GAS pipe connection
(Flare)

Refrigerant LIQUID pipe connection
(Flare)

SEZ-A12AR
SEZ-A18AR
SEZ-A24AR

B.2.5  REFRIGERANT SYSTEM DIAGRAM

SEZ-A09CR

Liquid pipe thermistor
(RT12)

Room temperature 
thermistor (RT11)

Refrigerant flow in cooling
Refrigerant flow in heating

Strainer 
#50

Heat exchanger
Refrigerant GAS pipe connection
(Flare)

Refrigerant LIQUID pipe connection
(Flare)
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A

OUTDOOR  D.B.(;)
INDOOR INDOOR 21 25 27 30
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

2.82
2.94
2.82
2.94
3.06
2.82
2.94
3.06
2.82
2.94
3.06
3.22
2.94
3.06
3.22
2.82
2.94
3.06
3.22
3.31
2.82
2.94
3.06
3.22
3.31
2.82
2.94
3.06
3.22
3.31
2.82
2.94
3.06
3.22
3.31
2.82
2.94
3.06
3.22
3.31
2.82
2.94
3.06
3.22
3.31
2.82
2.94
3.06
3.22
3.31

0.60
0.48
0.64
0.52
0.40
0.68
0.56
0.44
0.72
0.60
0.48
0.36
0.64
0.52
0.40
0.80
0.68
0.56
0.44
0.32
0.84
0.72
0.60
0.48
0.36
0.88
0.76
0.64
0.52
0.40
0.92
0.80
0.68
0.56
0.44
0.96
0.84
0.72
0.60
0.48
1.00
0.88
0.76
0.64
0.52
1.04
0.92
0.80
0.68
0.56

592
622
592
622
644
592
622
644
592
622
644
673
622
644
673
592
622
644
673
710
592
622
644
673
710
592
622
644
673
710
592
622
644
673
710
592
622
644
673
710
592
622
644
673
710
592
622
644
673
710

1.69
1.41
1.80
1.53
1.22
1.92
1.65
1.35
2.03
1.76
1.47
1.16
1.88
1.59
1.29
2.26
2.00
1.71
1.42
1.06
2.37
2.12
1.84
1.54
1.19
2.48
2.23
1.96
1.67
1.32
2.59
2.35
2.08
1.80
1.46
2.71
2.47
2.20
1.93
1.59
2.82
2.59
2.33
2.06
1.72
2.93
2.70
2.45
2.19
1.85

2.70
2.82
2.70
2.82
2.95
2.70
2.82
2.95
2.70
2.82
2.95
3.10
2.82
2.95
3.10
2.70
2.82
2.95
3.10
3.22
2.70
2.82
2.95
3.10
3.22
2.70
2.82
2.95
3.10
3.22
2.70
2.82
2.95
3.10
3.22
2.70
2.82
2.95
3.10
3.22
2.70
2.82
2.95
3.10
3.22
2.70
2.82
2.95
3.10
3.22

0.60
0.48
0.64
0.52
0.40
0.68
0.56
0.44
0.72
0.60
0.48
0.36
0.64
0.52
0.40
0.80
0.68
0.56
0.44
0.32
0.84
0.72
0.60
0.48
0.36
0.88
0.76
0.64
0.52
0.40
0.92
0.80
0.68
0.56
0.44
0.96
0.84
0.72
0.60
0.48
1.00
0.88
0.76
0.64
0.52
1.04
0.92
0.80
0.68
0.56

622
659
622
659
685
622
659
685
622
659
685
710
659
685
710
622
659
685
710
747
622
659
685
710
747
622
659
685
710
747
622
659
685
710
747
622
659
685
710
747
622
659
685
710
747
622
659
685
710
747

1.62
1.35
1.73
1.47
1.18
1.84
1.58
1.30
1.94
1.69
1.42
1.11
1.80
1.54
1.24
2.16
1.92
1.65
1.36
1.03
2.27
2.03
1.77
1.49
1.16
2.38
2.14
1.89
1.61
1.29
2.48
2.26
2.01
1.73
1.42
2.59
2.37
2.13
1.86
1.54
2.70
2.48
2.24
1.98
1.67
2.81
2.59
2.36
2.11
1.80

2.59
2.74
2.59
2.74
2.88
2.59
2.74
2.88
2.59
2.74
2.88
3.02
2.74
2.88
3.02
2.59
2.74
2.88
3.02
3.17
2.59
2.74
2.88
3.02
3.17
2.59
2.74
2.88
3.02
3.17
2.59
2.74
2.88
3.02
3.17
2.59
2.74
2.88
3.02
3.17
2.59
2.74
2.88
3.02
3.17
2.59
2.74
2.88
3.02
3.17

0.60
0.48
0.64
0.52
0.40
0.68
0.56
0.44
0.72
0.60
0.48
0.36
0.64
0.52
0.40
0.80
0.68
0.56
0.44
0.32
0.84
0.72
0.60
0.48
0.36
0.88
0.76
0.64
0.52
0.40
0.92
0.80
0.68
0.56
0.44
0.96
0.84
0.72
0.60
0.48
1.00
0.88
0.76
0.64
0.52
1.04
0.92
0.80
0.68
0.56

651
673
651
673
703
651
673
703
651
673
703
733
673
703
733
651
673
703
733
770
651
673
703
733
770
651
673
703
733
770
651
673
703
733
770
651
673
703
733
770
651
673
703
733
770
651
673
703
733
770

1.56
1.31
1.66
1.42
1.15
1.76
1.53
1.27
1.87
1.64
1.38
1.09
1.75
1.50
1.21
2.07
1.86
1.61
1.33
1.01
2.18
1.97
1.73
1.45
1.14
2.28
2.08
1.84
1.57
1.27
2.38
2.19
1.96
1.69
1.39
2.49
2.30
2.07
1.81
1.52
2.59
2.41
2.19
1.94
1.65
2.70
2.52
2.30
2.06
1.77

2.50
2.64
2.50
2.64
2.76
2.50
2.64
2.76
2.50
2.64
2.76
2.93
2.64
2.76
2.93
2.50
2.64
2.76
2.93
3.07
2.50
2.64
2.76
2.93
3.07
2.50
2.64
2.76
2.93
3.07
2.50
2.64
2.76
2.93
3.07
2.50
2.64
2.76
2.93
3.07
2.50
2.64
2.76
2.93
3.07
2.50
2.64
2.76
2.93
3.07

0.60
0.48
0.64
0.52
0.40
0.68
0.56
0.44
0.72
0.60
0.48
0.36
0.64
0.52
0.40
0.80
0.68
0.56
0.44
0.32
0.84
0.72
0.60
0.48
0.36
0.88
0.76
0.64
0.52
0.40
0.92
0.80
0.68
0.56
0.44
0.96
0.84
0.72
0.60
0.48
1.00
0.88
0.76
0.64
0.52
1.04
0.92
0.80
0.68
0.56

681
703
681
703
733
681
703
733
681
703
733
770
703
733
770
681
703
733
770
792
681
703
733
770
792
681
703
733
770
792
681
703
733
770
792
681
703
733
770
792
681
703
733
770
792
681
703
733
770
792

1.50
1.27
1.60
1.37
1.10
1.70
1.48
1.21
1.80
1.58
1.32
1.05
1.69
1.44
1.17
2.00
1.80
1.55
1.29
0.98
2.10
1.90
1.66
1.41
1.11
2.20
2.01
1.77
1.52
1.23
2.30
2.11
1.88
1.64
1.35
2.40
2.22
1.99
1.76
1.47
2.50
2.32
2.10
1.87
1.60
2.60
2.43
2.21
1.99
1.72

COOLING operation   Rated frequency 57Hz
SEZ-A09CR / SUZ-A09VR
CAPACITY : 2.4(kW)  INPUT : 740(W)  SHF : 0.78

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature

B.2.6  PERFORMANCE DATA
B.2.6.1  PERFORMANCE DATA
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C
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EA
LE

D
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E
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F
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A
N

C
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D
A

T
A

OUTDOOR  D.B.(;)
INDOOR INDOOR 35 40 46
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

2.35
2.47
2.35
2.47
2.62
2.35
2.47
2.62
2.35
2.47
2.62
2.76
2.47
2.62
2.76
2.35
2.47
2.62
2.76
2.90
2.35
2.47
2.62
2.76
2.90
2.35
2.47
2.62
2.76
2.90
2.35
2.47
2.62
2.76
2.90
2.35
2.47
2.62
2.76
2.90
2.35
2.47
2.62
2.76
2.90
2.35
2.47
2.62
2.76
2.90

0.60
0.48
0.64
0.52
0.40
0.68
0.56
0.44
0.72
0.60
0.48
0.36
0.64
0.52
0.40
0.80
0.68
0.56
0.44
0.32
0.84
0.72
0.60
0.48
0.36
0.88
0.76
0.64
0.52
0.40
0.92
0.80
0.68
0.56
0.44
0.96
0.84
0.72
0.60
0.48
1.00
0.88
0.76
0.64
0.52
1.04
0.92
0.80
0.68
0.56

725
755
725
755
784
725
755
784
725
755
784
814
755
784
814
725
755
784
814
844
725
755
784
814
844
725
755
784
814
844
725
755
784
814
844
725
755
784
814
844
725
755
784
814
844
725
755
784
814
844

1.41
1.19
1.51
1.29
1.05
1.60
1.38
1.15
1.69
1.48
1.26
0.99
1.58
1.36
1.10
1.88
1.68
1.46
1.21
0.93
1.98
1.78
1.57
1.32
1.05
2.07
1.88
1.67
1.44
1.16
2.16
1.98
1.78
1.55
1.28
2.26
2.08
1.88
1.66
1.39
2.35
2.18
1.99
1.77
1.51
2.45
2.27
2.09
1.88
1.63

2.16
2.30
2.16
2.30
2.45
2.16
2.30
2.45
2.16
2.30
2.45
2.59
2.30
2.45
2.59
2.16
2.30
2.45
2.59
2.74
2.16
2.30
2.45
2.59
2.74
2.16
2.30
2.45
2.59
2.74
2.16
2.30
2.45
2.59
2.74
2.16
2.30
2.45
2.59
2.74
2.16
2.30
2.45
2.59
2.74
2.16
2.30
2.45
2.59
2.74

0.60
0.48
0.64
0.52
0.40
0.68
0.56
0.44
0.72
0.60
0.48
0.36
0.64
0.52
0.40
0.80
0.68
0.56
0.44
0.32
0.84
0.72
0.60
0.48
0.36
0.88
0.76
0.64
0.52
0.40
0.92
0.80
0.68
0.56
0.44
0.96
0.84
0.72
0.60
0.48
1.00
0.88
0.76
0.64
0.52
1.04
0.92
0.80
0.68
0.56

770
792
770
792
829
770
792
829
770
792
829
851
792
829
851
770
792
829
851
881
770
792
829
851
881
770
792
829
851
881
770
792
829
851
881
770
792
829
851
881
770
792
829
851
881
770
792
829
851
881

1.30
1.11
1.38
1.20
0.98
1.47
1.29
1.08
1.56
1.38
1.18
0.93
1.47
1.27
1.04
1.73
1.57
1.37
1.14
0.88
1.81
1.66
1.47
1.24
0.98
1.90
1.75
1.57
1.35
1.09
1.99
1.84
1.66
1.45
1.20
2.07
1.94
1.76
1.56
1.31
2.16
2.03
1.86
1.66
1.42
2.25
2.12
1.96
1.76
1.53

1.99
2.14
1.99
2.14
2.28
1.99
2.14
2.28
1.99
2.14
2.28
2.45
2.14
2.28
2.45
1.99
2.14
2.28
2.45
2.57
1.99
2.14
2.28
2.45
2.57
1.99
2.14
2.28
2.45
2.57
1.99
2.14
2.28
2.45
2.57
1.99
2.14
2.28
2.45
2.57
1.99
2.14
2.28
2.45
2.57
1.99
2.14
2.28
2.45
2.57

0.60
0.48
0.64
0.52
0.40
0.68
0.56
0.44
0.72
0.60
0.48
0.36
0.64
0.52
0.40
0.80
0.68
0.56
0.44
0.32
0.84
0.72
0.60
0.48
0.36
0.88
0.76
0.64
0.52
0.40
0.92
0.80
0.68
0.56
0.44
0.96
0.84
0.72
0.60
0.48
1.00
0.88
0.76
0.64
0.52
1.04
0.92
0.80
0.68
0.56

799
836
799
836
858
799
836
858
799
836
858
888
836
858
888
799
836
858
888
918
799
836
858
888
918
799
836
858
888
918
799
836
858
888
918
799
836
858
888
918
799
836
858
888
918
799
836
858
888
918

1.20
1.03
1.27
1.11
0.91
1.35
1.20
1.00
1.43
1.28
1.09
0.88
1.37
1.19
0.98
1.59
1.45
1.28
1.08
0.82
1.67
1.54
1.37
1.18
0.92
1.75
1.62
1.46
1.27
1.03
1.83
1.71
1.55
1.37
1.13
1.91
1.79
1.64
1.47
1.23
1.99
1.88
1.73
1.57
1.34
2.07
1.97
1.82
1.66
1.44

COOLING operation   Rated frequency 57Hz
SEZ-A09CR / SUZ-A09VR
CAPACITY : 2.4(kW)  INPUT : 740(W)  SHF : 0.78

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature
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P
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C

E
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A
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A

OUTDOOR  D.B.(;)
INDOOR INDOOR 21 25 27 30
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

4.00
4.17
4.00
4.17
4.34
4.00
4.17
4.34
4.00
4.17
4.34
4.56
4.17
4.34
4.56
4.00
4.17
4.34
4.56
4.69
4.00
4.17
4.34
4.56
4.69
4.00
4.17
4.34
4.56
4.69
4.00
4.17
4.34
4.56
4.69
4.00
4.17
4.34
4.56
4.69
4.00
4.17
4.34
4.56
4.69
4.00
4.17
4.34
4.56
4.69

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

872
916
872
916
948
872
916
948
872
916
948
992
916
948
992
872
916
948
992
1046
872
916
948
992
1046
872
916
948
992
1046
872
916
948
992
1046
872
916
948
992
1046
872
916
948
992
1046
872
916
948
992
1046

2.44
2.04
2.60
2.21
1.78
2.76
2.37
1.95
2.92
2.54
2.12
1.69
2.71
2.30
1.87
3.24
2.87
2.47
2.05
1.55
3.40
3.04
2.64
2.23
1.74
3.56
3.21
2.82
2.41
1.92
3.72
3.37
2.99
2.60
2.11
3.88
3.54
3.16
2.78
2.30
4.03
3.71
3.34
2.96
2.49
4.19
3.87
3.51
3.14
2.67

3.83
4.00
3.83
4.00
4.18
3.83
4.00
4.18
3.83
4.00
4.18
4.39
4.00
4.18
4.39
3.83
4.00
4.18
4.39
4.56
3.83
4.00
4.18
4.39
4.56
3.83
4.00
4.18
4.39
4.56
3.83
4.00
4.18
4.39
4.56
3.83
4.00
4.18
4.39
4.56
3.83
4.00
4.18
4.39
4.56
3.83
4.00
4.18
4.39
4.56

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

916
970
916
970

1008
916
970

1008
916
970

1008
1046
970

1008
1046
916
970

1008
1046
1101
916
970

1008
1046
1101
916
970

1008
1046
1101
916
970

1008
1046
1101
916
970

1008
1046
1101
916
970

1008
1046
1101
916
970

1008
1046
1101

2.33
1.96
2.49
2.12
1.71
2.64
2.28
1.88
2.79
2.44
2.05
1.62
2.60
2.22
1.80
3.10
2.76
2.38
1.97
1.50
3.25
2.92
2.55
2.15
1.69
3.40
3.08
2.72
2.32
1.87
3.56
3.24
2.89
2.50
2.05
3.71
3.40
3.05
2.68
2.23
3.86
3.56
3.22
2.85
2.41
4.02
3.72
3.39
3.03
2.60

3.67
3.88
3.67
3.88
4.08
3.67
3.88
4.08
3.67
3.88
4.08
4.28
3.88
4.08
4.28
3.67
3.88
4.08
4.28
4.49
3.67
3.88
4.08
4.28
4.49
3.67
3.88
4.08
4.28
4.49
3.67
3.88
4.08
4.28
4.49
3.67
3.88
4.08
4.28
4.49
3.67
3.88
4.08
4.28
4.49
3.67
3.88
4.08
4.28
4.49

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

959
992
959
992

1036
959
992

1036
959
992

1036
1079
992

1036
1079
959
992

1036
1079
1134
959
992

1036
1079
1134
959
992

1036
1079
1134
959
992

1036
1079
1134
959
992

1036
1079
1134
959
992

1036
1079
1134
959
992

1036
1079
1134

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

3.54
3.74
3.54
3.74
3.91
3.54
3.74
3.91
3.54
3.74
3.91
4.15
3.74
3.91
4.15
3.54
3.74
3.91
4.15
4.35
3.54
3.74
3.91
4.15
4.35
3.54
3.74
3.91
4.15
4.35
3.54
3.74
3.91
4.15
4.35
3.54
3.74
3.91
4.15
4.35
3.54
3.74
3.91
4.15
4.35
3.54
3.74
3.91
4.15
4.35

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

1003
1036
1003
1036
1079
1003
1036
1079
1003
1036
1079
1134
1036
1079
1134
1003
1036
1079
1134
1166
1003
1036
1079
1134
1166
1003
1036
1079
1134
1166
1003
1036
1079
1134
1166
1003
1036
1079
1134
1166
1003
1036
1079
1134
1166
1003
1036
1079
1134
1166

2.16
1.83
2.30
1.98
1.60
2.44
2.13
1.76
2.58
2.28
1.92
1.53
2.43
2.07
1.70
2.86
2.58
2.23
1.87
1.44
3.01
2.73
2.39
2.03
1.61
3.15
2.88
2.54
2.20
1.78
3.29
3.03
2.70
2.36
1.96
3.43
3.18
2.85
2.53
2.13
3.57
3.33
3.01
2.70
2.31
3.71
3.48
3.17
2.86
2.48

COOLING operation   Rated frequency 67Hz
SEZ-A12AR / SUZ-A12VR
CAPACITY : 3.4(kW)  INPUT : 1090(W)  SHF : 0.79

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature
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D
A

T
A

OUTDOOR  D.B.(;)
INDOOR INDOOR 35 40 46
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

3.33
3.50
3.33
3.50
3.71
3.33
3.50
3.71
3.33
3.50
3.71
3.91
3.50
3.71
3.91
3.33
3.50
3.71
3.91
4.11
3.33
3.50
3.71
3.91
4.11
3.33
3.50
3.71
3.91
4.11
3.33
3.50
3.71
3.91
4.11
3.33
3.50
3.71
3.91
4.11
3.33
3.50
3.71
3.91
4.11
3.33
3.50
3.71
3.91
4.11

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

1068
1112
1068
1112
1155
1068
1112
1155
1068
1112
1155
1199
1112
1155
1199
1068
1112
1155
1199
1243
1068
1112
1155
1199
1243
1068
1112
1155
1199
1243
1068
1112
1155
1199
1243
1068
1112
1155
1199
1243
1068
1112
1155
1199
1243
1068
1112
1155
1199
1243

2.03
1.72
2.17
1.86
1.52
2.30
2.00
1.67
2.43
2.14
1.82
1.45
2.28
1.96
1.60
2.70
2.42
2.11
1.76
1.36
2.83
2.56
2.26
1.92
1.52
2.97
2.70
2.41
2.07
1.69
3.10
2.84
2.56
2.23
1.85
3.23
2.98
2.71
2.39
2.02
3.37
3.12
2.85
2.54
2.18
3.50
3.26
3.00
2.70
2.34

3.06
3.26
3.06
3.26
3.47
3.06
3.26
3.47
3.06
3.26
3.47
3.67
3.26
3.47
3.67
3.06
3.26
3.47
3.67
3.88
3.06
3.26
3.47
3.67
3.88
3.06
3.26
3.47
3.67
3.88
3.06
3.26
3.47
3.67
3.88
3.06
3.26
3.47
3.67
3.88
3.06
3.26
3.47
3.67
3.88
3.06
3.26
3.47
3.67
3.88

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

1134
1166
1134
1166
1221
1134
1166
1221
1134
1166
1221
1254
1166
1221
1254
1134
1166
1221
1254
1297
1134
1166
1221
1254
1297
1134
1166
1221
1254
1297
1134
1166
1221
1254
1297
1134
1166
1221
1254
1297
1134
1166
1221
1254
1297
1134
1166
1221
1254
1297

1.87
1.60
1.99
1.73
1.42
2.11
1.86
1.56
2.23
1.99
1.70
1.36
2.12
1.84
1.51
2.48
2.25
1.98
1.65
1.28
2.60
2.38
2.12
1.80
1.43
2.72
2.51
2.25
1.95
1.59
2.85
2.64
2.39
2.09
1.74
2.97
2.77
2.53
2.24
1.90
3.09
2.90
2.67
2.39
2.05
3.21
3.04
2.81
2.53
2.21

2.82
3.03
2.82
3.03
3.23
2.82
3.03
3.23
2.82
3.03
3.23
3.47
3.03
3.23
3.47
2.82
3.03
3.23
3.47
3.64
2.82
3.03
3.23
3.47
3.64
2.82
3.03
3.23
3.47
3.64
2.82
3.03
3.23
3.47
3.64
2.82
3.03
3.23
3.47
3.64
2.82
3.03
3.23
3.47
3.64
2.82
3.03
3.23
3.47
3.64

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

1177
1232
1177
1232
1264
1177
1232
1264
1177
1232
1264
1308
1232
1264
1308
1177
1232
1264
1308
1352
1177
1232
1264
1308
1352
1177
1232
1264
1308
1352
1177
1232
1264
1308
1352
1177
1232
1264
1308
1352
1177
1232
1264
1308
1352
1177
1232
1264
1308
1352

1.72
1.48
1.83
1.60
1.32
1.95
1.72
1.45
2.06
1.85
1.58
1.28
1.97
1.71
1.42
2.29
2.09
1.84
1.56
1.20
2.40
2.21
1.97
1.70
1.35
2.51
2.33
2.10
1.84
1.49
2.62
2.45
2.23
1.98
1.64
2.74
2.57
2.36
2.12
1.78
2.85
2.69
2.49
2.25
1.93
2.96
2.81
2.62
2.39
2.07

COOLING operation   Rated frequency 67Hz
SEZ-A12AR / SUZ-A12VR
CAPACITY : 3.4(kW)  INPUT : 1090(W)  SHF : 0.79

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature
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A

OUTDOOR  D.B.(;)
INDOOR INDOOR 21 25 27 30
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

5.88
6.13
5.88
6.13
6.38
5.88
6.13
6.38
5.88
6.13
6.38
6.70
6.13
6.38
6.70
5.88
6.13
6.38
6.70
6.90
5.88
6.13
6.38
6.70
6.90
5.88
6.13
6.38
6.70
6.90
5.88
6.13
6.38
6.70
6.90
5.88
6.13
6.38
6.70
6.90
5.88
6.13
6.38
6.70
6.90
5.88
6.13
6.38
6.70
6.90

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1424
1495
1424
1495
1549
1424
1495
1549
1424
1495
1549
1620
1495
1549
1620
1424
1495
1549
1620
1709
1424
1495
1549
1620
1709
1424
1495
1549
1620
1709
1424
1495
1549
1620
1709
1424
1495
1549
1620
1709
1424
1495
1549
1620
1709
1424
1495
1549
1620
1709

3.35
2.76
3.58
3.00
2.36
3.82
3.25
2.61
4.05
3.49
2.87
2.21
3.74
3.12
2.48
4.52
3.98
3.38
2.75
2.00
4.76
4.23
3.63
3.02
2.28
4.99
4.47
3.89
3.28
2.55
5.23
4.72
4.14
3.55
2.83
5.46
4.96
4.40
3.82
3.11
5.70
5.21
4.65
4.09
3.38
5.93
5.45
4.91
4.36
3.66

5.63
5.88
5.63
5.88
6.15
5.63
5.88
6.15
5.63
5.88
6.15
6.45
5.88
6.15
6.45
5.63
5.88
6.15
6.45
6.70
5.63
5.88
6.15
6.45
6.70
5.63
5.88
6.15
6.45
6.70
5.63
5.88
6.15
6.45
6.70
5.63
5.88
6.15
6.45
6.70
5.63
5.88
6.15
6.45
6.70
5.63
5.88
6.15
6.45
6.70

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1495
1584
1495
1584
1647
1495
1584
1647
1495
1584
1647
1709
1584
1647
1709
1495
1584
1647
1709
1798
1495
1584
1647
1709
1798
1495
1584
1647
1709
1798
1495
1584
1647
1709
1798
1495
1584
1647
1709
1798
1495
1584
1647
1709
1798
1495
1584
1647
1709
1798

3.21
2.64
3.43
2.88
2.28
3.66
3.11
2.52
3.88
3.35
2.77
2.13
3.58
3.01
2.39
4.33
3.82
3.26
2.64
1.94
4.56
4.05
3.51
2.90
2.21
4.78
4.29
3.75
3.16
2.48
5.01
4.52
4.00
3.42
2.75
5.23
4.76
4.24
3.68
3.02
5.46
4.99
4.49
3.93
3.28
5.68
5.23
4.74
4.19
3.55

5.40
5.70
5.40
5.70
6.00
5.40
5.70
6.00
5.40
5.70
6.00
6.30
5.70
6.00
6.30
5.40
5.70
6.00
6.30
6.60
5.40
5.70
6.00
6.30
6.60
5.40
5.70
6.00
6.30
6.60
5.40
5.70
6.00
6.30
6.60
5.40
5.70
6.00
6.30
6.60
5.40
5.70
6.00
6.30
6.60
5.40
5.70
6.00
6.30
6.60

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1566
1620
1566
1620
1691
1566
1620
1691
1566
1620
1691
1762
1620
1691
1762
1566
1620
1691
1762
1851
1566
1620
1691
1762
1851
1566
1620
1691
1762
1851
1566
1620
1691
1762
1851
1566
1620
1691
1762
1851
1566
1620
1691
1762
1851
1566
1620
1691
1762
1851

3.08
2.57
3.29
2.79
2.22
3.51
3.02
2.46
3.73
3.25
2.70
2.08
3.48
2.94
2.33
4.16
3.71
3.18
2.58
1.91
4.37
3.93
3.42
2.84
2.18
4.59
4.16
3.66
3.09
2.44
4.81
4.39
3.90
3.34
2.71
5.02
4.62
4.14
3.59
2.97
5.24
4.85
4.38
3.84
3.23
5.45
5.07
4.62
4.10
3.50

5.20
5.50
5.20
5.50
5.75
5.20
5.50
5.75
5.20
5.50
5.75
6.10
5.50
5.75
6.10
5.20
5.50
5.75
6.10
6.40
5.20
5.50
5.75
6.10
6.40
5.20
5.50
5.75
6.10
6.40
5.20
5.50
5.75
6.10
6.40
5.20
5.50
5.75
6.10
6.40
5.20
5.50
5.75
6.10
6.40
5.20
5.50
5.75
6.10
6.40

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1638
1691
1638
1691
1762
1638
1691
1762
1638
1691
1762
1851
1691
1762
1851
1638
1691
1762
1851
1905
1638
1691
1762
1851
1905
1638
1691
1762
1851
1905
1638
1691
1762
1851
1905
1638
1691
1762
1851
1905
1638
1691
1762
1851
1905
1638
1691
1762
1851
1905

2.96
2.48
3.17
2.70
2.13
3.38
2.92
2.36
3.59
3.14
2.59
2.01
3.36
2.82
2.26
4.00
3.58
3.05
2.50
1.86
4.21
3.80
3.28
2.75
2.11
4.42
4.02
3.51
2.99
2.37
4.63
4.24
3.74
3.23
2.62
4.84
4.46
3.97
3.48
2.88
5.04
4.68
4.20
3.72
3.14
5.25
4.90
4.43
3.97
3.39

COOLING operation   Rated frequency 80Hz
SEZ-A18AR / SUZ-A18VR
CAPACITY : 5.0(kW)  INPUT : 1780(W)  SHF : 0.75

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature
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A
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A

OUTDOOR  D.B.(;)
INDOOR INDOOR 35 40 46
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

4.90
5.15
4.90
5.15
5.45
4.90
5.15
5.45
4.90
5.15
5.45
5.75
5.15
5.45
5.75
4.90
5.15
5.45
5.75
6.05
4.90
5.15
5.45
5.75
6.05
4.90
5.15
5.45
5.75
6.05
4.90
5.15
5.45
5.75
6.05
4.90
5.15
5.45
5.75
6.05
4.90
5.15
5.45
5.75
6.05
4.90
5.15
5.45
5.75
6.05

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1744
1816
1744
1816
1887
1744
1816
1887
1744
1816
1887
1958
1816
1887
1958
1744
1816
1887
1958
2029
1744
1816
1887
1958
2029
1744
1816
1887
1958
2029
1744
1816
1887
1958
2029
1744
1816
1887
1958
2029
1744
1816
1887
1958
2029
1744
1816
1887
1958
2029

2.79
2.32
2.99
2.52
2.02
3.19
2.73
2.23
3.38
2.94
2.45
1.90
3.14
2.67
2.13
3.77
3.35
2.89
2.36
1.75
3.97
3.55
3.11
2.59
2.00
4.17
3.76
3.32
2.82
2.24
4.36
3.97
3.54
3.05
2.48
4.56
4.17
3.76
3.28
2.72
4.75
4.38
3.98
3.51
2.96
4.95
4.58
4.20
3.74
3.21

4.50
4.80
4.50
4.80
5.10
4.50
4.80
5.10
4.50
4.80
5.10
5.40
4.80
5.10
5.40
4.50
4.80
5.10
5.40
5.70
4.50
4.80
5.10
5.40
5.70
4.50
4.80
5.10
5.40
5.70
4.50
4.80
5.10
5.40
5.70
4.50
4.80
5.10
5.40
5.70
4.50
4.80
5.10
5.40
5.70
4.50
4.80
5.10
5.40
5.70

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1851
1905
1851
1905
1994
1851
1905
1994
1851
1905
1994
2047
1905
1994
2047
1851
1905
1994
2047
2118
1851
1905
1994
2047
2118
1851
1905
1994
2047
2118
1851
1905
1994
2047
2118
1851
1905
1994
2047
2118
1851
1905
1994
2047
2118
1851
1905
1994
2047
2118

2.57
2.16
2.75
2.35
1.89
2.93
2.54
2.09
3.11
2.74
2.30
1.78
2.93
2.50
2.00
3.47
3.12
2.70
2.21
1.65
3.65
3.31
2.91
2.43
1.88
3.83
3.50
3.11
2.65
2.11
4.01
3.70
3.32
2.86
2.34
4.19
3.89
3.52
3.08
2.57
4.37
4.08
3.72
3.29
2.79
4.55
4.27
3.93
3.51
3.02

4.15
4.45
4.15
4.45
4.75
4.15
4.45
4.75
4.15
4.45
4.75
5.10
4.45
4.75
5.10
4.15
4.45
4.75
5.10
5.35
4.15
4.45
4.75
5.10
5.35
4.15
4.45
4.75
5.10
5.35
4.15
4.45
4.75
5.10
5.35
4.15
4.45
4.75
5.10
5.35
4.15
4.45
4.75
5.10
5.35
4.15
4.45
4.75
5.10
5.35

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1922
2011
1922
2011
2065
1922
2011
2065
1922
2011
2065
2136
2011
2065
2136
1922
2011
2065
2136
2207
1922
2011
2065
2136
2207
1922
2011
2065
2136
2207
1922
2011
2065
2136
2207
1922
2011
2065
2136
2207
1922
2011
2065
2136
2207
1922
2011
2065
2136
2207

2.37
2.00
2.53
2.18
1.76
2.70
2.36
1.95
2.86
2.54
2.14
1.68
2.71
2.33
1.89
3.20
2.89
2.52
2.09
1.55
3.36
3.07
2.71
2.30
1.77
3.53
3.25
2.90
2.50
1.98
3.69
3.43
3.09
2.70
2.19
3.86
3.60
3.28
2.91
2.41
4.03
3.78
3.47
3.11
2.62
4.19
3.96
3.66
3.32
2.84

COOLING operation   Rated frequency 80Hz
SEZ-A18AR / SUZ-A18VR
CAPACITY : 5.0(kW)  INPUT : 1780(W)  SHF : 0.75

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature
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A

OUTDOOR  D.B.(;)
INDOOR INDOOR 21 25 27 30
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

6.46
6.74
6.46
6.74
7.01
6.46
6.74
7.01
6.46
6.74
7.01
7.37
6.74
7.01
7.37
6.46
6.74
7.01
7.37
7.59
6.46
6.74
7.01
7.37
7.59
6.46
6.74
7.01
7.37
7.59
6.46
6.74
7.01
7.37
7.59
6.46
6.74
7.01
7.37
7.59
6.46
6.74
7.01
7.37
7.59
6.46
6.74
7.01
7.37
7.59

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1568
1646
1568
1646
1705
1568
1646
1705
1568
1646
1705
1784
1646
1705
1784
1568
1646
1705
1784
1882
1568
1646
1705
1784
1882
1568
1646
1705
1784
1882
1568
1646
1705
1784
1882
1568
1646
1705
1784
1882
1568
1646
1705
1784
1882
1568
1646
1705
1784
1882

3.68
3.03
3.94
3.30
2.59
4.20
3.57
2.88
4.46
3.84
3.16
2.43
4.11
3.44
2.73
4.98
4.38
3.72
3.02
2.20
5.23
4.65
4.00
3.32
2.50
5.49
4.92
4.28
3.61
2.81
5.75
5.19
4.56
3.91
3.11
6.01
5.46
4.84
4.20
3.42
6.27
5.73
5.12
4.50
3.72
6.53
6.00
5.40
4.79
4.02

6.19
6.46
6.19
6.46
6.77
6.19
6.46
6.77
6.19
6.46
6.77
7.10
6.46
6.77
7.10
6.19
6.46
6.77
7.10
7.37
6.19
6.46
6.77
7.10
7.37
6.19
6.46
6.77
7.10
7.37
6.19
6.46
6.77
7.10
7.37
6.19
6.46
6.77
7.10
7.37
6.19
6.46
6.77
7.10
7.37
6.19
6.46
6.77
7.10
7.37

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1646
1744
1646
1744
1813
1646
1744
1813
1646
1744
1813
1882
1744
1813
1882
1646
1744
1813
1882
1980
1646
1744
1813
1882
1980
1646
1744
1813
1882
1980
1646
1744
1813
1882
1980
1646
1744
1813
1882
1980
1646
1744
1813
1882
1980
1646
1744
1813
1882
1980

3.53
2.91
3.77
3.17
2.50
4.02
3.43
2.77
4.27
3.68
3.04
2.34
3.94
3.31
2.63
4.76
4.20
3.59
2.91
2.14
5.01
4.46
3.86
3.19
2.43
5.26
4.72
4.13
3.48
2.73
5.51
4.98
4.40
3.76
3.02
5.75
5.23
4.67
4.04
3.32
6.00
5.49
4.94
4.33
3.61
6.25
5.75
5.21
4.61
3.91

5.94
6.27
5.94
6.27
6.60
5.94
6.27
6.60
5.94
6.27
6.60
6.93
6.27
6.60
6.93
5.94
6.27
6.60
6.93
7.26
5.94
6.27
6.60
6.93
7.26
5.94
6.27
6.60
6.93
7.26
5.94
6.27
6.60
6.93
7.26
5.94
6.27
6.60
6.93
7.26
5.94
6.27
6.60
6.93
7.26
5.94
6.27
6.60
6.93
7.26

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1725
1784
1725
1784
1862
1725
1784
1862
1725
1784
1862
1940
1784
1862
1940
1725
1784
1862
1940
2038
1725
1784
1862
1940
2038
1725
1784
1862
1940
2038
1725
1784
1862
1940
2038
1725
1784
1862
1940
2038
1725
1784
1862
1940
2038
1725
1784
1862
1940
2038

3.39
2.82
3.62
3.07
2.44
3.86
3.32
2.71
4.10
3.57
2.97
2.29
3.82
3.23
2.56
4.57
4.08
3.50
2.84
2.11
4.81
4.33
3.76
3.12
2.40
5.05
4.58
4.03
3.40
2.69
5.29
4.83
4.29
3.67
2.98
5.52
5.08
4.55
3.95
3.27
5.76
5.33
4.82
4.23
3.56
6.00
5.58
5.08
4.50
3.85

5.72
6.05
5.72
6.05
6.33
5.72
6.05
6.33
5.72
6.05
6.33
6.71
6.05
6.33
6.71
5.72
6.05
6.33
6.71
7.04
5.72
6.05
6.33
6.71
7.04
5.72
6.05
6.33
6.71
7.04
5.72
6.05
6.33
6.71
7.04
5.72
6.05
6.33
6.71
7.04
5.72
6.05
6.33
6.71
7.04
5.72
6.05
6.33
6.71
7.04

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1803
1862
1803
1862
1940
1803
1862
1940
1803
1862
1940
2038
1862
1940
2038
1803
1862
1940
2038
2097
1803
1862
1940
2038
2097
1803
1862
1940
2038
2097
1803
1862
1940
2038
2097
1803
1862
1940
2038
2097
1803
1862
1940
2038
2097
1803
1862
1940
2038
2097

3.26
2.72
3.49
2.96
2.34
3.72
3.21
2.59
3.95
3.45
2.85
2.21
3.69
3.10
2.48
4.40
3.93
3.35
2.75
2.04
4.63
4.17
3.61
3.02
2.32
4.86
4.42
3.86
3.29
2.60
5.09
4.66
4.11
3.56
2.89
5.32
4.90
4.36
3.82
3.17
5.55
5.14
4.62
4.09
3.45
5.78
5.38
4.87
4.36
3.73

COOLING operation   Rated frequency 87Hz
SEZ-A24AR / SUZ-A24VR
CAPACITY : 5.5(kW)  INPUT : 1960(W)  SHF : 0.75

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature
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OUTDOOR  D.B.(;)
INDOOR INDOOR 35 40 46
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

5.39
5.67
5.39
5.67
6.00
5.39
5.67
6.00
5.39
5.67
6.00
6.33
5.67
6.00
6.33
5.39
5.67
6.00
6.33
6.66
5.39
5.67
6.00
6.33
6.66
5.39
5.67
6.00
6.33
6.66
5.39
5.67
6.00
6.33
6.66
5.39
5.67
6.00
6.33
6.66
5.39
5.67
6.00
6.33
6.66
5.39
5.67
6.00
6.33
6.66

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

1921
1999
1921
1999
2078
1921
1999
2078
1921
1999
2078
2156
1999
2078
2156
1921
1999
2078
2156
2234
1921
1999
2078
2156
2234
1921
1999
2078
2156
2234
1921
1999
2078
2156
2234
1921
1999
2078
2156
2234
1921
1999
2078
2156
2234
1921
1999
2078
2156
2234

3.07
2.55
3.29
2.78
2.22
3.50
3.00
2.46
3.72
3.23
2.70
2.09
3.46
2.94
2.34
4.15
3.68
3.18
2.59
1.93
4.37
3.91
3.42
2.85
2.20
4.58
4.14
3.66
3.10
2.46
4.80
4.36
3.90
3.35
2.73
5.01
4.59
4.14
3.61
2.99
5.23
4.82
4.38
3.86
3.26
5.44
5.04
4.62
4.11
3.53

4.95
5.28
4.95
5.28
5.61
4.95
5.28
5.61
4.95
5.28
5.61
5.94
5.28
5.61
5.94
4.95
5.28
5.61
5.94
6.27
4.95
5.28
5.61
5.94
6.27
4.95
5.28
5.61
5.94
6.27
4.95
5.28
5.61
5.94
6.27
4.95
5.28
5.61
5.94
6.27
4.95
5.28
5.61
5.94
6.27
4.95
5.28
5.61
5.94
6.27

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

2038
2097
2038
2097
2195
2038
2097
2195
2038
2097
2195
2254
2097
2195
2254
2038
2097
2195
2254
2332
2038
2097
2195
2254
2332
2038
2097
2195
2254
2332
2038
2097
2195
2254
2332
2038
2097
2195
2254
2332
2038
2097
2195
2254
2332
2038
2097
2195
2254
2332

2.82
2.38
3.02
2.59
2.08
3.22
2.80
2.30
3.42
3.01
2.52
1.96
3.22
2.75
2.20
3.81
3.43
2.97
2.44
1.82
4.01
3.64
3.20
2.67
2.07
4.21
3.85
3.42
2.91
2.32
4.41
4.07
3.65
3.15
2.57
4.60
4.28
3.87
3.39
2.82
4.80
4.49
4.10
3.62
3.07
5.00
4.70
4.32
3.86
3.32

4.57
4.90
4.57
4.90
5.23
4.57
4.90
5.23
4.57
4.90
5.23
5.61
4.90
5.23
5.61
4.57
4.90
5.23
5.61
5.89
4.57
4.90
5.23
5.61
5.89
4.57
4.90
5.23
5.61
5.89
4.57
4.90
5.23
5.61
5.89
4.57
4.90
5.23
5.61
5.89
4.57
4.90
5.23
5.61
5.89
4.57
4.90
5.23
5.61
5.89

0.57
0.45
0.61
0.49
0.37
0.65
0.53
0.41
0.69
0.57
0.45
0.33
0.61
0.49
0.37
0.77
0.65
0.53
0.41
0.29
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53

2117
2215
2117
2215
2274
2117
2215
2274
2117
2215
2274
2352
2215
2274
2352
2117
2215
2274
2352
2430
2117
2215
2274
2352
2430
2117
2215
2274
2352
2430
2117
2215
2274
2352
2430
2117
2215
2274
2352
2430
2117
2215
2274
2352
2430
2117
2215
2274
2352
2430

2.60
2.20
2.78
2.40
1.93
2.97
2.59
2.14
3.15
2.79
2.35
1.85
2.99
2.56
2.08
3.52
3.18
2.77
2.30
1.71
3.70
3.38
2.98
2.52
1.94
3.88
3.57
3.19
2.75
2.18
4.06
3.77
3.40
2.97
2.41
4.25
3.96
3.61
3.20
2.65
4.43
4.16
3.81
3.42
2.88
4.61
4.36
4.02
3.65
3.12

COOLING operation   Rated frequency 87Hz
SEZ-A24AR / SUZ-A24VR
CAPACITY : 5.5(kW)  INPUT : 1960(W)  SHF : 0.75

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature
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SEZ-A18AR / SUZ-A18VR    Rated frequency 80Hz
CAPACITY : 5.9(kW)  INPUT : 1840(W)

SEZ-A24AR / SUZ-A24VR    Rated frequency 96Hz
CAPACITY : 6.9(kW)  INPUT : 2450(W)

OUTDOOR  W.B.(;)
INDOOR -10
D.B.(;) Q INPUT

-5
Q INPUT

0
Q INPUT

5
Q INPUT

10
Q INPUT

15
Q INPUT

20
Q INPUT

15
21
26

3.72
3.54
3.19

1196
1288
1380

4.48
4.25
3.95

1435
1527
1619

5.25
5.02
4.66

1619
1693
1785

6.02
5.72
5.43

1748
1822
1914

6.79
6.49
6.20

1858
1914
2006

7.49
7.20
6.90

1914
1969
2061

8.26
7.94
7.67

1950
2042
2116

OUTDOOR  W.B.(;)
INDOOR -10
D.B.(;) Q INPUT

-5
Q INPUT

0
Q INPUT

5
Q INPUT

10
Q INPUT

15
Q INPUT

20
Q INPUT

15
21
26

4.35
4.14
3.73

1593
1715
1838

5.24
4.97
4.62

1911
2034
2156

6.14
5.87
5.45

2156
2254
2377

7.04
6.69
6.35

2328
2426
2548

7.94
7.59
7.25

2475
2548
2671

8.76
8.42
8.07

2548
2622
2744

9.66
9.28
8.97

2597
2720
2818

SEZ-A09CR / SUZ-A09VR    Rated frequency 75Hz
CAPACITY : 3.0(kW)  INPUT : 880(W)

SEZ-A12AR / SUZ-A12VR    Rated frequency 76Hz
CAPACITY : 3.9(kW)  INPUT : 1100(W)

OUTDOOR  W.B.(;)
INDOOR -10
D.B.(;) Q INPUT

-5
Q INPUT

0
Q INPUT

5
Q INPUT

10
Q INPUT

15
Q INPUT

20
Q INPUT

15
21
26

1.89
1.80
1.62

572
616
660

2.28
2.16
2.01

686
730
774

2.67
2.55
2.37

774
810
854

3.06
2.91
2.76

836
871
915

3.45
3.30
3.15

889
915
959

3.81
3.66
3.51

915
942
986

4.20
4.04
3.90

933
977

1012

OUTDOOR  W.B.(;)
INDOOR -10
D.B.(;) Q INPUT

-5
Q INPUT

0
Q INPUT

5
Q INPUT

10
Q INPUT

15
Q INPUT

20
Q INPUT

15
21
26

2.46
2.34
2.11

715
770
825

2.96
2.81
2.61

858
913
968

3.47
3.32
3.08

968
1012
1067

3.98
3.78
3.59

1045
1089
1144

4.49
4.29
4.10

1111
1144
1199

4.95
4.76
4.56

1144
1177
1232

5.46
5.25
5.07

1166
1221
1265

HEATING OPERATION
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The standard data contained in these specifications apply only to the operation of the air conditioner under normal condition.
Operating conditions vary according to the areas where these units are installed. The following information has been provided 
to clarify the operating characteristics of the air conditioner under the conditions indicated by the performance curve.

(1) GUARANTEED VOLTAGE
Rated voltage :  ±10% (207~253V),  50Hz

(2) AIR FLOW
Air flow should be set at MAX.

(3) MAIN READINGS
COOLING
(1) Indoor intake air wet-bulb temperature :  W.B.˚C
(2) Indoor outlet air wet-bulb temperature :   W.B.˚C
(3) Outdoor intake air dry-bulb temperature : D.B.˚C
(4) Total input : W

Indoor air wet/dry-bulb temperature difference on the side of the chart on page shows the difference between the 
indoor intake air wet/dry-bulb temperature and the indoor outlet air wet/dry-bulb temperature for your reference at 
service.

How to measure the indoor air wet-bulb/dry-bulb temperature difference
1. Attach at least 2 sets of wet-and-dry-bulb thermometers to the indoor air inlet as shown in the figure, and at least 2 sets of

wet-and-dry-bulb thermometers to the indoor air outlet. The thermometers must be attached to the position where air speed 
is high.

2. Attach at least 2 sets of wet-and-dry-bulb thermometers to the outdoor air inlet.
Cover the thermometers to prevent direct rays of the sun.

3. Check that the air filter is cleaned.
4. Open windows and doors of the room.
5. Press the TEST button twice to start the COOL(HEAT) MODE.
6. When system stabilizes after more than 15 minutes, measure temperature and take an average temperature.
7. 10 minutes later, measure temperature again and check that the temperature does not change.

Air outlet

Air inlet

Wet-and dry-bulb
thermometers

Wet-and dry-bulb
thermometers
BACK VIEW

INDOOR UNIT OUTDOOR UNIT

HEATING
(1) Indoor intake air dry-bulb temperature :    D.B.˚C
(2) Indoor outlet air dry-bulb temperature :     D.B.˚C
(3) Outdoor intake air wet-bulb temperature : W.B.˚C
(4) Total input : W

● SEZ-A09CR / SUZ-A09VR
● SEZ-A12AR / SUZ-A12VR
● SEZ-A18AR / SUZ-A18VR
● SEZ-A24AR / SUZ-A24VR

w The picture is SEZ-A12,18, 24AR.

SEZ-A09CR is similar to SEZ-A12, 18, 24AR.

B.2.6.2  PERFORMANCE CURVES
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W
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em
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ce
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d
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e)

Indoor intake air Wet-bulb temperature (:)

Outdoor intake air Dry-bulb temperature (:) 

Indoor intake air Wet-bulb temperature (:)

Outdoor intake air Dry-bulb temperature (:) 

7.9

7.4

6.8

6.2

5.7

5.1

S
U

Z
-A

09
V

R
R

at
ed

 fr
eq
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nc

y 
57

H
z

8.4

7.8

7.2

6.6

6.0

5.4

S
U

Z
-A

18
V

R
R

at
ed

 fr
eq

ue
nc

y 
80

H
z

7.8

7.2

6.7

6.1

5.6

5.0

S
U

Z
-A

12
V

R
R

at
ed

 fr
eq

ue
nc

y 
67

H
z
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<How to operate fixed-frequency operation (Test run operation)> 
1. Press the TEST button to COOL or HEAT mode.
2. Test run operation starts and continue to operate for 30 minutes.
3. Compressor starts at rated frequency in COOL mode or 58Hz in HEAT mode.
4. Indoor fan operates at High speed.
5. After 30 minutes, test run operation finishes and EMERGENCY OPERATION starts.
6. To cancel test run operation (EMERGENCY OPERATION), press the ON/OFF button on remote controller.

NOTE : The unit of pressure has been changed to MPa on the international system of units (SI unit system).

The conversion factor is: 1(MPa [Gauge]) =10.2(kgf/ ff [Gauge])
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COOL operation
1 Both indoor and outdoor unit are under the 

same temperature/humidity condition.
Dry-bulb temperature Relative humidity(%)
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HEAT operation
Condition indoor: Dry bulb temperature 20.0°C

Wet bulb temperature 14.5°C
Condition outdoor: Dry bulb temperature 2,7,15,20.0°C

Wet bulb temperature 1,6,12,14.5°C
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2 Air flow : High speed
3 Operational frequency : 57Hz(SUZ-A09VR)

67Hz(SUZ-A12VR)
80Hz(SUZ-A18VR)
87Hz(SUZ-A24VR)
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NOTE: The sound level is measured in an anechoic room where echoes are few, when compressor stops. The sound
may be bigger than displayed level under actual installation condition by surrounding echoes. The sound level
can be higher by about 2 dB than the displayed level during cooling and heating operation.

B.2.7  NOISE CRITERIA CURVES
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● Suction: back inlet

● External static pressure: 5pa

● Power source: 220V 50Hz
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● Operation buttons

PAR-20MAA

ON/OFF 

CENTRALLY CONTROLLED

ERROR CODE

CLOCK

ON OFF

˚C

CHECK

CHECK MODE
FILTER

TEST RUN
FUNCTION

˚C
1Hr.

NOT AVAILABLE
STAND BY 
DEFROST

FILTER

CHECK TEST

TEMP.

TIMER SET

This sets the ventilation fan speed.

VENTILATION button

Press this button to switch the cooling,
electronic dry (dehumidify), automatic
and heating modes.

OPERATION SWITCH button

This sets the room temperature. The
temperature setting can be performed
in 1: units 
   Setting range
            Cooling 19: to 30:
            Heating 17: to 28:

   TEMP. ADJUSTMENT button

This switches between continuous
operation and the timer operation.

TIMER button

This switches between the operation
and stop modes each time it is pressed.
The lamp on this button lights during
operation.

ON/OFF button

Only press this button to perform an
inspection check or test operation.
Do not use it for normal operation.

CHECK-TEST RUN button

This switch the horizontal fan motion
ON and OFF.

LOUVER button

AIR DIRECTION button

This resets the filter service indication
display

FILTER button

This sets the current time, start time 
and stop time.

TIME SETTING button

This sets the ventilation fan speed.

FAN SPEED button

(Not available for this model.)
(Not available for this model.)

This adjusts the vertical angle of the
ventilation.

(Not available for this model.)

On the controls are set, the same operation mode can be repeated by simply pressing the ON/OFF button.

B.2.8  REMOTE CONTROLLER
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PAR-20MAA

ON/OFF 

CENTRALLY CONTROLLED

ERROR CODE

CLOCK

ON OFF

˚C

CHECK

CHECK MODE
FILTER

TEST RUN
FUNCTION

˚C
1Hr.

NOT AVAILABLE
STAND BY 
DEFROST

FILTER

CHECK TEST

TEMP.

TIMER SET

Caution
● Only the Power display lights when the unit is stopped and power supplied to the unit.
● When the central control remote control unit, which is sold separately, is used the ON-OFF button, operation switch button

and TEMP. adjustment button do not operate.
● “NOT AVAILABLE” is displayed when the Air speed button are pressed.This indicates that this room unit is not equipped with

the fan direction adjustment function and the louver function.
● When power is turned ON for the first time, it is normal that “H0” is displayed on the room temperature indication (For max.

2minutes). Please wait until this “H0” indication disappear then start the operation.

CENTRALLY

CONTROLLED display

This indicates when the unit is con-
trolled by optional features such as
central control type remote controller.

TIMER display

This indicates when the continuous
operation and time operation modes
are set.
It also display the time for the timer
operation at the same time as when it
is set.

OPERATION MODE display

This indicates the operation mode.

STANDBY display

The [STANDBY] symbol is only
displayed from the time the heating
operation starts unit the heated air
begins to blow.

DEFROST display

This indicates when the defrost
operation is performed.

CHECK display

This indicates when a malfunction
has occurred in the unit which should
be checked.

CLOCK display

The current time , start time and stop
time can be displayed in ten second
intervals by pressing the time switch
button. The start time or stop time is
always displayed during the timer
operation.

● Display

In this display example on the
bottom left, a condition where all
display lamps light is shown for
explanation purposes although this
differs from actual operation.

Operation lamp

This lamp lights during operation,
goes off when the unit stops and
flashes when a malfunction occurs.

POWER display

This lamp lights when electricity is
supplied to the unit.

SET TEMPERATURE display

This displays the selected setting
temperature.

AIR DIRECTION display

This displays the air direction.

ROOM TEMPERATURE display

The temperature of the suction air 
is displayed during operation. The
display range is 8°C to 39°C. The
display flashes 8°C when the actual
temperature is less than 8°C and
flashes 39°C when the actual
temperature is greater than 39°C.

display

This display lights in the check mode
or when a test operation is
performed.

CHECK MODE

TEST RUN

This lamp lights when the filter need
to be cleaned.

AIR SPEED display

The selected fan speed is displayed.

FILTER display

(Not available for this model.)
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B.2.9  TROUBLESHOOTING
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B.2.10  INSTALLATION PROCEDURE
B.2.10.1  SEZ-A12, A18, A24AR
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B.2.11  SAFETY DEVICE SETTINGS

SEZ-A12AR SEZ-A18AR

OFF 145I2: OFF 130I2:

SEZ-A24AR SEZ-A09CR

Indoor fan motor
Thermal fuse

Safety device
Model

SEZ-A09CR
SEZ-A12AR
SEZ-A18AR
SEZ-A24AR
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