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CEILING CASSETTE S series
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Auto Air Swing Vane
Disperses airflow up and
down and adjusts the angle
of airflow direction.

Grille

Filter
Remove dust and pollutants
from inhaled air

Horizontal Air Outlet
Sets airflow horizontal automatically
during cooling or dehumidifying.

 Air Intake
Inhales air from room.

1. The perfect size: Attractive, inconspicuous, and just right for 2-by-2 ceilings

The SLZ-A AR Series is perfect for both residential and small business applications as it 

offers inverter technology and quiet operation.

The compact size of this line is ideal for 2-by-2 ceilings while the lightweight desing helps to

make installation easier and more convenient.

2. Attractive, slim units

With heights of only 208mm for the A09/A12/A18 units, the smooth, aesthetic installation of the

SLZ series is as attractive as it is inconspicuous.

3. Versatile drain pipe

Thanks to the adoption of a high-performans pump, the pipe for drain water can be positioned

anywhere up to industry-leading 500mm from the ceiling surface.

B.1.1  FEATURES
● Indoor(Main) UNIT
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CEILING CASSETTES series
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SLZ-A09AR SLZ-A12ARIndoor model

Function

Power supply
Single phase
230V, 50Hz

600/540/480
10

0.18
40

0.014

0.18 
PK6V15-LA

4
38/35/32 

650/580/530
3

10
10
10

MPPC

Cooling

91

Heating

92

Single phase
230V, 50Hz

660/600/540
10 

0.23
52

0.014

 0.23 
PK6V20-LE

4
39/37/34

690/630/570
3
10
10
10

MPPC

Cooling

94

Heating

95 

Capacity

Total input
Air flow (High/Med./Low)
Power outlet
Running current  ✽1
Power input  Rated frequency
Dew prevention heater
Power factor  ✽1
Fan motor current  ✽1
Model

Winding 
resistance (at20:)

Width
	 Height

Depth
Weight
Air direction
Sound level(High/Med./Low)
Fan speed(High/Med./Low)
Fan speed  regulator
Thermistor RT11(at25:)
Thermistor RT12(at25:)
Thermistor RT13(at25:)

Remote controller model




Btu/h
kW
kW
K /h

A
A
W

(kW)
%
A

"

mm(in)
mm(in)
mm(in)

kg

dB(A)
rpm

k"

k"

k"




E
le

ct
ric

al
da

ta
F

an
 

m
ot

or
S

pe
ci

al
re

m
ar

ks

Dimensions

WHT-BLK : 407     BLK-BLU  : 55
BLU-YLW : 31       YLW-BRN : 30
         BRN-RED : 165

UNIT : 570(22-7/16) PANEL : 650(25-9/16)
UNIT : 208(8-3/16) PANEL : 20(13/16)
UNIT : 570(22-7/16) PANEL : 650(25-9/16)
UNIT : 16.5 PANEL : 3

WHT-BLK : 384   BLK-BLU  : 111
BLU-YLW : 49     YLW-BRN : 46
         BRN-RED : 311

SLZ-A18AR

Single phase
230V, 50Hz

660/600/540
20

0.24
53

0.014

0.24 
PK6V20-LF

4
40/38/35 

710/650/590
3

10
10
10

MPPC

Cooling

97

Heating

97

WHT-BLK : 317    BLK-BLU  : 88
BLU-YLW : 52      YLW-BRN : 45
         BRN-RED : 301

Ca
pa

cit
y

10,200
3.0

0.87

10,900
3.2

1.06

12,900
3.8

1.07

14,600
4.3

1.53

16,300
4.8

1.50

8,500
2.5

0.76

NOTE : Test conditions are based on ISO 5151
Cooling : Indoor D.B. 27: W.B. 19:

Outdoor D.B. 35: W.B. 24:
Heating : Indoor D.B. 20: W.B. 15:

Outdoor D.B. 7: W.B. 6:
Refrigerant piping length (one way): 5m
✽1 Measured under rated operating frequency.

B.1.2  SPECIFICATIONS
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CEILING CASSETTE S series
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B.1.3.1  Indoor unit
B.1.3  OUTLINES AND DIMENSIONS

SLZ-A09AR
SLZ-A12AR
SLZ-A18AR
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CEILING CASSETTES series
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Installation area
• Area in which the remote controller is not exposed direct sunshine.
• Area in which there is no nearby heating source.
• Area in which the remote controller is not exposed to cold (or hot) winds.
• Area in which the remote controller can be operated easily
• Area in which the remote controller is beyond the reach of children.
Installation method
1 Attach the remote controller holder to the desired location using two tapping screws.
2 Place the lower end of the controller into the holder.

A Wireless remote controller (Accessory) 
B Wall
C Remote controller holder (Accessory)
D Fixing screw (Accessory)

• The signal can travel up to approximately 7 meters (in a straight line) within 45
   degrees to both right and left of the center line of the receiver.
   In addition, the signal may not be received if there is interference of light of fluorescent 
   lights or strong sunlight.

A

C

B

D

ON/OFF

RESET

TOO
WARM

TOO
COOL

MODE

AUTO COOL

DRYHEAT

FAN

VANE

SELECT

TIME

h

57 17.5
1

4
0

B.1.3.2  Remote Controller Unit : mm
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CEILING CASSETTE S series

B-8

W
IR

IN
G

D
IA

G
R

A
M

C
E

ILIN
G

C
A

S
S

E
T

T
E

GRILLE

FOR A18 (1:1 SYSTEM)
OR MULTI SYSTEM

FOR A09/12

★

★

(1:1 SYSTEM)

TO OUTDOOR
UNIT
CONNECTING

CONDENSER/EVAPORATOR 
TEMPERATURE THERMISTORRT13

RT13

312VDC

★ The 12V DC is NOT always against the ground.  
Terminal 3 has 12V DC against terminal N. 
However, between 3 and 2, these terminals are NOT electrically insulated by the transformer or other device.

TO OUTDOOR
UNIT
CONNECTING

2

N

TB TERMINAL BLOCK

MV MV MV MV CNB
BZ

LED2 LED1 SW1 SW2 RU

W.B

POWER SUPPLY
~/N
220-240V  220V

 50Hz    60Hz

FAN MOTOR
CAPACITORC1

55 5 5 H2
5

BLK

DC13.1V
TRANS

X5X5

W.R

REMOTE
CONTROLLER

TB

: Connector: Terminal block

  (For field wiring)2.Use copper conductors only.
3.Symbols below indicate.

PIPE TEMPERATURE 
THERMISTOR / LIQUIDRT12

W.R WIRELESS REMOTE
CONTROLLER

RT11 ROOM TEMPERATURE
THERMISTOR

VANE MOTORMV

FAN MOTORMF

DEW PREVENTION
HEATERH2

DRAIN SENSOR

DRAIN-UP
MACHINEDP

DS

FUSE FUSE(3.15A)

w WHT

3

N

2220-240V~

12VDC

L

3

4
52C

ZNR1

DP

MF

X1

X2
X3
X4

X4

X3

X2

X1

w RED

w BLU

GRN/YLW

w WHT

N

GRN/YLW

TBCIRCUIT BREAKER

w BLU

1.About the outdoor side electric wiring refer to the outdoor unit electlic wiring diagram for servicing.

How to remove the terminals
        shown at " w " mark.

" w " shows the terminals with a lock mechanism, 
so they cannot be removed when you pull the 
lead wire. Be sure to pull the wire by pushing 
the locking lever (projected part) of the 
terminal with a finger.

locking lever

1 Slide the sleeve.
2 Pull the wire
    while pushing
    the locking lever.

sleeve

NOTES:

9

BUZZER

ZNR1 VARISTOR

NAMESYMBOLSYMBOL NAME SYMBOL NAME

X1

X2-X5

RELAY(D.PUMP
/D.HEATER)
RELAY
(FAN MOTOR)

COMPRESSOR
CONTACTOR52C

BZ

LED1

LED2

SW1

SW2

I.B INDOOR 
CONTROLLER 
BOARD

W.B
WIRELESS REMOTE
CONTROLLER 
BOARD

RU

LED
(RUN INDICATOR)
LED
(HOT ADJUST)
SWITCH
(HEATING ON/OFF)
SWITCH
(COOLING ON/OFF)

RECEVING UNIT

[LEGEND]

FUSE

C1

I.B

RT11

RT12

DS

(2 PHASE)
1
2

 BLK

CN29

1
3

1
3

B
R

N
R

E
D

O
R

N
Y

LW
B

LU
V

LT
G

R
Y

P
IN

K

SK
Y 

BL
U

Y
LW

Y
LW

R
E

D
O

R
N

Y
LW

W
H

T
B

LU

1 7 4 5 10 8 9

ORN
RED
BRN

YLW
BLU

 WHT

YLW
YLW

BLU

 RED
 WHT

 RED

 GRN

 WHT

WHT

1
3
5
7

1
3

1
3
5

5
3
1

CNP(PUMP)

CNC

CND(POWER)
RED

CN31

CN20

CN21

(DRAIN)

(INTAKE)

(LIQUID)

CN90
(WIRELESS)

CN6V
(VANE)

(HEATER)

1
2
3

1

1
2

2

1 2 3 4 5 1
2
3
4
5
6
7
8
9

FAN2(FAN)

FAN1(FAN)

B
LU

W
H

T

O
R

N
R

E
D

Y
LW

6

 WHT

 WHT

SKY BLU
PINK
GRY
VLT
BLU
YLW
ORN
RED
BRN

YLW
YLW

2 3 6 1 2 3 4 5 6 7 8 9

w

SLZ-A09AR
SLZ-A12AR
SLZ-A18AR

B.1.4  WIRING DIAGRAM
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CEILING CASSETTES series
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Pipe temperature 
thermistor/liquid 
(RT12)

Distributor
with strainer
#50

Condenser/evaporator 
temperature thermistor
(RT13)

Room temperature 
thermistor (RT11)

Refrigerant flow in cooling
Refrigerant flow in heating

Strainer
#50

Strainer 
#50

Heat exchanger
Refrigerant GAS pipe connection
(Flare)

Refrigerant LIQUID pipe connection
(Flare)

SLZ-A09AR
SLZ-A12AR
SLZ-A18AR

B.1.5  REFRIGERANT SYSTEM DIAGRAM
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CEILING CASSETTE S series
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NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature

OUTDOOR  D.B.(;)
INDOOR INDOOR 21 25 27 30
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

2.94
3.06
2.94
3.06
3.19
2.94
3.06
3.19
2.94
3.06
3.19
3.35
3.06
3.19
3.35
2.94
3.06
3.19
3.35
3.45
2.94
3.06
3.19
3.35
3.45
2.94
3.06
3.19
3.35
3.45
2.94
3.06
3.19
3.35
3.45
2.94
3.06
3.19
3.35
3.45
2.94
3.06
3.19
3.35
3.45
2.94
3.06
3.19
3.35
3.45

0.67
0.55
0.71
0.59
0.47
0.75
0.63
0.51
0.79
0.67
0.55
0.43
0.71
0.59
0.47
0.87
0.75
0.63
0.51
0.39
0.91
0.79
0.67
0.55
0.43
0.95
0.83
0.71
0.59
0.47
0.99
0.87
0.75
0.63
0.51
1.03
0.91
0.79
0.67
0.55
1.07
0.95
0.83
0.71
0.59
1.11
0.99
0.87
0.75
0.63

608
638
608
638
661
608
638
661
608
638
661
692
638
661
692
608
638
661
692
730
608
638
661
692
730
608
638
661
692
730
608
638
661
692
730
608
638
661
692
730
608
638
661
692
730
608
638
661
692
730

1.97
1.68
2.09
1.81
1.50
2.20
1.93
1.63
2.32
2.05
1.75
1.44
2.17
1.88
1.57
2.56
2.30
2.01
1.71
1.35
2.67
2.42
2.14
1.84
1.48
2.79
2.54
2.26
1.98
1.62
2.91
2.66
2.39
2.11
1.76
3.03
2.79
2.52
2.24
1.90
3.14
2.91
2.65
2.38
2.04
3.26
3.03
2.77
2.51
2.17

2.81
2.94
2.81
2.94
3.08
2.81
2.94
3.08
2.81
2.94
3.08
3.23
2.94
3.08
3.23
2.81
2.94
3.08
3.23
3.35
2.81
2.94
3.08
3.23
3.35
2.81
2.94
3.08
3.23
3.35
2.81
2.94
3.08
3.23
3.35
2.81
2.94
3.08
3.23
3.35
2.81
2.94
3.08
3.23
3.35
2.81
2.94
3.08
3.23
3.35

0.67
0.55
0.71
0.59
0.47
0.75
0.63
0.51
0.79
0.67
0.55
0.43
0.71
0.59
0.47
0.87
0.75
0.63
0.51
0.39
0.91
0.79
0.67
0.55
0.43
0.95
0.83
0.71
0.59
0.47
0.99
0.87
0.75
0.63
0.51
1.03
0.91
0.79
0.67
0.55
1.07
0.95
0.83
0.71
0.59
1.11
0.99
0.87
0.75
0.63

638
676
638
676
703
638
676
703
638
676
703
730
676
703
730
638
676
703
730
768
638
676
703
730
768
638
676
703
730
768
638
676
703
730
768
638
676
703
730
768
638
676
703
730
768
638
676
703
730
768

1.88
1.62
2.00
1.73
1.45
2.11
1.85
1.57
2.22
1.97
1.69
1.39
2.09
1.81
1.52
2.45
2.20
1.94
1.64
1.31
2.56
2.32
2.06
1.77
1.44
2.67
2.44
2.18
1.90
1.57
2.78
2.56
2.31
2.03
1.71
2.90
2.67
2.43
2.16
1.84
3.01
2.79
2.55
2.29
1.98
3.12
2.91
2.68
2.42
2.11

2.70
2.85
2.70
2.85
3.00
2.70
2.85
3.00
2.70
2.85
3.00
3.15
2.85
3.00
3.15
2.70
2.85
3.00
3.15
3.30
2.70
2.85
3.00
3.15
3.30
2.70
2.85
3.00
3.15
3.30
2.70
2.85
3.00
3.15
3.30
2.70
2.85
3.00
3.15
3.30
2.70
2.85
3.00
3.15
3.30
2.70
2.85
3.00
3.15
3.30

0.67
0.55
0.71
0.59
0.47
0.75
0.63
0.51
0.79
0.67
0.55
0.43
0.71
0.59
0.47
0.87
0.75
0.63
0.51
0.39
0.91
0.79
0.67
0.55
0.43
0.95
0.83
0.71
0.59
0.47
0.99
0.87
0.75
0.63
0.51
1.03
0.91
0.79
0.67
0.55
1.07
0.95
0.83
0.71
0.59
1.11
0.99
0.87
0.75
0.63

669
692
669
692
722
669
692
722
669
692
722
752
692
722
752
669
692
722
752
790
669
692
722
752
790
669
692
722
752
790
669
692
722
752
790
669
692
722
752
790
669
692
722
752
790
669
692
722
752
790

1.81
1.57
1.92
1.68
1.41
2.03
1.80
1.53
2.13
1.91
1.65
1.35
2.02
1.77
1.48
2.35
2.14
1.89
1.61
1.29
2.46
2.25
2.01
1.73
1.42
2.57
2.37
2.13
1.86
1.55
2.67
2.48
2.25
1.98
1.68
2.78
2.59
2.37
2.11
1.82
2.89
2.71
2.49
2.24
1.95
3.00
2.82
2.61
2.36
2.08

2.60
2.75
2.60
2.75
2.88
2.60
2.75
2.88
2.60
2.75
2.88
3.05
2.75
2.88
3.05
2.60
2.75
2.88
3.05
3.20
2.60
2.75
2.88
3.05
3.20
2.60
2.75
2.88
3.05
3.20
2.60
2.75
2.88
3.05
3.20
2.60
2.75
2.88
3.05
3.20
2.60
2.75
2.88
3.05
3.20
2.60
2.75
2.88
3.05
3.20

0.67
0.55
0.71
0.59
0.47
0.75
0.63
0.51
0.79
0.67
0.55
0.43
0.71
0.59
0.47
0.87
0.75
0.63
0.51
0.39
0.91
0.79
0.67
0.55
0.43
0.95
0.83
0.71
0.59
0.47
0.99
0.87
0.75
0.63
0.51
1.03
0.91
0.79
0.67
0.55
1.07
0.95
0.83
0.71
0.59
1.11
0.99
0.87
0.75
0.63

699
722
699
722
752
699
722
752
699
722
752
790
722
752
790
699
722
752
790
813
699
722
752
790
813
699
722
752
790
813
699
722
752
790
813
699
722
752
790
813
699
722
752
790
813
699
722
752
790
813

1.74
1.51
1.85
1.62
1.35
1.95
1.73
1.47
2.05
1.84
1.58
1.31
1.95
1.70
1.43
2.26
2.06
1.81
1.56
1.25
2.37
2.17
1.93
1.68
1.38
2.47
2.28
2.04
1.80
1.50
2.57
2.39
2.16
1.92
1.63
2.68
2.50
2.27
2.04
1.76
2.78
2.61
2.39
2.17
1.89
2.89
2.72
2.50
2.29
2.02

COOLING operation   Rated frequency 57Hz
SLZ-A09AR / SUZ-A09VR
CAPACITY : 2.5(kW)  INPUT : 760(W)  SHF : 0.85

B.1.6  PERFORMANCE DATA
B.1.6.1  PERFORMANCE DATA
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CEILING CASSETTES series

B-11

P
E

R
F

O
R

M
A

N
C

E
D

A
T

A
C

E
IL

IN
G

C
A

S
S

E
T

T
E

OUTDOOR  D.B.(;)
INDOOR INDOOR 35 40 46
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

2.45
2.58
2.45
2.58
2.73
2.45
2.58
2.73
2.45
2.58
2.73
2.88
2.58
2.73
2.88
2.45
2.58
2.73
2.88
3.03
2.45
2.58
2.73
2.88
3.03
2.45
2.58
2.73
2.88
3.03
2.45
2.58
2.73
2.88
3.03
2.45
2.58
2.73
2.88
3.03
2.45
2.58
2.73
2.88
3.03
2.45
2.58
2.73
2.88
3.03

0.67
0.55
0.71
0.59
0.47
0.75
0.63
0.51
0.79
0.67
0.55
0.43
0.71
0.59
0.47
0.87
0.75
0.63
0.51
0.39
0.91
0.79
0.67
0.55
0.43
0.95
0.83
0.71
0.59
0.47
0.99
0.87
0.75
0.63
0.51
1.03
0.91
0.79
0.67
0.55
1.07
0.95
0.83
0.71
0.59
1.11
0.99
0.87
0.75
0.63

745
775
745
775
806
745
775
806
745
775
806
836
775
806
836
745
775
806
836
866
745
775
806
836
866
745
775
806
836
866
745
775
806
836
866
745
775
806
836
866
745
775
806
836
866
745
775
806
836
866

1.64
1.42
1.74
1.52
1.28
1.84
1.62
1.39
1.94
1.73
1.50
1.24
1.83
1.61
1.35
2.13
1.93
1.72
1.47
1.18
2.23
2.03
1.83
1.58
1.30
2.33
2.14
1.93
1.70
1.42
2.43
2.24
2.04
1.81
1.54
2.52
2.34
2.15
1.93
1.66
2.62
2.45
2.26
2.04
1.78
2.72
2.55
2.37
2.16
1.91

2.25
2.40
2.25
2.40
2.55
2.25
2.40
2.55
2.25
2.40
2.55
2.70
2.40
2.55
2.70
2.25
2.40
2.55
2.70
2.85
2.25
2.40
2.55
2.70
2.85
2.25
2.40
2.55
2.70
2.85
2.25
2.40
2.55
2.70
2.85
2.25
2.40
2.55
2.70
2.85
2.25
2.40
2.55
2.70
2.85
2.25
2.40
2.55
2.70
2.85

0.67
0.55
0.71
0.59
0.47
0.75
0.63
0.51
0.79
0.67
0.55
0.43
0.71
0.59
0.47
0.87
0.75
0.63
0.51
0.39
0.91
0.79
0.67
0.55
0.43
0.95
0.83
0.71
0.59
0.47
0.99
0.87
0.75
0.63
0.51
1.03
0.91
0.79
0.67
0.55
1.07
0.95
0.83
0.71
0.59
1.11
0.99
0.87
0.75
0.63

790
813
790
813
851
790
813
851
790
813
851
874
813
851
874
790
813
851
874
904
790
813
851
874
904
790
813
851
874
904
790
813
851
874
904
790
813
851
874
904
790
813
851
874
904
790
813
851
874
904

1.51
1.32
1.60
1.42
1.20
1.69
1.51
1.30
1.78
1.61
1.40
1.16
1.70
1.50
1.27
1.96
1.80
1.61
1.38
1.11
2.05
1.90
1.71
1.49
1.23
2.14
1.99
1.81
1.59
1.34
2.23
2.09
1.91
1.70
1.45
2.32
2.18
2.01
1.81
1.57
2.41
2.28
2.12
1.92
1.68
2.50
2.38
2.22
2.03
1.80

2.08
2.23
2.08
2.23
2.38
2.08
2.23
2.38
2.08
2.23
2.38
2.55
2.23
2.38
2.55
2.08
2.23
2.38
2.55
2.68
2.08
2.23
2.38
2.55
2.68
2.08
2.23
2.38
2.55
2.68
2.08
2.23
2.38
2.55
2.68
2.08
2.23
2.38
2.55
2.68
2.08
2.23
2.38
2.55
2.68
2.08
2.23
2.38
2.55
2.68

0.67
0.55
0.71
0.59
0.47
0.75
0.63
0.51
0.79
0.67
0.55
0.43
0.71
0.59
0.47
0.87
0.75
0.63
0.51
0.39
0.91
0.79
0.67
0.55
0.43
0.95
0.83
0.71
0.59
0.47
0.99
0.87
0.75
0.63
0.51
1.03
0.91
0.79
0.67
0.55
1.07
0.95
0.83
0.71
0.59
1.11
0.99
0.87
0.75
0.63

821
859
821
859
882
821
859
882
821
859
882
912
859
882
912
821
859
882
912
942
821
859
882
912
942
821
859
882
912
942
821
859
882
912
942
821
859
882
912
942
821
859
882
912
942
821
859
882
912
942

1.39
1.22
1.47
1.31
1.12
1.56
1.40
1.21
1.64
1.49
1.31
1.10
1.58
1.40
1.20
1.81
1.67
1.50
1.30
1.04
1.89
1.76
1.59
1.40
1.15
1.97
1.85
1.69
1.50
1.26
2.05
1.94
1.78
1.61
1.36
2.14
2.02
1.88
1.71
1.47
2.22
2.11
1.97
1.81
1.58
2.30
2.20
2.07
1.91
1.69

COOLING operation   Rated frequency 57Hz
SLZ-A09AR / SUZ-A09VR
CAPACITY : 2.5(kW)  INPUT : 760(W)  SHF : 0.85

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature
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CEILING CASSETTE S series

B-12

P
E

R
F

O
R

M
A

N
C

E
D

A
T

A
C

E
ILIN

G

C
A

S
S

E
T

T
E

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature

OUTDOOR  D.B.(;)
INDOOR INDOOR 21 25 27 30
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

3.76
3.92
3.76
3.92
4.08
3.76
3.92
4.08
3.76
3.92
4.08
4.29
3.92
4.08
4.29
3.76
3.92
4.08
4.29
4.42
3.76
3.92
4.08
4.29
4.42
3.76
3.92
4.08
4.29
4.42
3.76
3.92
4.08
4.29
4.42
3.76
3.92
4.08
4.29
4.42
3.76
3.92
4.08
4.29
4.42
3.76
3.92
4.08
4.29
4.42

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

848
890
848
890
922
848
890
922
848
890
922
965
890
922
965
848
890
922
965
1018
848
890
922
965
1018
848
890
922
965
1018
848
890
922
965
1018
848
890
922
965
1018
848
890
922
965
1018
848
890
922
965
1018

2.29
1.92
2.44
2.08
1.67
2.59
2.23
1.84
2.74
2.39
2.00
1.59
2.55
2.16
1.76
3.05
2.70
2.33
1.93
1.46
3.20
2.86
2.49
2.10
1.63
3.35
3.02
2.65
2.27
1.81
3.50
3.18
2.82
2.44
1.99
3.65
3.33
2.98
2.62
2.16
3.80
3.49
3.14
2.79
2.34
3.95
3.65
3.30
2.96
2.52

3.60
3.76
3.60
3.76
3.94
3.60
3.76
3.94
3.60
3.76
3.94
4.13
3.76
3.94
4.13
3.60
3.76
3.94
4.13
4.29
3.60
3.76
3.94
4.13
4.29
3.60
3.76
3.94
4.13
4.29
3.60
3.76
3.94
4.13
4.29
3.60
3.76
3.94
4.13
4.29
3.60
3.76
3.94
4.13
4.29
3.60
3.76
3.94
4.13
4.29

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

890
943
890
943
981
890
943
981
890
943
981

1018
943
981

1018
890
943
981

1018
1071
890
943
981

1018
1071
890
943
981

1018
1071
890
943
981

1018
1071
890
943
981

1018
1071
890
943
981

1018
1071
890
943
981

1018
1071

2.20
1.84
2.34
1.99
1.61
2.48
2.14
1.77
2.63
2.29
1.93
1.53
2.44
2.09
1.69
2.92
2.59
2.24
1.86
1.42
3.06
2.74
2.40
2.02
1.59
3.20
2.90
2.56
2.19
1.76
3.35
3.05
2.72
2.35
1.93
3.49
3.20
2.87
2.52
2.10
3.64
3.35
3.03
2.68
2.27
3.78
3.50
3.19
2.85
2.44

3.46
3.65
3.46
3.65
3.84
3.46
3.65
3.84
3.46
3.65
3.84
4.03
3.65
3.84
4.03
3.46
3.65
3.84
4.03
4.22
3.46
3.65
3.84
4.03
4.22
3.46
3.65
3.84
4.03
4.22
3.46
3.65
3.84
4.03
4.22
3.46
3.65
3.84
4.03
4.22
3.46
3.65
3.84
4.03
4.22
3.46
3.65
3.84
4.03
4.22

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

933
965
933
965

1007
933
965

1007
933
965

1007
1049
965

1007
1049
933
965

1007
1049
1102
933
965

1007
1049
1102
933
965

1007
1049
1102
933
965

1007
1049
1102
933
965

1007
1049
1102
933
965

1007
1049
1102
933
965

1007
1049
1102

2.11
1.79
2.25
1.93
1.57
2.38
2.08
1.73
2.52
2.23
1.88
1.49
2.37
2.04
1.65
2.80
2.52
2.19
1.81
1.39
2.94
2.66
2.34
1.98
1.56
3.08
2.81
2.50
2.14
1.73
3.21
2.95
2.65
2.30
1.90
3.35
3.10
2.80
2.46
2.07
3.49
3.25
2.96
2.62
2.24
3.63
3.39
3.11
2.78
2.41

3.33
3.52
3.33
3.52
3.68
3.33
3.52
3.68
3.33
3.52
3.68
3.90
3.52
3.68
3.90
3.33
3.52
3.68
3.90
4.10
3.33
3.52
3.68
3.90
4.10
3.33
3.52
3.68
3.90
4.10
3.33
3.52
3.68
3.90
4.10
3.33
3.52
3.68
3.90
4.10
3.33
3.52
3.68
3.90
4.10
3.33
3.52
3.68
3.90
4.10

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

975
1007
975

1007
1049
975

1007
1049
975

1007
1049
1102
1007
1049
1102
975

1007
1049
1102
1134
975

1007
1049
1102
1134
975

1007
1049
1102
1134
975

1007
1049
1102
1134
975

1007
1049
1102
1134
975

1007
1049
1102
1134
975

1007
1049
1102
1134

2.03
1.72
2.16
1.87
1.51
2.30
2.01
1.66
2.43
2.15
1.80
1.44
2.29
1.95
1.60
2.70
2.43
2.10
1.76
1.35
2.83
2.57
2.24
1.91
1.52
2.96
2.71
2.39
2.07
1.68
3.10
2.85
2.54
2.23
1.84
3.23
2.99
2.69
2.38
2.01
3.36
3.13
2.83
2.54
2.17
3.49
3.27
2.98
2.69
2.33

COOLING operation   Rated frequency 67Hz
SLZ-A12AR / SUZ-A12VR
CAPACITY : 3.2(kW)  INPUT : 1060(W)  SHF : 0.79
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CEILING CASSETTES series

B-13

P
E

R
F

O
R

M
A

N
C

E
D

A
T

A
C

E
IL

IN
G

C
A

S
S

E
T

T
E

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature

OUTDOOR  D.B.(;)
INDOOR INDOOR 35 40 46
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

3.14
3.30
3.14
3.30
3.49
3.14
3.30
3.49
3.14
3.30
3.49
3.68
3.30
3.49
3.68
3.14
3.30
3.49
3.68
3.87
3.14
3.30
3.49
3.68
3.87
3.14
3.30
3.49
3.68
3.87
3.14
3.30
3.49
3.68
3.87
3.14
3.30
3.49
3.68
3.87
3.14
3.30
3.49
3.68
3.87
3.14
3.30
3.49
3.68
3.87

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

1039
1081
1039
1081
1124
1039
1081
1124
1039
1081
1124
1166
1081
1124
1166
1039
1081
1124
1166
1208
1039
1081
1124
1166
1208
1039
1081
1124
1166
1208
1039
1081
1124
1166
1208
1039
1081
1124
1166
1208
1039
1081
1124
1166
1208
1039
1081
1124
1166
1208

1.91
1.62
2.04
1.75
1.43
2.16
1.88
1.57
2.29
2.01
1.71
1.36
2.14
1.85
1.51
2.54
2.27
1.99
1.66
1.28
2.67
2.41
2.13
1.80
1.43
2.79
2.54
2.27
1.95
1.59
2.92
2.67
2.41
2.10
1.74
3.04
2.80
2.55
2.24
1.90
3.17
2.93
2.69
2.39
2.05
3.29
3.07
2.83
2.54
2.21

2.88
3.07
2.88
3.07
3.26
2.88
3.07
3.26
2.88
3.07
3.26
3.46
3.07
3.26
3.46
2.88
3.07
3.26
3.46
3.65
2.88
3.07
3.26
3.46
3.65
2.88
3.07
3.26
3.46
3.65
2.88
3.07
3.26
3.46
3.65
2.88
3.07
3.26
3.46
3.65
2.88
3.07
3.26
3.46
3.65
2.88
3.07
3.26
3.46
3.65

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

1102
1134
1102
1134
1187
1102
1134
1187
1102
1134
1187
1219
1134
1187
1219
1102
1134
1187
1219
1261
1102
1134
1187
1219
1261
1102
1134
1187
1219
1261
1102
1134
1187
1219
1261
1102
1134
1187
1219
1261
1102
1134
1187
1219
1261
1102
1134
1187
1219
1261

1.76
1.51
1.87
1.63
1.34
1.99
1.75
1.47
2.10
1.87
1.60
1.28
2.00
1.73
1.42
2.33
2.12
1.86
1.56
1.20
2.45
2.24
1.99
1.69
1.35
2.56
2.37
2.12
1.83
1.50
2.68
2.49
2.25
1.97
1.64
2.79
2.61
2.38
2.11
1.79
2.91
2.73
2.51
2.25
1.93
3.02
2.86
2.64
2.38
2.08

2.66
2.85
2.66
2.85
3.04
2.66
2.85
3.04
2.66
2.85
3.04
3.26
2.85
3.04
3.26
2.66
2.85
3.04
3.26
3.42
2.66
2.85
3.04
3.26
3.42
2.66
2.85
3.04
3.26
3.42
2.66
2.85
3.04
3.26
3.42
2.66
2.85
3.04
3.26
3.42
2.66
2.85
3.04
3.26
3.42
2.66
2.85
3.04
3.26
3.42

0.61
0.49
0.65
0.53
0.41
0.69
0.57
0.45
0.73
0.61
0.49
0.37
0.65
0.53
0.41
0.81
0.69
0.57
0.45
0.33
0.85
0.73
0.61
0.49
0.37
0.89
0.77
0.65
0.53
0.41
0.93
0.81
0.69
0.57
0.45
0.97
0.85
0.73
0.61
0.49
1.01
0.89
0.77
0.65
0.53
1.05
0.93
0.81
0.69
0.57

1145
1198
1145
1198
1230
1145
1198
1230
1145
1198
1230
1272
1198
1230
1272
1145
1198
1230
1272
1314
1145
1198
1230
1272
1314
1145
1198
1230
1272
1314
1145
1198
1230
1272
1314
1145
1198
1230
1272
1314
1145
1198
1230
1272
1314
1145
1198
1230
1272
1314

1.62
1.40
1.73
1.51
1.25
1.83
1.62
1.37
1.94
1.74
1.49
1.21
1.85
1.61
1.34
2.15
1.97
1.73
1.47
1.13
2.26
2.08
1.85
1.60
1.27
2.36
2.19
1.98
1.73
1.40
2.47
2.31
2.10
1.86
1.54
2.58
2.42
2.22
1.99
1.68
2.68
2.53
2.34
2.12
1.81
2.79
2.65
2.46
2.25
1.95

SLZ-A12AR / SUZ-A12VR
CAPACITY : 3.2(kW)  INPUT : 1060(W)  SHF : 0.79
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CEILING CASSETTE S series

B-14

P
E

R
F

O
R

M
A

N
C

E
D

A
T

A
C

E
ILIN

G

C
A

S
S

E
T

T
E

NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature

OUTDOOR  D.B.(;)
INDOOR INDOOR 21 25 27 30
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

5.41
5.64
5.41
5.64
5.87
5.41
5.64
5.87
5.41
5.64
5.87
6.16
5.64
5.87
6.16
5.41
5.64
5.87
6.16
6.35
5.41
5.64
5.87
6.16
6.35
5.41
5.64
5.87
6.16
6.35
5.41
5.64
5.87
6.16
6.35
5.41
5.64
5.87
6.16
6.35
5.41
5.64
5.87
6.16
6.35
5.41
5.64
5.87
6.16
6.35

0.50
0.38
0.54
0.42
0.30
0.58
0.46
0.34
0.62
0.50
0.38
0.26
0.54
0.42
0.30
0.70
0.58
0.46
0.34
0.22
0.74
0.62
0.50
0.38
0.26
0.78
0.66
0.54
0.42
0.30
0.82
0.70
0.58
0.46
0.34
0.86
0.74
0.62
0.50
0.38
0.90
0.78
0.66
0.54
0.42
0.94
0.82
0.70
0.58
0.46

1304
1369
1304
1369
1418
1304
1369
1418
1304
1369
1418
1483
1369
1418
1483
1304
1369
1418
1483
1565
1304
1369
1418
1483
1565
1304
1369
1418
1483
1565
1304
1369
1418
1483
1565
1304
1369
1418
1483
1565
1304
1369
1418
1483
1565
1304
1369
1418
1483
1565

2.70
2.14
2.92
2.37
1.76
3.13
2.59
1.99
3.35
2.82
2.23
1.60
3.04
2.46
1.85
3.78
3.27
2.70
2.10
1.40
4.00
3.49
2.93
2.34
1.65
4.22
3.72
3.17
2.59
1.90
4.43
3.94
3.40
2.84
2.16
4.65
4.17
3.64
3.08
2.41
4.86
4.40
3.87
3.33
2.67
5.08
4.62
4.11
3.58
2.92

5.18
5.41
5.18
5.41
5.66
5.18
5.41
5.66
5.18
5.41
5.66
5.93
5.41
5.66
5.93
5.18
5.41
5.66
5.93
6.16
5.18
5.41
5.66
5.93
6.16
5.18
5.41
5.66
5.93
6.16
5.18
5.41
5.66
5.93
6.16
5.18
5.41
5.66
5.93
6.16
5.18
5.41
5.66
5.93
6.16
5.18
5.41
5.66
5.93
6.16

0.50
0.38
0.54
0.42
0.30
0.58
0.46
0.34
0.62
0.50
0.38
0.26
0.54
0.42
0.30
0.70
0.58
0.46
0.34
0.22
0.74
0.62
0.50
0.38
0.26
0.78
0.66
0.54
0.42
0.30
0.82
0.70
0.58
0.46
0.34
0.86
0.74
0.62
0.50
0.38
0.90
0.78
0.66
0.54
0.42
0.94
0.82
0.70
0.58
0.46

1369
1451
1369
1451
1508
1369
1451
1508
1369
1451
1508
1565
1451
1508
1565
1369
1451
1508
1565
1646
1369
1451
1508
1565
1646
1369
1451
1508
1565
1646
1369
1451
1508
1565
1646
1369
1451
1508
1565
1646
1369
1451
1508
1565
1646
1369
1451
1508
1565
1646

2.59
2.05
2.79
2.27
1.70
3.00
2.49
1.92
3.21
2.70
2.15
1.54
2.92
2.38
1.78
3.62
3.13
2.60
2.02
1.36
3.83
3.35
2.83
2.25
1.60
4.04
3.57
3.06
2.49
1.85
4.24
3.78
3.28
2.73
2.10
4.45
4.00
3.51
2.97
2.34
4.66
4.22
3.73
3.20
2.59
4.86
4.43
3.96
3.44
2.84

4.97
5.24
4.97
5.24
5.52
4.97
5.24
5.52
4.97
5.24
5.52
5.80
5.24
5.52
5.80
4.97
5.24
5.52
5.80
6.07
4.97
5.24
5.52
5.80
6.07
4.97
5.24
5.52
5.80
6.07
4.97
5.24
5.52
5.80
6.07
4.97
5.24
5.52
5.80
6.07
4.97
5.24
5.52
5.80
6.07
4.97
5.24
5.52
5.80
6.07

0.50
0.38
0.54
0.42
0.30
0.58
0.46
0.34
0.62
0.50
0.38
0.26
0.54
0.42
0.30
0.70
0.58
0.46
0.34
0.22
0.74
0.62
0.50
0.38
0.26
0.78
0.66
0.54
0.42
0.30
0.82
0.70
0.58
0.46
0.34
0.86
0.74
0.62
0.50
0.38
0.90
0.78
0.66
0.54
0.42
0.94
0.82
0.70
0.58
0.46

1434
1483
1434
1483
1549
1434
1483
1549
1434
1483
1549
1614
1483
1549
1614
1434
1483
1549
1614
1695
1434
1483
1549
1614
1695
1434
1483
1549
1614
1695
1434
1483
1549
1614
1695
1434
1483
1549
1614
1695
1434
1483
1549
1614
1695
1434
1483
1549
1614
1695

2.48
1.99
2.68
2.20
1.66
2.88
2.41
1.88
3.08
2.62
2.10
1.51
2.83
2.32
1.74
3.48
3.04
2.54
1.97
1.34
3.68
3.25
2.76
2.20
1.58
3.88
3.46
2.98
2.43
1.82
4.07
3.67
3.20
2.67
2.06
4.27
3.88
3.42
2.90
2.31
4.47
4.09
3.64
3.13
2.55
4.67
4.30
3.86
3.36
2.79

4.78
5.06
4.78
5.06
5.29
4.78
5.06
5.29
4.78
5.06
5.29
5.61
5.06
5.29
5.61
4.78
5.06
5.29
5.61
5.89
4.78
5.06
5.29
5.61
5.89
4.78
5.06
5.29
5.61
5.89
4.78
5.06
5.29
5.61
5.89
4.78
5.06
5.29
5.61
5.89
4.78
5.06
5.29
5.61
5.89
4.78
5.06
5.29
5.61
5.89

0.50
0.38
0.54
0.42
0.30
0.58
0.46
0.34
0.62
0.50
0.38
0.26
0.54
0.42
0.30
0.70
0.58
0.46
0.34
0.22
0.74
0.62
0.50
0.38
0.26
0.78
0.66
0.54
0.42
0.30
0.82
0.70
0.58
0.46
0.34
0.86
0.74
0.62
0.50
0.38
0.90
0.78
0.66
0.54
0.42
0.94
0.82
0.70
0.58
0.46

1500
1549
1500
1549
1614
1500
1549
1614
1500
1549
1614
1695
1549
1614
1695
1500
1549
1614
1695
1744
1500
1549
1614
1695
1744
1500
1549
1614
1695
1744
1500
1549
1614
1695
1744
1500
1549
1614
1695
1744
1500
1549
1614
1695
1744
1500
1549
1614
1695
1744

2.39
1.92
2.58
2.13
1.59
2.77
2.33
1.80
2.97
2.53
2.01
1.46
2.73
2.22
1.68
3.35
2.93
2.43
1.91
1.30
3.54
3.14
2.65
2.13
1.53
3.73
3.34
2.86
2.36
1.77
3.92
3.54
3.07
2.58
2.00
4.11
3.74
3.28
2.81
2.24
4.31
3.95
3.49
3.03
2.47
4.50
4.15
3.70
3.25
2.71

COOLING operation   Rated frequency 65Hz
SLZ-A18AR / SUZ-A18VR
CAPACITY : 4.6(kW)  INPUT : 1630(W)  SHF : 0.68
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CEILING CASSETTES series

B-15
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NOTE Q : Total capacity (kW) SHF : Sensible heat factor DB : Dry-bulb temperature

SHC : Sensible heat capacity (kW) INPUT : Total power input (W) WB : Wet-bulb temperature

OUTDOOR  D.B.(;)
INDOOR INDOOR 35 40 46
D.B.(;) W.B.(;) Q SHC SHF INPUT Q SHC SHF INPUT Q SHC SHF INPUT

21
21
22
22
22
23
23
23
24
24
24
24
25
25
25
26
26
26
26
26
27
27
27
27
27
28
28
28
28
28
29
29
29
29
29
30
30
30
30
30
31
31
31
31
31
32
32
32
32
32

18
20
18
20
22
18
20
22
18
20
22
24
20
22
24
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26
18
20
22
24
26

4.51
4.74
4.51
4.74
5.01
4.51
4.74
5.01
4.51
4.74
5.01
5.29
4.74
5.01
5.29
4.51
4.74
5.01
5.29
5.57
4.51
4.74
5.01
5.29
5.57
4.51
4.74
5.01
5.29
5.57
4.51
4.74
5.01
5.29
5.57
4.51
4.74
5.01
5.29
5.57
4.51
4.74
5.01
5.29
5.57
4.51
4.74
5.01
5.29
5.57

0.50
0.38
0.54
0.42
0.30
0.58
0.46
0.34
0.62
0.50
0.38
0.26
0.54
0.42
0.30
0.70
0.58
0.46
0.34
0.22
0.74
0.62
0.50
0.38
0.26
0.78
0.66
0.54
0.42
0.30
0.82
0.70
0.58
0.46
0.34
0.86
0.74
0.62
0.50
0.38
0.90
0.78
0.66
0.54
0.42
0.94
0.82
0.70
0.58
0.46

1597
1663
1597
1663
1728
1597
1663
1728
1597
1663
1728
1793
1663
1728
1793
1597
1663
1728
1793
1858
1597
1663
1728
1793
1858
1597
1663
1728
1793
1858
1597
1663
1728
1793
1858
1597
1663
1728
1793
1858
1597
1663
1728
1793
1858
1597
1663
1728
1793
1858

2.25
1.80
2.43
1.99
1.50
2.61
2.18
1.70
2.79
2.37
1.91
1.38
2.56
2.11
1.59
3.16
2.75
2.31
1.80
1.22
3.34
2.94
2.51
2.01
1.45
3.52
3.13
2.71
2.22
1.67
3.70
3.32
2.91
2.43
1.89
3.88
3.51
3.11
2.65
2.12
4.06
3.70
3.31
2.86
2.34
4.24
3.89
3.51
3.07
2.56

4.14
4.42
4.14
4.42
4.69
4.14
4.42
4.69
4.14
4.42
4.69
4.97
4.42
4.69
4.97
4.14
4.42
4.69
4.97
5.24
4.14
4.42
4.69
4.97
5.24
4.14
4.42
4.69
4.97
5.24
4.14
4.42
4.69
4.97
5.24
4.14
4.42
4.69
4.97
5.24
4.14
4.42
4.69
4.97
5.24
4.14
4.42
4.69
4.97
5.24

0.50
0.38
0.54
0.42
0.30
0.58
0.46
0.34
0.62
0.50
0.38
0.26
0.54
0.42
0.30
0.70
0.58
0.46
0.34
0.22
0.74
0.62
0.50
0.38
0.26
0.78
0.66
0.54
0.42
0.30
0.82
0.70
0.58
0.46
0.34
0.86
0.74
0.62
0.50
0.38
0.90
0.78
0.66
0.54
0.42
0.94
0.82
0.70
0.58
0.46

1695
1744
1695
1744
1826
1695
1744
1826
1695
1744
1826
1875
1744
1826
1875
1695
1744
1826
1875
1940
1695
1744
1826
1875
1940
1695
1744
1826
1875
1940
1695
1744
1826
1875
1940
1695
1744
1826
1875
1940
1695
1744
1826
1875
1940
1695
1744
1826
1875
1940

2.07
1.68
2.24
1.85
1.41
2.40
2.03
1.60
2.57
2.21
1.78
1.29
2.38
1.97
1.49
2.90
2.56
2.16
1.69
1.15
3.06
2.74
2.35
1.89
1.36
3.23
2.91
2.53
2.09
1.57
3.39
3.09
2.72
2.29
1.78
3.56
3.27
2.91
2.48
1.99
3.73
3.44
3.10
2.68
2.20
3.89
3.62
3.28
2.88
2.41

3.82
4.09
3.82
4.09
4.37
3.82
4.09
4.37
3.82
4.09
4.37
4.69
4.09
4.37
4.69
3.82
4.09
4.37
4.69
4.92
3.82
4.09
4.37
4.69
4.92
3.82
4.09
4.37
4.69
4.92
3.82
4.09
4.37
4.69
4.92
3.82
4.09
4.37
4.69
4.92
3.82
4.09
4.37
4.69
4.92
3.82
4.09
4.37
4.69
4.92

0.50
0.38
0.54
0.42
0.30
0.58
0.46
0.34
0.62
0.50
0.38
0.26
0.54
0.42
0.30
0.70
0.58
0.46
0.34
0.22
0.74
0.62
0.50
0.38
0.26
0.78
0.66
0.54
0.42
0.30
0.82
0.70
0.58
0.46
0.34
0.86
0.74
0.62
0.50
0.38
0.90
0.78
0.66
0.54
0.42
0.94
0.82
0.70
0.58
0.46

1760
1842
1760
1842
1891
1760
1842
1891
1760
1842
1891
1956
1842
1891
1956
1760
1842
1891
1956
2021
1760
1842
1891
1956
2021
1760
1842
1891
1956
2021
1760
1842
1891
1956
2021
1760
1842
1891
1956
2021
1760
1842
1891
1956
2021
1760
1842
1891
1956
2021

1.91
1.56
2.06
1.72
1.31
2.21
1.88
1.49
2.37
2.05
1.66
1.22
2.21
1.84
1.41
2.67
2.37
2.01
1.60
1.08
2.83
2.54
2.19
1.78
1.28
2.98
2.70
2.36
1.97
1.48
3.13
2.87
2.53
2.16
1.67
3.28
3.03
2.71
2.35
1.87
3.44
3.19
2.88
2.53
2.07
3.59
3.36
3.06
2.72
2.26

COOLING operation   Rated frequency 65Hz
SLZ-A18AR / SUZ-A18VR
CAPACITY : 4.6(kW)  INPUT : 1630(W)  SHF : 0.68
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D.B.(;) Q INPUT
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Q INPUT

0
Q INPUT
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Q INPUT

10
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15
Q INPUT
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Q INPUT
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26
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1.80
1.62

566
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653

2.28
2.16
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2.55
2.37
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844

3.06
2.91
2.76
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3.30
3.15

879
905
948

3.81
3.66
3.51

905
931
974

4.20
4.04
3.90

922
966

1001

 
HEATING operation
SLZ-A09AR / SUZ-A09VR    Rated frequency 75Hz
CAPACITY : 3.0(kW)  INPUT : 870(W)

SLZ-A12AR / SUZ-A12VR    Rated frequency 76Hz
CAPACITY : 3.8(kW)  INPUT : 1070(W)

SLZ-A18AR / SUZ-A18VR    Rated frequency 65Hz
CAPACITY : 5.0(kW)  INPUT : 1550(W)

OUTDOOR  W.B.(;)
INDOOR -10
D.B.(;) Q INPUT

-5
Q INPUT

0
Q INPUT

5
Q INPUT

10
Q INPUT

15
Q INPUT

20
Q INPUT

15
21
26

2.39
2.28
2.05

696
749
803

2.89
2.74
2.55

835
888
942

3.38
3.23
3.00

942
984

1038

3.88
3.69
3.50

1017
1059
1113

4.37
4.18
3.99

1081
1113
1166

4.83
4.64
4.45

1113
1145
1198

5.32
5.11
4.94

1134
1188
1231

OUTDOOR  W.B.(;)
INDOOR -10
D.B.(;) Q INPUT

-5
Q INPUT

0
Q INPUT

5
Q INPUT

10
Q INPUT

15
Q INPUT

20
Q INPUT

15
21
26

3.15
3.00
2.70

1008
1085
1163

3.80
3.60
3.35

1209
1287
1364

4.45
4.25
3.95

1364
1426
1504

5.10
4.85
4.60

1473
1535
1612

5.75
5.50
5.25

1566
1612
1690

6.35
6.10
5.85

1612
1659
1739

7.00
6.73
6.50

1643
1721
1783
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The standard data contained in these specifications apply only to the operation of the air conditioner under normal condition.
Operating conditions vary according to the areas where these units are installed. The following information has been provided
to clarify the operating characteristics of the air conditioner under the conditions indicated by the performance curve.
(1) GUARANTEED VOLTAGE

Rated voltage :  ±10% (207~253V), 50Hz
(2) AIR FLOW

Air flow should be set at MAX.
(3) MAIN READINGS

COOLING
(1) Indoor intake air wet-bulb temperature : W.B. ˚C
(2) Indoor outlet air wet-bulb temperature : W.B. ˚C
(3) Outdoor intake air dry-bulb temperature : D.B. ˚C
(4) Total input : W

Indoor air wet/dry-bulb temperature difference on the side of the chart on page shows the difference between the 
indoor intake air wet/dry-bulb temperature and the indoor outlet air wet/dry-bulb temperature for your reference at 
service.

How to measure the indoor air wet-bulb/dry-bulb temperature difference
1. Attach at least 2 sets of wet-and-dry-bulb thermometers to the indoor air inlet as shown in the figure, and at least 2 sets of

wet-and-dry-bulb thermometers to the indoor air outlet. The thermometers must be attached to the position where air speed
is high.

2. Attach at least 2 sets of wet-and-dry-bulb thermometers to the outdoor air inlet.
Cover the thermometers to prevent direct rays of the sun.

3. Check that the air filter is cleaned.
4. Open windows and doors of the room.
5. Press the EMERGENCY OPERATION switch once to start the COOL(HEAT) MODE.
6. When system stabilizes after more than 15 minutes, measure temperature and take an average temperature.
7. 10 minutes later, measure temperature again and check that the temperature does not change.

Wet-and dry-bulb
thermometers

BACK VIEW

INDOOR UNIT OUTDOOR UNIT

HEATING
(1) Indoor intake air dry-bulb temperature : D.B. ˚C
(2) Indoor outlet air dry-bulb temperature : D.B. ˚C
(3) Outdoor intake air wet-bulb temperature : W.B. ˚C
(4) Total input : W
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B.1.6.2  PERFORMANCE CURVES
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OUTDOOR LOW PRESSURE AND OUTDOOR UNIT CURRENT
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NOTE:The above curves are for the heating operation without any frost.
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SUZ-A09VR

SUZ-A12VR SUZ-A12VR SUZ-A12VR SUZ-A12VR

SUZ-A09VR SUZ-A09VR SUZ-A09VR

SUZ-A18VR SUZ-A18VR SUZ-A18VR SUZ-A18VR

<How to operate fixed-frequency operation (Test run operation)> 
1. Press the EMERGENCY OPERATION switch to COOL or HEAT mode.
2. Test run operation starts and continue to operate for 30 minutes.
3. Compressor starts at rated frequency in COOL mode or 58Hz in HEAT mode.
4. Indoor fan operates at High speed.
5. After 30 minutes, test run operation finishes and EMERGENCY OPERATION starts.
6. To cancel test run operation (EMERGENCY OPERATION), press the EMERGENCY OPERATION switch or any button on 

remote controller.

NOTE : The unit of pressure has been changed to MPa on the international system of units (SI unit system).

The conversion factor is: 1(MPa [Gauge]) =10.2(kgf/ ff [Gauge])
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2 Air flow : High speed

3 Operational frequency : 57Hz(SUZ-A09VR)

67Hz(SUZ-A12VR)

75Hz(SUZ-A18VR)
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COOL operation
1 Both indoor and outdoor unit are under the 

same temperature/humidity condition. Dry-bulb temperature Relative humidity(%)
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HEAT operation
Condition indoor: Dry bulb temperature 20.0°C

Wet bulb temperature 14.5°C

Condition outdoor: Dry bulb temperature 2,7,15,20.0°C

Wet bulb temperature 1,6,12,14.5°C
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1. Fresh air intake (Location for installation)
At the time of installation, use the duct holes (cut out) located at the positions shown in following diagram, as and when required.

Detail drawing of fresh air intake

Ceiling surface

Refrigerant pipe
Drain pipeElectrical Box

Cut out hole
[73.4

Burring hole
3-[2.8 hole

[100

11
8

25

120° 12
0°

Fresh air intake

Static pressure : P [Pa]
Air flow : Q  [m3/min]50

-50

-100

-150

-200

-250

-300

0 0.5 1.0 1.5 2.0 2.5 3.0 3.5

SLZ-A09AR
SLZ-A12AR
SLZ-A18AR

Taking air into the unit

2. Fresh air intake amount & static pressure characteristics

Q

0

B
A C

1 Curve in the
left praphs.

Duct characteristics
at site

Q

A
E

C

2

Q

Qa

A
D

3

Q…Planned amount of fresh air intake 

A…Static pressure loss of fresh air
intake duct system with air flow
amount Q

B…Forced static pressure at air condi-
tioner inlet with air flow amount Q

C…Static pressure of booster fan with air
flow amount Q

D…Static pressure loss increase amount
of fresh air intake dust system for air
flow amount Q <Pa>

E…Static pressure of indoor unit with air
flow amount Q

Qa…Estimated amount of fresh air
intake with out D <m3/min>

<m3/min>

<Pa>

<Pa>

<Pa>

<Pa>

How to read curves

●Whenever the indoor unit is operating, the duct fun 
operates.
(1)Connect the optional multiple remote controller

adapter(PAC-SA88HA-E)to the connector CN51 on the
indoor controller board.

(2)Drive the relay after connecting the 12V DC relay
between the Yellow and Orange connector lines.

Use a relay under 1W.
MB: Electromagnetic switch power relay for duct fan.

X: Auxiliary relay (12V DC LY-1F)

CN51

Multiple remote
controller adapter
PAC-SA88HA-E

Indoor controller board

Distance between indoor
controller board and relay
must be within 10m.

Be sure to secure insulation
material by tape and such

5 Green

Yellow

Orange
Connector (5P)

Package side
Multiplr remote
controller adapter
PAC-SA88HA-E

Be sure to secure insulation
material by tape and such

Installation at site

CN51
on
indoor unit
board

Red
Brown

1 MB

~

C
N

P
C

N
C

C
N

D
FA

N
2

C
1

FA
N

1

52C

C412

CN51

RC00J590B

3. Interlocking operation method with duct fan (Booster fan)

NOTE: Fresh air intake amount should be 20% or less of

whole air amount to prevent dew dripping.

B.1.7  4-WAY AIR FLOW SYSTEM
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4. Fixing of horizontal vane
Horizontal vane of each air outlet can be fixed according to the environment, which is installed.

Setting procedure
1) Turn off a main power supply (Turn off a breaker).
2) Disconnect the vane motor connector of the direction of the arrow with pressing the unlocking button as shown in figure

below.
Electricity insulate the disconnected connector with the vinyl tape.

Vane motor

Horizontal vane

Connector Unlocking button

Vane motor

3) Set a auto vane of the air outlet, which tries to fixed by the hand slowly within the range in the table below.

Measured standard
position of the grille

Auto vane

Standard of
horizontal position

Dimension A (mm) 21 25 28 30

Level 30°
(Min.) Downward 45° Downward 55° Downward 70°

(Max.)

w Dimension between 21 mm and 30 mm can be arbitrarily set.

Caution  Do not set the dimension out of the range.

Erroneous setting could cause dew drips, smudge on ceiling or malfunction of unit.

<Set range>

.
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NOTE: The sound level is measured in an anechoic room where echoes are few, when compressor stops. The sound
may be bigger than displayed level under actual installation condition by surrounding echoes. The sound level
can be higher by about 2 dB than the displayed level during cooling and heating operation.

B.1.8  NOISE CRITERIA CURVES
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B.1.9  OUTLET AIR SPEED AND COVERAGE RANGE

SLZ-A09AR

MODEL

10 4.0 5.7

SLZ-A12AR 11 4.9 7.4

SLZ-A18AR 11 4.9 7.4

Air flow
(m3/min)

Air speed
(m/sec)

Coverage
(m)
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ON/OFF

RESET

TOO
WARM

TOO
COOL

MODE

AUTO COOL

DRYHEAT

FAN

VANE

SELECT

TIME

h

SET TEMPERATURE
button
SET TEMPERATURE 
button sets and any
desired room temperature.

MODE SELECT button

This button is used to change
between auto, cooling,
heating and drying operation
modes. (SLZ)

This button is used to set
fan speed to low, medium
or high.

TIMER SELECT button
Used for selecting timed
starting or stopping. 

FAN SPEED button

Used to change the airflow
direction.

VANE CONTROL button

B.1.10  REMOTE CONTROLLER

ON / OFF button
Pushing button starts 
operation. Pushing again
stops operation. 

● Avoid operation of buttons with fingernails or other sharp objects.  Sharp objects may scratch remote controller.

Attention :
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B.1.12  INSTALLATION PROCEDURE
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SLZ-A09AR SLZ-A12AR

OFF 145I2;

SLZ-A18AR

Indoor fan motor 
              thermal fuse

Safety device
Model

B.1.13  SAFETY DEVICE SETTINGS

SLZ-A09AR
SLZ-A12AR
SLZ-A18AR
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